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Towards understanding the material-property correlation
Heusler compounds are classically ternary intermetallics (X2YZ) with a wide range of interesting
properties, which are closely related to the cubic structure of the material. In addition, several
exotic physical phenomena have been predicted for different compositions in the family, but have not
been experimentally realized. By and large, the lack of success in realization of various properties
are due to the issues with intrinsic material attributes, which have been difficult to resolve as the
relationship between them is not well understood.
Ever since the discovery of the first Heusler compound Cu2MnAl, disentangling the material-
property correlation in the Heusler compounds has been a fundamental point of research. The quest
has increased manifold as new Heusler compounds with novel properties continue to be predicted and
synthesized. One such property is half-metallic ferromagnetism, where in the electronic structure,
there is a finite density of states at the Fermi level along one spin direction while a band-gap exists
at the Fermi level along the other spin direction. Such a feature should lead to interesting physical
properties such as a considerably large magnetoresistance, which is quite in demand in the field of
spintronics. Cobalt-based Heusler compounds are one of the more promising candidates for half-
metallicity. Unfortunately, most materials which have been predicted to be half-metallic ferromagnets
have not been verified, even at low temperature, let alone a fully spin-polarized material at room
temperature. Aside from exploring new materials, it is pertinent to understand why or why-not the
existing systems work. Understanding the evolution and effect of various intrinsic attributes of a
sample such as the structure, defects and possible chemical disorder, on the extrinsic properties is
the main point which this work addresses.
The present work is based on quaternary Heusler compounds, where one of the elements is partially
substituted with an additional element (For example, X2Y′1−xY′′xZ and so on). Although there have
been various reports on quaternary substitutions, they gained prominence since late 1990s as the
effect of substitution could be explored to possibly tune the electronic structure [1, 2] and physical
properties [3, 4] and may as well lead to evolution of new properties [5, 6]. Therefore, quaternary
compounds allow the possibility to tune the properties such as Curie temperature, band gap etc., as
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desired. This is important towards understanding the fundamental physics of the system in general,
and has a significance from the technological point of view.
In this work, a study on two different Co-based quaternary Heusler systems is presented, both of
which have been predicted to be robust half-metallic ferromagnets [5–10] but so far have not been
experimentally realized. Majority of the issues with experimental realization of novel properties,
particularly with Heusler compounds, relates to thermodynamic instability of the compound itself
as well as the stability and attainability of a fully ordered L21 structure. In each system, the aim
was to tackle the interplay between an intrinsic attribute and its effects on the physical properties,
in order to get further insight on the material-property correlation.
The first system that is studied is the Co2Cr1−xFexAl series of Heusler compounds. The system
is fraught with inconsistencies in physical properties, with regards to the theory. There are hints of
chemical inhomogeneity in the system, which was the starting point of our work. The underlying
aim of the work has been to shed light on the relationship between the thermodynamic instabilities,
which may exist at different temperature regimes, and the evolving properties. Furthermore, a better
understanding of the phase transformations in the system has allowed us to develop a recipe to
obtain a homogeneous phase-pure sample, and has led to a coherency between the theory and the
observed physical properties. Thus, a new promising half-metallic ferromagnet in the Co2Cr1−xFexAl
series is presented.
In the second part, the Co2FeAl1−xSix system is presented, which unlike Co2Cr1−xFexAl, does
not suffer from the issue of chemical inhomogeneity. However, the observed physical properties are
lacking in comparison to theory, as there is the issue of obtaining a highly ordered sample, and
the order-disorder temperature regimes are also under debate. We have thus attempted to gain a
better understanding of the ordering phenomena in Co2FeAl0.5Si0.5, which has allowed us to achieve
a significantly improved L21 order, in addition to an improved comprehension of the evolution of
order during annealing and the subsequent cooling process.
We have thus made a considerable advancement towards greater evidence-based knowledge and
a better understanding of the material-property correlation in Co2Cr1−xFexAl and Co2FeAl1−xSix
Heusler compounds.
Brief outline of present thesis
In Chapter 1, we have discussed the basics of structure and magnetism of Heusler compounds, and
briefly commented on the structure-property relationship. In Chapter 2, the details of the sample
preparation, specially the Floating Zone (FZ) technique, as well as the experimental techniques
have been laid out. We have also discussed a couple of theoretical aspects with regards to the phase
diagrams and sample preparation.
Chapter 3 deals with the Co2Cr1−xFexAl series. The chapter is divided into three sections. In
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the first part, we have demonstrated the existence of a phase separation via low temperature
transformation in the Co-Cr-Fe-Al system using FZ growth of selected compositions. In the second
section, we discuss the extent of immiscibility in the phase diagram in order to better understand the
phase dynamics. First, we explored the stability of the secondary phase along temperature observed
in FZ-grown Co2CrAl, through annealing experiments. Later, an alternate approach to optimize
the composition of Co2CrAl is employed and found to be successful in avoiding the transformation
altogether. In the last section of the chapter, the concept of off-stoichiometry which was found
to be successful, was applied to the case of Co2Cr0.6Fe0.4Al. The FZ-growth of off-stoichiometric
Co2Cr0.4Fe0.4Al1.2 was successful and homogeneous phase-pure material is obtained. Theoretical
calculations and the various physical property measurements are shown to match well with theory,
and thus, we have a promising new half-metallic ferromagnet in the Co2Cr1−xFexAl Heusler series.
In Chapter 4, we focussed on the ordering phenomena in Co2FeAl0.5Si0.5, a stable, quaternary
Heusler compound. Neutron diffraction on as-cast and annealed samples at toom temperature along
with detailed high temperature in situ neutron powder diffraction experiment is presented. It was
found that the order-disorder transition is spread over a large temperature range, in contrast to that
reported in the literature [11, 12]. Based on the diffraction, the presence of antiphase domains and
their evolution under different processing conditions is discussed, along with the effect on magnetic
properties. Details of corresponding laboratory annealing based on the in situ experiment, are
also presented. A significantly improved ordering as well as a reduction in defects is obtained on
slow cooling of the sample post-annealing. Therefore, slow cooling after annealing as an optimized
annealing procedure is discussed, with the possibility of extending the concept to other systems.




Background: Structure and Magnetism
1.1 Heusler compounds: A brief history
Long ago, in a land not so far away, it all began with an idea. And, as is always a necessity, a
quantum of luck. At the dawn of the 20th century, Friedrich Heusler, a German mining engineer, was
studying manganese-based intermetallic compounds. He was interested in ferromagnetic materials
and was exploring new compositions. Till then, it was understood that at least one of the three
magnetic elements, namely iron, nickel and cobalt, need to be present as a constituent to obtain a
ferromagnetic material at room temperature. To his surprise, an alloy of copper, manganese and
aluminium turned out to be ferromagnetic at room temperature, and the reports of this finding were
published in 1903 [13, 14]. This scientific discovery, albeit iconic, garnered limited attention initially,
as not much was understood behind the origin of the evolving ferromagnetism. Also, different samples
showed different magnetic properties, which were somehow a function of the composition and heat
treatment [15]. Over the next couple of decades, Heusler and others tried to explore the Cu-Mn-Al
phase-space in order to optimize the composition with regards to magnetic properties [16]. Quite
varied results were initially obtained, as depending on the composition and (or) subsequent heat
treatment, the samples contained up to three different phases and showed varied magnetic behaviour
[17–19].
In the beginning, it was understood that the ferromagnetism in Cu-Mn-Al alloy is due to a
solid solution of (CuMn)3Al, where the copper and manganese mole fraction could be varied to a
large extent, while still showing measurable magnetization. Incidentally, strong ferromagnetism was
observed in a narrow composition regime. In 1928-29, the ferromagnetic alloy was identified as the
Cu2MnAl composition with a body-centred cubic structure [20, 21]. Single crystals of Cu2MnAl, and
hence, the first Heusler single crystals, were grown and studied by Potter [22], who also described
the atomic positions of the individual atoms. Once the structure was confirmed, further studies
were done on Cu2MnAl, e.g., under different annealing conditions [23], magnetoresistance and
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magnetocaloric effects [24], resistivity, thermoelectric power and specific heat [25], ferromagnetic
resonance absorption [26], and even as a catalyst [27].
During the early years, due to the unique magnetic properties, Cu2MnAl was called the Heusler
alloy. Later on, any compound with a corresponding structure as Cu2MnAl, and a resulting X2YZ
composition, started being referred to as a Heusler compound, since the unique properties were
found to be closely related to the specific arrangement of atoms in the crystallographic structure.
In the next few decades, different elemental combinations in the specific ratio of 2:1:1 were explored,
but the interest in the community was limited. Some compositions were reported to contain multiple
phases, whereas some were ferromagnetic and some were not [28–31]. Even after more than half a
century, there was much to be understood about the structure and magnetism in Heusler compounds.
Research in the field of Heusler compounds picked up in the 1970s with the synthesis of certain
elemental combinations, e.g., cobalt-based Heusler compounds, as they showed varied properties such
as a much higher magnetization [32, 33] and antiferromagnetism [34]. Also, in the later half of the
20th century, derivative ternary compounds were discovered, which essentially had the same lattice
as any Heusler compound X2YZ but the lattice site of element X was half-filled. This resulted in an
atomic proportion of 1:1:1 (XYZ), and the structure was defined with a separate space group. These
XYZ compositions later became popular as ‘half-Heusler’ compounds and came under the umbrella
of Heusler compounds. These ‘half-Heusler’ compounds also came along with their own interesting
properties, e.g., antiferromagnetism [35]. During the same time, theory of magnetic moments and
their relation to the structure was developed for Heusler compounds such as the Slater-Pauling
rule, which is discussed later in this chapter. A greater understanding of the magnetism led to
the prediction of new Heusler compounds with novel properties. All this development ushered in a
pursuit of exotic physical phenomena and a thrust towards understanding the underlying principle
of the evolving physics and its relation to the structure.
In the late 20th century, computational capabilities advanced considerably, and new techniques
of theoretical calculations emerged. The research interest in Heusler compounds increased more or
less exponentially, as varied elemental combinations in the specific atomic proportions and crystal
structure could be explored on the basis of predictive calculations. This also paved way for better
understanding of the nature of these materials as theoretical models could be developed and explored.
Since the advent of the 21st century, as band structure calculations have became widespread, many
more novel and exotic physical phenomena such as topological insulators, compensated ferrimag-
netism and skyrmions, have been predicted in the class of Heusler compounds recently [36]. So far,
more than a 1000 Heusler compounds have been either experimentally reported or predicted. A
review by Graf et al. [37] nicely summarizes the plethora of properties and underlying structure-types
that have been found or predicted in the huge family of Heusler compounds.
We shall move on to the background and first explain the structure and related aspects of Heusler
compounds which play the most important role towards their interesting properties.
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1.2 Structure and disorder
Heusler compounds have the X2YZ stoichiometry, where the X and Y atoms are generally transition
metals and Z is a main group element, commonly a metalloid. The structure is cubic, with space
group Fm3̄m (225) and Pearson symbol cF16, in the fully ordered state. X atoms occupy 8cWyckoff
positions, whereas Y and Z occupy 4b and 4a Wyckoff positions, respectively. The structure can also
be understood as four inter-penetrating face-centered cubic (fcc) lattices, two of X and one each of
Y and Z atoms. This leads to the structure being understood as a super-cell of 8 body centred unit
cells, with corners occupied by alternating Y and Z atoms, and X at the body centre of each of the
unit cells. The structure is illustrated in Figure 1.1. Cu2MnAl is the prototype system.
Figure 1.1: Crystal structure of Heusler compound X2YZ showing the sublattices as well as the
local environments at different Wyckoff positions.
For a simpler understanding, the structure can also be defined as a fcc unit cell of Z atoms with
Y atoms occupying all the octahedral positions and X atoms at the tetrahedral positions. If one
were to calculate effective atoms in the unit cell, there are 4 Z atoms (fcc), 4 Y atoms (1/4*12 edge
centres + 1 body centre) and 8 X atoms (tetrahedral positions), which is illustrated in Figure 1.1.
This makes an effective unit cell stoichiometry of X8Y4Z4, simplified as X2YZ.
So far, we have only discussed the ideally ordered structure, where each atom is at its Wyckoff
position. This is denoted by L21 as per the Strukturbericht designation. The associated space group
and Pearson symbol are Fm3̄m and cF16 respectively, as mentioned earlier. However, it is possible,
and in reality often found, that some atoms exchange their atomic positions. Such a structural defect
is known as anti-site disorder.
There are different types of anti-site disorder depending on the atomic positions being exchanged.
One possible scenario is that Y and Z atoms exchange positions. For ease of understanding, complete
disorder shall be assumed, i.e., all Y and Z atoms are completely mixed and there is an equal
probability for Y and Z to be found at both 4a and 4b Wyckoff positions. In other words, either of
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4b and 4a positions are occupied by 50% Y and 50% Z atoms, distributed randomly in the structure.
The resulting structure is denoted as B2 in the Strukturbericht designation, and is illustrated in
Figure 1.2. Since the Y and Z positions become equivalent, the effective composition is now X2Y′2,
or rather XY′, simply. The unit cell can also be more uniquely defined by one of the sub-cells of the
L21 structure and the effective lattice constant is halved. The resulting space group is Pm3̄m (221)
with cP2 as the Pearson symbol. The prototype for this structure is CsCl. B2 -type disorder is one
of the more common disorders found in Heusler compounds [38, Chapter 4].
Figure 1.2: Heusler compound X2YZ with the fully ordered L21 structure as well as the B2 (Y-
Z mixing), DO3 (X-Y mixing) and A2 (X-Y-Z mixing) type disordered structures.
The equivalent unit cell as well as the space group and the Pearson symbol are also
mentioned for each.
Another possible structure due to an alternate disorder in the Heusler compounds is called DO3
as per the Strukturbericht designation. In this case, the X and Y sites are mixed. Both X and Y
atoms are randomly distributed equally on 8c and 4b positions, which become equivalent. The space
group for such a scenario is Fm3̄m (225), with BiF3 as the prototype. As can be seen in Figure 1.2,
the effective lattice constant remains the same.
It is also possible that all the three atoms X, Y and Z mix completely and all positions become
equivalent, leading to a basic body-centered cubic (bcc) W structure. This is known as the A2
4
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disorder. The space group is Im3̄m (229) with Pearson symbol as cI2. As in the case of B2 disorder,
the effective lattice parameter is also half of the L21 (Fm3̄m) structure. The structure is shown is
Figure 1.2. A few other exotic types of disorder have also been reported in literature, which are not
so common. The reader is guided to the work of Graf et al. [39] for an overview of the same.
Order-disorder transitions
An important aspect arises due to the existence of possible disorders. Since the various disorders,
as introduced above, are in general entropy-driven, a specific disorder may become stable at elevated
temperatures. It is also possible that a disordered structure may be thermodynamically more stable
than the ordered structure at room temperature itself. For example, Miura et al. calculated that a
partially disordered structure is more stable than the L21 ordered structure in the ground state for
a series of cobalt-based Heusler compounds [40].
The stability of different type of disorders leads to distributed regimes in temperature, along with
associated order-disorder transitions [41]. Annealing experiments for improving order have to be
designed keeping the specific ordering regimes in mind, for both bulk as well thin films. Hence, an
optimized annealing profile is needed to achieve the highest possible ordering in the shortest time.
Annealing temperature and time also play a more important role in the case of thin films, as one has
to keep in mind the kinetics of interdiffusion at the various interfaces (For example, [42]). Therefore,
in order to obtain a highly ordered sample, it is important to know the temperatures associated
with the corresponding order-disorder transitions of the respective material.
As mentioned before, the above scenarios are discussed assuming that complete order or disorder
is present. However, in practical scenarios, a fraction of the lattice is disordered while the rest of the
lattice is ordered. Many a times, a mixture of multiple disorders may be present. In order to better
understand the origin of disorder, we shall now present a brief discussion on what drives disorder.
1.2.1 What drives defects and disorder?
There are various types of defects present in a material, such as point defects, dislocations, stacking
faults etc. [43]. Defects in any material are mainly determined by entropy [44], and there is an energy
barrier associated with the creation of any defect. In any condition, say in a solid, there is a small
fraction of particles with higher energy, which manifests as thermal vibrations. The higher energy
of these particles may be sufficient to cross the energy barrier for the formation of a defect. Due to
this, there is an equilibrium defect concentration at a given temperature for any material, ideally
going to zero at 0 K. Therefore, we must not forget that there is an equilibrium defect concentration
associated with room temperature as well. This does not mean that the same amount of defects are
always present in material at room temperature, as kinetics come into play, and thus, the amount
of defects also depends on the processing route.
5
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There are various intrinsic factors which may lead to defects and disorder in a material, such
as electronegativity, atomic radii, valence etc. of the constituent elements. Some elements prefer
to occupy certain sites and local environments based on their electronegativity as well as valency,
leading to disorder. In the case of Heusler compounds, strong site preferences lead to disorder and
the structure may have to be alternatively defined [39]. Site preference has been well studied in
perovskites; e.g., a recent study on a double perovskite found that both Al and Fe prefer to occupy
the octahedral sites where as Ga prefers the tetrahedral site [45]. Such a scenario may also be
possible in Heusler compounds. Apart from electronegativity, the relative size of the species involved
can also be a possible reason for disorder. If the size of an element is sufficiently small with respect to
the other constituents, the energy required to move to an interstitial site may be fulfilled by entropy
itself. Furthermore, such site and vacancy defects may be more pronounced depending on the type
of bonding. Ionic, metallic and covalent bonds have quite different bond strengths depending on
the species involved, and may suffer from defect generation under sufficient conditions. Thus, the
attributes of species forming the material play an important role towards the possibilities of defects
and disorder.
Apart from the fact that considerable defects are generated in a material during synthesis, it
is likely that additional defects are induced during further processing. For an ideal cooling at
equilibrium, a material should be cooled infinitely slowly to room temperature, which is unrealistic.
The finite cooling rate involved in real-world scenarios leads to defects being created in the material
because of thermal shock due to contraction/expansion during the temperature change. The higher
the quenching rate, the higher is the likelihood of defect generation in the material. In addition
to that, other processes such as pulverization, cutting and polishing during sample preparation
for characterization also induce defects and strains through stress. Defects are also introduced
in a material upon irradiation with high energy electrons, neutrons or ions, e.g., during sample
preparation for transmission electron microscopy using focused ion beam (FIB) [46]. Therefore, it
is imperative that the possibilities of defect generation and possible material degradation must be
taken into consideration during any processing, preparation and experimentation.
As is discussed later in the chapter, the presence of specific type of disorder may or may not
affect the physical properties. This necessitates the identification and accurate quantification of the
various disorders present in a material. This aspect, with regards to Heusler compounds is discussed
next.
1.2.2 Characterizing disorder: Methods and challenges
The straightforward effect of atomic disorder can be easily seen in X-ray diffraction. Figure 1.3 shows
the simulated X-ray diffraction patterns of Co2FeSi for various conditions of order and disorder
using PowderCell software [47], for Mo Kα radiation. The ordered L21 structure has superlattice
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reflections (111) and (200), which are the hallmark of an fcc system. In the complete B2 disorder,
the structure reduces to an ordered bcc. Due to this, (111) reflection becomes extinct, and is not
seen. On the other hand, the DO3-type disorder still has a fcc structure. Both (111) and (200) are
observed albeit the relative intensities are very different. When all the positions are mixed, i.e., the
A2 disorder, no superlattice reflections are observed and only the (220) reflection for the primitive
bcc is seen.
Figure 1.3: Simulated X-ray diffraction patterns with Mo Kα for Co2FeSi for different conditions
(a) fully ordered L21 (b) B2 disorder (c) DO3 disorder (d) A2 disorder.
However, there are various challenges associated with analysis of disorder using X-ray diffraction.
Firstly, the relative intensities of the superlattice reflections with respect to the main (220) reflection
are in general quite small. The simulated relative intensities (using PowderCell software [47] for Mo
Kα radiation) for Co2FeSi under different conditions of disorder are summarized in Table 1.1. As
can be seen, the (111) and (200) reflections are below 6 %, in an ideal case.
Another problem in practical situations is that a sample may contain more than one type of
disorder, with varying ratio, depending on the sample preparation and post-processing. Since the
defects are entropy-driven, statistically, there is a finite probability of finding each type of disorder. In
many cases, selected disorder scenarios may be ignored as they may be highly unlikely energetically,
and the data may be analysed accordingly. One may still analyse the X-ray diffraction (XRD) data
using Rietveld refinement [48], but the information obtained from such an analysis with regards to
multiple disorders, offers a more qualitative look, rather than a quantitative one.
The problem is further compounded in the laboratory setups, as there is significant background and
noise associated. Fluorescence of different elements with different X-ray sources poses an additional
challenge for XRD. Some elements, e.g., manganese, gives higher fluorescence with both Co and Cu
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Table 1.1: Relative intensities for the superlattice reflections (111) and (200), with respect to the
main bcc reflection at (220) for Co2FeSi calculated for diffraction with Mo Kα.
Structure/Disorder (111) (200) (220)
L21 fully ordered 5.1 3.9 100
B2 disorder 0 3.9 100
DO3 disorder 5.7 3.0 100
A2 disorder 0 0 100
Kα sources, as compared to Mo Kα source. What that means is that the data is significantly more
noisy for Co and Cu sources measured for the same amount of time.
An additional problem may also arise for compounds containing specific elements. Depending
on X-ray source, the scattering coefficients of the constituent elements may lead to extinction of
superlattice reflections. As an example, atomic scattering factors for Co, Fe, Mn and Cr with Cu
Kα, which is one of most commonly used laboratory X-ray sources, are almost the same. Due to
this, the analysis of any disorder between these atoms may be quite difficult. Even if the superlattice
reflections are not extinct, the intensity may be strongly affected. For example, the intensity of
the (111) reflection for Co2MnSi is 0.8 % of the main (220) reflection in complete DO3 disorder
(calculated using PowderCell software [47] for Mo Kα radiation). In addition to that, higher order
reflections follow an inverse θ-dependence and their intensities are much lower. Therefore, in order
to avoid the issues of fluorescence and similar scattering factors, a judicious choice of X-ray source
is necessary.
Notwithstanding the issue of low intensities of superlattice reflections and noise, a quantification
procedure using XRD for multiple disorders in samples has been given by Takamura et al. [49].
They have used multiple X-rays sources to quantify the fraction of B2, DO3 and A2 disorder in
Co2FeSi thin films. Nevertheless, it is tedious and difficult to do for each and every sample, as well
as requires access to multiple X-ray sources which might not always be possible. In a recent report,
Li et al. [50] have developed a generalized form of the site-specific formula unit (SSFU) composition
model for the amount of disorder in a material, but it pertains specifically to non-stoichiometric
samples, where a deliberate disorder is induced.
Apart from the issues mentioned already, size and strain-effects intrinsic to the sample are known
to affect peak intensities [51]. It thus becomes difficult to analyse the disorder, specially in real-world
scenarios, where multiple disorders are present. Anomalous X-ray diffraction at synchrotron has
been used to study atomic disorder in thin films in a few reports [52, 53]. Synchrotron XRD does
give good data and avoids many issues associated with laboratory measurements, but does not have
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ease of access and time. Thus, quantitative analysis of multiple disorders with synchrotron XRD is
not possible on a regular, day-to-day basis.
Another possibility to study the disorder is through neutron diffraction. Neutrons offer certain
advantages over X-rays. The intensities of superlattice reflections in neutron diffraction may be
considerably higher for certain compositions, as the scattering factors are quite different than
X-rays, which would allow us to better quantify the disorder. However, neutron diffraction also
has limitations similar to XRD, e.g., analysis of systems containing elements with similar or low
scattering coefficients. Furthermore, neutron diffraction requires a much longer time as compared
to synchrotrons since the flux is considerably lower, and thus, also needs a much larger amount
of sample. Nevertheless, neutron diffraction has been used since the early days to characterize the
disorder in Heusler compounds [54–56]. Neutron diffraction in conjunction with extended X-ray-
absorption fine structure (EXAFS) has also been used to study the atomic disorder in Co2MnSi
[57].
Apart from diffraction studies, various other techniques exist which can probe the local chemical
environments such as nuclear magnetic resonance (NMR) and Mössbauer spectroscopy. These tech-
niques, specially NMR, provide significantly reliable quantitative information on the presence and
extent of various disorder. Zero-field NMR has garnered much attention recently as a definitive tool
to quantify disorder in Co-based Heusler compounds [58–70]. Although, both NMR and Mössbauer
spectroscopy are relatively time consuming techniques and need specialized equipment and expertise,
they are available on a rather daily basis to some extent.
The details of order-disorder transitions, which were discussed earlier, are quite important with
regards to processing as well as in order to obtain a specific ordering in a sample through annealing.
In literature, quite a bit of work on order-disorder transitions in binary alloys has been done through
the analysis of order in samples quenched after annealing at different temperatures (For example,
[71–74]), using various techniques discussed above. However, depending on the system, it might not
be possible to avoid ordering reactions during quenching [71, 75], or the quenching rate might not
be fast enough to avoid any low temperature transformations. Hence, in addition to characterizing
disorder at room temperature, it is also important to find out the order-disorder transitions at higher
temperatures, in situ. Ideally, one would perform NMR or Mössbauer spectroscopy, but it is highly
complicated to do these measurements at high temperatures, as the signals are reduced. In principle,
high temperature diffraction experiments can be done. Although XRD has been used to study the
order-disorder transition in Heusler compounds [41], the challenges and limitations of XRD or even
neutron diffraction with regards to characterizing disorder still remain.
In literature, calorimetric techniques such as differential scanning calorimetry (DSC) have been
extensively used to study the order-disorder transition [76–79]. Calorimetric measurements have
also been used to study the different ordering phenomena as well as magnetic transitions in Heusler
compounds [11, 12, 80–84]. However, one must be careful with calorimetric measurements as it
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is a rather indirect technique. Furthermore, being a non-equilibrium technique, the heating and
cooling rate may affect the signal strongly, e.g., a higher-order transition may get smeared out,
if the heating/cooling rate is too fast. A well-calibrated equipment with high sensitivity, along
with an understanding of the kinetics of the various changes that may involved, are mandatory for
calorimetric experiments as it may lead to anomalous data otherwise.
There are various methods to characterize disorder in Heusler compounds, and as is always the
case, none being perfect. A combination of different techniques is a must, in order to best characterize
and understand properties of a homogeneous sample in the light of its order. We shall now discuss
the physics of Heusler compounds which makes them so interesting, and have a look at some relevant
physical properties and magnetism.
1.3 Magnetism of Heusler compounds
Historically, as was recounted earlier, the idea of Heusler compounds began with Cu2MnAl, with its
unprecedented magnetic properties, which in turn were closely related to the structure. Since then,
a variety of properties have been discovered in the class of Heusler compound, all of which arise out
of the same cubic structure. The interaction among the atomic species plays a crucial role in the
magnetism of Heusler compounds, and depending on the constituent elements, various magnetic
phenomena can be observed such as ferromagnetism, antiferromagnetism, ferrimagnetism etc.
The inherent magnetism of a material can be understood from its electronic structure. For the
uninitiated, electronic band structure pertains to the range of allowed and not-allowed energies
of an electron that it may have within a large periodic lattice. Presently, electronic structure
can be calculated using various methods such density-functional theory, ab initio calculations etc.
although under various constraints in addition to the assumptions of the band structure theory.
For example, they give the ground state at 0 K, where one can neglect various interactions and
effects. Nevertheless, it does give us strong hints towards many physical properties and helps us to
understand the underlying physics of a given material. We shall now discuss a distinctive aspect of
the electronic structure in some materials, and its importance for properties, with respect to Heusler
compounds.
1.3.1 Half-metallic ferromagnetism
Some ferromagnetic materials have a unique electronic structure, where at the Fermi edge, there is a
finite density of states (DOS) along one spin direction and a band gap in the other. Such a property
is called half-metallic ferromagnetism. In Figure 1.4, the density of states for a metal, insulator,
ferromagnet and a half-metallic ferromagnet are shown.
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Figure 1.4: Spin-resolved density of states for (a) metal (b) insulator (c) ferromagnet (d) half-
metallic ferromagnet.
The concept of half-metallic ferromagnets was first given in 1983 by de Groot et al. [85] for
C1b-type half-Heusler compounds and a similar feature was also calculated for L21-type Co2MnAl
by Kübler et al. [86] in the same year. Since then, such a feature has been predicted in many other
materials, from oxides to even metal-filled carbon nanotubes [87], although almost all of them have
not been experimentally verified so far. Different types of half-metallic ferromagnets have been
classified and discussed in detail in a comprehensive review by Katsnelson et al. [88] and the reader
is referred to that for further reading (for classification, also see Coey et al. [89]).
1.3.1.1 Spin polarization and its measurement
Normally, for a non-ferromagnetic material, the spin states (↑ and ↓) are degenerate. In a ferromagnet,
the situation is no longer degenerate and the density of states (DOS) at the Fermi level is higher
along one spin direction than the other, yielding minority and majority states. The spin polarization
(P) is then defined as [90]:
P = (n↑εF − n↓εF )/(n↑εF + n↓εF ) (1.1)
where n↑εF or n↓εF are the density of states along the respective directions at the Fermi energy.
The ↑ and ↓ indicate the majority and minority spin directions, respectively, purely as a convention.
In the case of a half-metallic ferromagnet, either of n↑εF or n↓εF is zero, which results in P being
100 %, and is fully spin polarized. With regards to experiments, the term spin polarization is not
unique, and depends on how it is measured [89].
In order to confirm the half-metallic ferromagnetism, it is necessary to measure the spin po-
larization of a material. As of now, there is no technique which gives an absolute indication of
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the half-metallicity. There are various experiments from which it is deduced, the most reliable so
far being spin-resolved positron annihilation [91], which gives Fermi surfaces along different spin
directions. Furthermore, in most systems, the expected 100 % spin-polarization of charge carriers
is only predicted near 0 K as well as assuming no spin-orbit interactions [88]. NiMnSb is the only
Heusler compound so far confirmed to be half-metallic, that too at low temperatures, as no Fermi
surface was observed along one spin direction by Hanssen and Mijnarends [92]. We shall briefly
mention the various techniques as well as the main drawback(s) of each.
One of the most common and simple way to deduce the spin polarization is from magnetoresistance
of a point contact or a magnetic tunnel junction. It is calculated from the Jullière’s model [93],
where the tunnel magnetoresistance (TMR = ∆R/R) of a multilayer stack is a function of spin
polarization of two electrodes, P1 and P2.
TMR = 2P1P2/(1 + P1P2) (1.2)
The spin polarization can be easily calculated if the polarization of one of the electrodes in known
or if they are identical (P = P ′) [89]. Unfortunately, the interfaces between the layers and their
quality may have a strong effect on the measured spin polarization. Powder magnetoresistance
(PMR) is another variant where powder of the half-metallic material is compacted for measurement
and the point contacts are established between the grains of the powder. The main disadvantage with
this technique is that the Heusler compounds are prone to oxidation. The oxidation is more likely in
powdered samples due to increased surface area, and therefore the respective PMR measurements
are specifically affected.
Several surface sensitive techniques are quite popular as well, which in theory can measure spin
polarization. One such technique is point contact Andreev reflection (PCAR) [94, 95], and is widely
used to probe spin polarization of ferromagnetic materials. Another technique is spin-polarized
photoemission (SP-PES) which measures the spin polarization of the photoelectrons that are ejected
yielding the spin-polarized density of states near εF . Recently, high spin polarization (∼96 %) has
been reported using ultraviolet photoemission (UPS) in the Heusler compound Co2MnSi [96]. X-ray
magnetic circular dichroism (XMCD) is another technique which is used to obtain spin-resolved
density of states, and the spin polarization can be deduced from that.
The main drawback of such surface sensitive measurements is that the surfaces have different
energies than the bulk, and may lead to different properties. For example, manganese segregation
on the surface has been observed in NiMnSb leading to a loss of half-metallicity [97, 98]. To make
matters worse, Heusler compounds are prone to oxygen-capture and extreme care must be taken
to avoid oxidation at the surface during measurement, specially for compounds containing specific
elements such as Cr and Mn.
In addition to already mentioned issues, some techniques also involve complex mathematical
12
Section 1.3 Magnetism of Heusler compounds
formulations to extract the spin polarization, whose reliability is still a matter of discussion. Due to
various factors mentioned, there is no smoking-gun technique for measurement of spin polarization.
Apart from the issue of ‘reliability’, most of the above mentioned techniques are, unfortunately,
laborious and require very specialized experiments. Nevertheless, they do give us an idea about the
trend of half-metallicity, which in principle, can be utilized to optimize a material.
1.3.1.2 Properties and applications of half-metallic ferromagnetism
Scientific research in most fields, is driven by the novel physical properties and their potential
applications. Many a times, it is the basis to begin with, e.g., unusual magneto-optical properties
observed in NiMnSb,was the starting point for developing the concept of half-metallic ferromagnetism
(HMF) [85]. Since then, as possibilities of materials and experiments have evolved, the interest in
HMF towards potential applications has been further propelled.
In the modern age, research that is promising for the field of advanced electronics and computing
is given additional impetus. Complete spin polarization as a material property has been extensively
sought after in the field of spintronics [99], or spin transport electronics which utilizes the spin of
the electrons. Spintronics emerged in 1980s, based on the historic work by Grünberg et al. [100] and
Fert et al. [101], who independently discovered giant magnetoresistance (GMR). The GMR effect is
the observation of a large change in resistance by switching the magnetic ordering of a layer in a
multilayer stack. It was a significant breakthrough, as the change in resistance just by switching the
magnetic exchange in multilayers, could be used as the basis for electronics. The GMR along with
the corresponding TMR (tunnel magnetoresistance) effects, are widely used today as the underlying
mechanism of read-heads in hard disk drives and magnetic sensors.
Realization of high room-temperature TMR effect [102, 103] has further propelled the interest to
new heights, as it has paved the way for novel MRAM (magnetic random access memory) devices,
such as 3D racetrack memory as well as spin valves and filters [104, 105]. All these technologies and
devices utilize the spin polarization, and thus, a half-metallic material is sort of a holy grail, since as
per the simple Jullière’s model (equation 1.2), highest magnetoresistance is possible for completely
spin polarized systems.
Heusler compounds are one of the more promising systems for achieving half-metallicity, as many
such compounds have been predicted. Although, they have not yet been experimentally verified, many
show high TMR ratio, e.g., Co2FeAl0.5Si0.5, where a TMR ratio of 386% at room temperature has
been observed [106]. Another important aspect with regards to applications is the Gilbert damping
constant which defines the switching speed of magnetization. Heusler compounds, in general, have
weak spin-orbit interactions. In addition, low spin DOS at εF in some compounds (For example,
Co2FeAl0.5Si0.5), lead to a small Gilbert damping constant, which is also independent of atomic
ordering. A small Gilbert damping constant implies that the relaxation timescales are of the order
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of nanoseconds, which is crucial for fast operation of devices [104].
As a side note, although most technological applications with regards to spintronics pertain to
thin films, there are additional complications which have not been completely understood. The effect
of surface layer as well as the interfaces in thin films have not been well understood, although they
are known to have strong effect on the properties, leading to a loss of half-metallicity in specific cases.
As an example, half-metallicity is only expected for manganese-terminated (001) films of Co2MnSi
[107]. Therefore, an understanding of the interactions at the interfaces and surfaces along with
reliable experiment techniques to measure half-metallic properties is essential, in order to develop
new Heusler-based systems for applications.
We have seen that realization of half-metallicity holds immense potential for applications. The
next section discusses Co-based Heusler compounds towards their growing popularity as promising
half-metallic ferromagnets.
1.3.2 Cobalt-based Heusler compounds
Co-based Heusler compounds in the L21 structure have found much prominence recently in the
scientific community. They have remarkably high Curie temperatures as compared to other systems
which show half-metallic ferromagnetism. A high Curie temperature is important for half-metallic
ferromagnets as the band gap shrinks with increasing temperature, and the depolarization effects
are relative to the Curie temperature (T/TC) [88]. Co2FeAl1−xSix system displays Curie temper-
atures in the range of 1100-1200 K, which is the highest for any material where half-metallicity
has been predicted [108]. Such high Curie temperatures can make it possible to preserve 100 %
spin polarization even at room temperatures, which makes these compounds very promising for
applications.
The Co-based Heusler compounds are unique in the sense that the Co-Co interaction plays an
important role in the half-metallic ferromagnetism, unlike half-Heusler compounds where there is
no magnetic interaction at the X (4c) sublattice. In some of the Co-based Heusler compounds, there
exist a van-Hove singularity at the Fermi edge along one spin direction and thus a high density of
states in that direction. A high density of states at εF could be essential for spectroscopic methods
such as spin resolved photoemission to detect the 100% spin polarization [109]. Also, in case there
is a loss of band gap in the other direction due to various effects such as high temperature, disorder,
interface etc., the effective spin polarization may still remain quite high which makes it desirable
for applications.
Half-metallicity has so far been predicted in various Co-based Heusler compounds, although
initially it was not so. Around the same time when half-metallic ferromagnetism was found in
half-Heusler compounds [85], Kübler had showed that the density of states nearly vanishes in the
minority spin direction for selected Co-based Heusler compounds [86]. Another work also reported a
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minimum in the density of states at the Fermi level for Co2MnSn [110]. Only around a decade later,
as the electronic structure calculations improved, half-metallic ferromagnetism was first reported
for Co2MnX (X=Si,Ge) by Ishida et al. [111]. They also suggested a possible correlation between
the valence electrons and the band-gap in the minority states as well as hinted towards tunable
half-metallic properties in quaternary Co-based Heusler compounds. Such a correlation was later
well established, and is discussed next.
1.3.3 Magnetic moments and Slater-Pauling rule
Slater [112] and Pauling [113] independently and somewhat simultaneously discovered that it is
possible to estimate magnetic moments (m) of 3d transition elements and their binary alloys from
the average number of valence electrons (nV ) which was called the Slater-Pauling curve [114].
As per the Slater-Pauling rule, magnetic moment (m = n↑ − n↓, in units of Bohr magneton µB)
can be related to number of valence electrons nV = n↑ + n↓ per atom, where n↑ and n↓ are spin
electrons per atom in the majority and minority states, respectively. The magnetic moment can be
rearranged as:
m = nV − 2n↓ (1.3)
or it can be rewritten as:
m = 2n↑ − nV = 2(nd↑ + nsp↓)− nV (1.4)
where, nd↑ and nsp↓ are the majority d and sp states. Later on, Williams et al. [115] and Kübler
[116] expanded and described the Generalized Slater-Pauling curve, based on the works of Friedel
[117] and Tanakura et al. [118]. The Generalized Slater-Pauling curve is a plot of magnetic moment
(m) versus magnetic valence (nM ) defined as:
nM = 2(nd↑)− nV (1.5)
Hence, m can be further rewritten as:
m = nM + 2nsp↓ (1.6)
Slater-Pauling rule also divides the dependence of m on nV into two regions [119]. One half of
the curve corresponds to mainly materials with close-packed structures (face-centered cubic (fcc)
and hexagonal close-packed (hcp), e.g., Co and Ni) which have high valence-electron concentrations
(nV ≥ 8) and is defined by itinerant magnetism. The second part corresponds to region of localized
moments having low concentration of valence electrons (nV ≤ 8). Materials with body-centered cubic
(bcc) or bcc-derived structures are found in this region, iron being a borderline case. Depending on
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which type of system one is dealing with, equation 1.3 or 1.6 can be used to estimate the magnetic
moment.
In the case of the itinerant systems, equation 1.6 is preferred. It was noted that the nsp↓ ≈ 0.3
in general [114], and any deviations are either due to magnetic weakness or sp contributions to n↑
that differ from 0.3 [115]. The magnetic moment is then given by:
m = nM + 0.6 (1.7)
For the elements to the right of Fe in the periodic table, as per the Hund’s rule, the majority
d-band is filled and thus nd↑ = 5 and as per equation 1.3 the magnetic valence is then calculated as:
nM = 10− nV (1.8)
This well explains the itinerant half of the Slater-Pauling curve, e.g., for elements Ni and Co.
Malozemoff et al. [120] also showed that the rule can be generalized for alloys such as Co-Cr and
Ni-Cr, as well as can be extended to alloys containing metalloids.
We shall now discuss the other half of the Slater-Pauling curve, which pertains to localized
magnetism. In this case, the Fermi energy is pinned in the minimum of the minority density of
states, which is exhibited by such materials. This constrains the number of occupied electrons in
the minority band (nd↓ to be approximately 3 [119, 121]). Hence equation 1.3 is thus reduced to:
m ≈ nV − 6 (1.9)
In the case of half-magnetic ferromagnets, there exists a real gap rather than a minimum, which
requires that the number of occupied minority states is an integer [114]. Thus, the Slater-Pauling
rule mHMF = nV − 6 is strictly fulfilled for half-metallic ferromagnets.
However, depending on the composition, the average number of valence electrons might be a
non-integer, leading to a non-integral moment, e.g., for quaternary compounds. For alloys containing
different atoms, it is often more convenient to use the whole unit cell. In order to do that, the total
number of valence electrons per formula unit NV is used instead of the average number of valence
electrons nV .
With regards to Heusler compounds, Kübler first noted that fulfilment of the Slater-Pauling
rule for C1b Heusler NiMnSb [116], which was later confirmed to be a half metallic ferromagnet
[92]. Although initially quite a few of the Heusler compounds were reported to deviate from the
Slater-Pauling curve, many of the Co-based Heusler compounds with the L21 structure follow the
Slater-Pauling rule well [122]. For the L21 structure, the effective atoms are 4, so one has to subtract
24 (six times the number of atoms), and the moment per formula unit is given by:
MX2Y Z = NV − 24 (1.10)
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whereas for the half-Heusler compounds (XYZ), since there are 3 effective atoms, the moment
per formula unit is given by:
MXY Z = NV − 18 (1.11)
Figure 1.5 shows the Slater-Pauling curve, with the two regions for materials having localized
moments and itinerant systems. As can be seen, Co-based Heusler compounds follow the Slater-
Pauling rule quite well. A much detailed discussion on historical development and underlying theory
of the Slater-Pauling rule can be found in the book by Kübler [114].
Figure 1.5: Slater-Pauling curve for 3d transition metals and alloys (reproduced from Felser et al.
[90]).
Based on the constituent elements, Heusler compounds may have a wide range of magnetic
moments, from high saturation magnetization in Co2FeSi (6 µB, as NV=30), to Fe2VAl which
should ideally have zero net magnetization as per the Slater-Pauling rule since it has 24 valence
electrons in the unit cell. The possibility to design materials with magnetic moments as required, is
always sought for. It also leads to interesting physics, from half-metallic Heusler materials where the
net magnetization is really small (ferrimagnetic), to a compensated antiferromagnetic compound
which have also been predicted to be superconducting [123]. The discussion on these materials is
beyond the scope of this work, and the reader is directed to various review articles [37, 124] for
details.
‘Curie temperature Slater-Pauling curve’: Ferromagnetic Heusler compounds exhibit a
whole range of Curie temperatures, from as low to as ∼125 K for Co2TiGa [125] to as high as 1100 K
for Co2FeSi [126]. Interest has always been there to try and understand the underlying physics and
what leads to such broad distribution. Co-based Heusler compounds are again very interesting in
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that respect, as they seem to follow a ‘Curie temperature Slater-Pauling curve’ [127], i.e., the Curie
temperature varies linearly with the number of valence electrons [122]. Kübler [128] developed a
theoretical basis to calculate the Curie temperature for magnetic materials, which was later used
for Co-based Heusler compounds and the linearity was found to fit well to the experiments [129].
This not only has led to a better understanding of the relation between the electronic structure and
Curie temperature, but also made it possible to predict and possibly design materials accordingly.
Magnetic moments, specially in the case of Co-based Heusler compounds, are an important physical
parameter. It must be kept in mind that the fulfillment of the Slater-Pauling rule is not the criterion
for a half-metallic ferromagnetism, as many Co-based Heusler compounds which are even metallic
or semiconducting follow the Slater-Pauling rule. Any deviations from Slater-Pauling rule, may hint
towards an inherent physical phenomenon in the material, e.g., a change in the exchange interactions
(j) between the various atoms [130]. However, it need not always be the case. One must keep in
mind that magnetic moments are also affected by atomic disorder and chemical inhomogeneity and
one must always do a thorough characterization to account for that, if present. Let us have a closer
look at the possible effects of structural defects and disorders on physical properties, and how they
may even be utilized.
1.4 Understanding the structure-property relationship
So far, we have discussed some very interesting properties of Heusler compounds, both in terms
of physics as well as applications. Nevertheless, various properties and possibilities that have been
mentioned so far, have been discussed for the fully ordered L21 structure, but in practice, there
are always structural defects present in any Heusler compound, such as anti-site disorder, vacancies
etc. In addition, majority of the predicted Heusler compounds suffer from issue of thermodynamic
instability, which is also sometimes referred to as chemical disorder. This section pertains to a brief
discussion on the effect of such disorder on physical properties and whether that can be utilized in
any way.
First we shall discuss the effects of anti-site disorder. The details of the common types of disorder
that may be possible have already given in Section 1.2. Anti-site disorder may strongly affect the
respective properties depending on the elements and type of disorder. Webster and Ramadan [131]
first reported on the effect of B2 disorder in Pd2MnIn1−xSnx and Pd2MnIn1−yby, that although it
does not affect the Mn moments, disorder leads to an antiferromagnetic exchange, due to the change
in the sublattice. First band structure calculations incorporating the lattice imperfections was done
by Ebert and Schütz [132] for PtMnSb and found it to have a drastic effect on spin polarization,
which was supported by X-ray absorption experiments. Similar band structure calculations were
also performed for NiMnSb and it was shown to reduce spin polarization [133] as well as affect
magnetic moments [134]. There have been various studies regarding the effects of disorder on physical
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properties, both theoretically and experimentally, for quite a few Heusler compounds.
Since the present work pertains to Co-based Heusler compounds, it is pertinent to understand how
disorder may affect their properties. As has been mentioned, the Co-sublattice plays an important
role in the magnetism of Co-based Heusler compounds. Disorders such as DO3 (between X an Y
positions) and A2 disorder(between all X,Y and Z positions) strongly affect magnetic moments and
in turn spin polarization, as compared to B2 disorder (between Y and Z positions) [10]. Gercsi and
Hono also calculated the energy of systems with various disorders and showed that for some specific
cases, fully ordered L21 system is less stable than the disordered ones, and thus, are difficult to
synthesize [10].
We take Co2(Cr1−xFex)Al as a specific example, for which a detailed systematic band structure
calculations for various disorders have been done by Miura et al. [40], where strong reduction in
saturation moments as well as the loss of half-metallicity has been calculated. Complete B2 disorder
still has high spin-polarization, although band-gap was lost at 10% B2 disorder [40] (Figure 1.6). On
the other hand, even a small amount of DO3 disorder strongly reduces both the magnetic moments
and spin polarization. Similar results have been obtained for other Co-based Heusler compounds
[135, 136]. An experimental work on the effects of disorder in Co2CrAl thin films report a reduction
in TCurie as the disorder increases L21 → B2 → A2 → amorphous [137]. Atomic disorder can also
account for anomalous behaviour in magnetization and response in ferromagnetic resonance at low
temperatures in Co2CrAl films [138].
Figure 1.6: Effect of B2 and DO3 disorder on magnetic moment and spin polarization in Co2CrAl
(adapted from Miura et al. [40]).
Disorder effects also depend on the materials and the elemental species involved. Ti-Al B2 disorder
reduces half-metallicity in Co2TiAl [139], unlike Co2Cr1−xFexAl. Co-Mn disorder in Co2MnSi and
Co2MnGe both strongly affects half-metallicity [140]. Incidentally, it was also calculated that in
Co2MnSi, the half-metallic nature is preserved for small amounts of 8 % Co-Mn off-stoichiometry
and the gap is also slightly increased [141], whereas in Co2MnGe, the half-metallicity is locally
destroyed, but screened within 2 atomic shells [142]. In some systems, DO3-type disorder may even
lead to an increase in the saturation magnetization [143].
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Effect of disorder can also be seen in other physical properties. For example, transport mea-
surements provide an indirect way to look at the structure and crystallinity. Residual resistivity
ratio, RRR (R300K/R5K), gives an indication of the quality of the crystal [144]. The nature of
the resistivity-change with temperature is known to be strongly affected due to disorder in double
perovskite polycrystals [145] and the same may also be expected for Heusler compounds. A study of
effect of disorder on the anomalous Hall effect in Co2FeSi0.6Al0.4 and Co2FeGa0.5Ge0.5 films show
very distinct influence of the type of disorder [146]. Vidal et al. also showed that B2 disorder leads to
an improvement in the anomalous Hall effect whereas DO3 disorder contributions affect it negatively
[146].
Such effects of disorder are not specific to Co-based materials. Similar calculations have been done
for Fe2VAl, where it was calculated that the introduction of any type of disorder leads to enhanced
spin moments and makes the material magnetically active [147], even though the composition has 24
valence electrons and as per Slater-Pauling rule (equation 1.10), should have zero net magnetization.
Since the zero net magnetization has not been experimentally realized for Fe2VAl, the existence
of atomic disorder has also been put forth as the likely reason. Furthermore, superparamagnetic
clusters, formed possibly due to the anti-site disorder, have been found to affect the relaxation rate
in nuclear magnetic resonance on Fe2VAl [148]. Similarly, effects of anti-site disorder on physical
properties has been studied in various other Heusler compounds as well [149–151].
In addition to the anti-site disorder, chemical homogeneity of the samples is also a challenge for
quite a few of the Heusler compounds. Many Heusler compounds are stable at room temperature,
but cannot be synthesized directly from the melt, and specialized techniques must be employed
to synthesize these so-called incongruent melting compounds (refer Section 2.1.1.1 on page 28 for
details). Even then, still quite a few of the predicted compositions are not thermodynamically stable
at all, leading to multi-phase mixture during synthesis and processing. Non-equilibrium techniques
such as melt-spinning may be utilized to synthesize such compounds [152]. Thin films, at times, also
allow to stabilize a metastable system, and many compounds have been explored via that route.
Still, issues pertaining to chemical disorder are frequently encountered in bulk samples and thin
films, which are many a times neglected for want of fitting theory to data. A detailed discussion on
this aspect has been done later with regards to Co2Cr1−xFexAl.
Chemical segregation may also be driven due to surface and interfaces. Segregation of manganese
at the surface of NiMnSb films has been reported, and is also found to affect spin polarization [97].
Si segregation on Co2MnSi thin film surface has also been recently reported [153] and is likely the
cause of reduced tunnel magnetoresistance in the respective films. A similar situation could very
well be possible in other systems.
Apart from atomic disorder and chemical inhomogeneity, defects such as vacancies, also have an
effect on electronic structure and properties. An equilibrium concentration of such defects is likely
at any given temperature. The defect concentrations may even be significantly higher than the
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equilibrium concentration depending on the synthesis technique and processing conditions [154].
Research has so far been focused mainly on probing the effect of vacancies through theoretical
calculations due to the ease of study as compared to experiments where very specialized equipment
is needed to quantify vacancies. It has been shown that vacancies shrink the minority gap and
may even lead to generation of spin states at the Fermi energy in the minority direction [155, 156].
Various other works also report a similar effect on electronic structure in several Heusler compounds
[157–159], but the presence of vacancies does not destroy half-metallicity in all cases. Band structure
calculations for Co2CrAl [160], Co2VSn [161] and Fe2MnSi [162] Heusler compounds show that even
though vacancies are likely to be formed, the half-metallicity is retained, although the minority
band-gap has shrunk. Vacancies also seem to play a role in other physical properties as well, as
reported for FeVSb half-Heusler compound [163]. The possible extent of such defect-driven effects
should be kept in mind during the experimentation as well as during the process of designing and
developing materials for applications.
Defects do seem to have a strong negative impact on the properties, but ways have been found
to utilize the disorder-effects so as to better understand the material and even possibly tune the
properties. Anti-site disorder may be introduced by partially substituting one site by other, e.g.,
X2−δY1+δZ, in order to study the effect of disorder on electronic structure and properties [136, 164,
165].
Partial substitution of one of the transition elements, can also be used to ‘dope’ with holes or
electrons. The position of the Fermi energy inside the minority spin-gap can thus be tuned. Galanakis
et al. [166] have shown that the ternary Co-based Heusler compounds, which do not have 100 % spin
polarization but do have the Fermi level at the edge of the band gap, can be tuned by quaternary
additions so that half-metallicity is attained. In the same work, they have also calculated that using
such a scheme, defect-driven half-metallic antiferromagnetism, or a so-called compensated half-metal
can be obtained [166].
Vacancies can also be used to induce half-metallicity in semiconducting half-Heusler compounds
[167]. Also, coherency strains due to inherent point-defects such as vacancies reduce the thermal
conductivity leading to an increased figure of merit for thermoelectric applications [168].
Recently, first-order magnetic transition leading to large exchange bias was reported and was
understood to be disorder-induced [169]. In another report, the anti-site disorder was explained
as the reason for ferrimagnetic clusters leading to a large exchange bias effect seen in Mn-Pt-Ga
Heusler compound [170]. It remains to be confirmed whether such an effect is due to structural
defects like anti-site disorder, or an outcome of chemical inhomogeneity in the material, although
the latter is a more likely culprit. A large exchange bias effect due to anti-site disorder has also been
reported in multiferrroics [171] and is not limited to Heusler compounds only.
Presence of chemical inhomogeneity is specially utilized in the field of thermoelectrics. Evolution
of secondary phase due to a phase transformation or immiscibility is used to nano-structure the
21
Chapter 1 Background: Structure and Magnetism
material as desired, which leads to improved thermoelectric performance [172, 173]. Presence of
multiple phases has been successfully utilized in select half-Heusler compounds, which has emerged
as a promising new class of high temperature thermoelectrics [174, 175].
Anti-site disorder is also known to induce martensitic and metamagnetic transitions in a material.
Magnetocaloric effect in Mn2NiX Heusler compounds has been predicted to evolve due to anti-site
disorder between one of the Mn and the Ni sublattice [176]. Another work on Ni-Co-Mn-In Heusler
system also found that atomic disorder significantly increases the peak magnetic entropy change
which is desired for magnetocaloric applications [177].
Chemical inhomogeneities may also change the nature of magnetism, e.g., from soft to hard
magnetic in manganese-based Heusler compounds. This may have potential applications towards
development of hard magnets, such as Mn-Co-Ga system [178]. First principle calculations have
recently shown that the chemical disorder can also be a possible design tool to engineer high spin
polarization in Mn3Ga Heusler system [179].
As we have seen, the structure and changes in structure have a strong relationship with the physical
properties of Heusler compounds. Moreover, additional aspect of chemical inhomogeneities has a
large effect on the properties as well. Therefore, a better understanding of the correlation between
the intrinsic material attributes and the physical properties that evolve extrinsically, is a must, and
is the underlying theme of this doctoral work. It has already been mentioned in the Introduction how
this interplay between the changes in intrinsic attributes and the physical properties is addressed is
this work.
Before moving on to the results and discussion, the details of the sample preparation and experi-





The present chapter deals with the methods of sample preparation. We shall focus on the Floating
Zone growth as it is the most relevant synthesis technique for the present work. The principle and
specific advantages shall also be briefly discussed. In the end, additional experimental techniques
used for characterization and physical property measurements are briefly described. Before we get
into the details, it is important to revisit some basics of material science to assist the reader in
better understanding.
2.1 Thermodynamics and phase diagrams
At first glance, synthesis of samples may seem rather straightforward. However, there is no ‘magic
pot’ where you melt the constituents together and solidify, such that the atoms always occupy the
right atomic sites in the lattice site and everything is homogeneous, which may only require a bit
of annealing. Nature, although beautifully simple in its essence, is not so straightforward.
Quite frequently, sample may become unstable under specific conditions, or the desired structure
and composition might not even be stable at all, depending on the thermodynamics. Figure 2.1
shows a few scanning electron microscopy images from the author’s work, for samples prepared using
a standard melting procedure. The contrast in backscattered images represents chemical contrast,
and the presence of 2-4 phases can be clearly seen. Such scenario of multiple phases is common, and
in most cases, it may not be possible to obtain a phase-pure material even with further processing
(For example, annealing).
If for some reason, samples are prepared without considering stability or homogeneity, one may
run into problems. The subsequent measurements of physical properties would likely be anomalous,
and since the material aspects are disregarded, they end up being attributed to alternate mechanisms
and the properties may never be optimized on that basis.
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Therefore, the important questions, from the scientific point-of-view, are that the properties that
we measure are due to which phase and how do the phases interact with each other as well as
how that affect the overall properties, i.e., how the intrinsic attributes and extrinsic properties
are entangled. As has already been discussed earlier with examples, even a few nanometers thick
interfaces in films may affect the properties. The interactions between phases would differ on a case
to case basis, and would also be dependent on their volume fraction and distribution. It is possible
that the secondary phase is too small and does not have any affect, but it cannot and should not
be assumed so.
Figure 2.1: Back-scattered electron (BSE) images from scanning electron microscopy show the
presence of multiple phases in arc-melted samples of ternary systems.
There is another important issue that should be kept in mind with regards to the additional phases,
howsoever small in fraction. As a ‘gedanken experiment’, we prepare a sample with an intended
stoichiometry but a small fraction of a secondary phase is present, which has a composition different
from that of the intended stoichiometry. Even though the secondary phase might be negligible, but
since we started with stoichiometric amount of each element, the actual composition of the main
phase is not exactly as it was intended, as the secondary phase would be at least richer in one of








Figure 2.2: Diagram shows an example of effect of phase separation, even though the secondary
phase may be deemed negligible in volume fraction.
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It is thus paramount to be able to convincingly answer the question “How to get what I want?”.
For that purpose, the significance of thermodynamics associated with the system cannot be overem-
phasized. Thermodynamics basically defines whether something is stable under the given conditions
or not, and how the stability is affected during certain processing. The change in free energy (∆G)
determines whether a process is energetically favourable. If the ∆G is negative, the change can hap-
pen spontaneously, as the system gains energy. If the ∆G is positive, a reaction or a transformation
may proceed once sufficient energy requirements are met, so that the energy barrier can be crossed.
However, ideally, thermodynamics only defines things at equilibrium. The rate of change or kinetics
of a process is as fundamental towards any transformation as thermodynamics, and as influential
with regards to how a state may be described or established. For example, sodalime glass, which is
understood as a solid in normal life, may be defined as a liquid, given the timescale one is looking
at is large enough. Kinetics, therefore, goes hand-in-hand with thermodynamics in determining any
change in a system under given conditions.
Equilibrium itself is defined when a material is kept at a given condition for an infinite time.
Hence, any real world transformative process is essentially, non-equilibrium. Therefore, in principle,
nothing is ever, truly stable, and any change is dependent on kinetics. Utilizing the kinetics can allow
us to overcome thermodynamics, specially in the case where things are energetically unfavourable,
which is the case more often than not. Metastable phases can be synthesized, with the use of the
right technique and conditions, e.g., in the case of thin films. Having said that, understanding of
the thermodynamics of a process is essential, and foremost, since in order to realize materials for
applications, it is important to know the stability as well as information about any possible transfor-
mation and its kinetics, under conditions of synthesis, processing, characterization or measurement
and application. A very important tool for that purpose are thermodynamic phase diagrams. For
further discussion in this text, ‘phase diagram’ would mean a thermodynamic phase diagram, unless
otherwise stated.
2.1.1 Phase diagrams
A phase diagram is essentially a plot or a map of the state of a system, under the variables of temper-
ature, pressure and composition. By definition, phase diagrams give a state under the condition of
equilibrium, corresponding to the minimum free energy of the system. The Gibbs’s phase rule [180]
is central towards understanding phase diagrams and defines the relationship between variables,
components and phases, given as:
P + F = C + 2 (2.1)
where P is the number of phases in thermodynamic equilibrium, C is the number of chemically
independent constituents in the system and F is the number of independent intensive variables, also
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called as degrees of freedom. A phase here is defined as homogeneous, bounded by a surface and is
typically solid, liquid or gas. Temperature (T ), pressure (p) and composition (xi) are the typical
intensive variables (Figure 2.3a). If pressure is excluded as a variable, then the phase rule reduces
to P +F = C + 1. By and large, phase diagrams are a graphical representation of Gibb’s phase rule
[181].
The most common classification of phase diagrams is based on the number of components involved.
Phase diagrams with 1, 2 and 3 components are called as unary, binary and ternary phase diagrams,
respectively. We shall now familiarize ourselves with some terms pertaining to phase diagrams, as
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Figure 2.3: Illustrations regarding phase diagrams (a) The variables and phases in equilibrium
for a standard phase diagram (b) Binary phase diagram for A-B having a binary
solid solution (b) Binary phase diagram for A-B with various two-phase fields; line
compounds (AB and AB2) are marked with blue whereas the liquidus is marked in
red colour.
As per the phase rule, any point on a boundary between two fields is the point of equilibrium
between the two regions it bounds. Figure 2.3b shows the schematic of the simplest binary phase
diagram, with a solid solution between A and B components, x-axis being composition (in terms
of mole fraction of B, XB) and temperature on the y-axis. A region in the phase diagram where a
single phase is stable, is referred to as a single-phase field. Region L and α are single-phase fields of
liquid and solid respectively. In Figure 2.3b, a point P1, is stable as a solid of composition XP at
any temperature T2, if it lies inside the single-phase field α. The limiting case of single-phase field is
a single composition, which is referred to as a line compound or element (For example, compositions
AB, AB2 in Figure 2.3c, marked with blue color).
A multi-phase field is one where more than one phase is stable at each point, and are called
two-phase field, three-phase field and so on. For example, region marked as L+α in Figure 2.3b is a
two-phase field. A composition XP at any temperature T2, is stable as a mixture of solid and liquid,
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if it is inside the two-phase field L+α. The composition and fraction of the corresponding solid and
liquid are given by the intersection of a horizontal line at that temperature with the phase-field
boundaries, also known as the tie line (compositional line MN in Figure 2.3b). Within a unique
multi-phase field, the same phases coexist albeit in different ratios at different points, depending
on the position of the composition on the tie line. Furthermore, a N-phase field, is always bounded,
along the direction of temperature axis, by N number of (N−1)-phase fields i.e. a two-phase field is
always bounded by two single-phase field or line compositions. The phases in a N-phase field are all
the phases in the (N−1)-phase fields bounding it. This can be seen for the two-phase field, AB+AB2
in Figure 2.3c, which is bounded by line compounds AB and AB2 at any given temperature.
Figure 2.3c shows a schematic of a slightly more complex binary phase diagram, with multiple
phase fields. All the vertical lines, A, AB, AB2 and B, are line compounds of single phases, and
bound different two-phase fields among themselves or with the single phase field of liquid (L). A
curve above which all everything is completely liquid, is referred to as the liquidus. For example,
the liquidus is marked by red colour in Figure 2.3c.
All the concepts and terminologies mentioned above extend for a three-phase field similarly. All
the aspects of the phase diagram, e.g., how many regions bound another, the angles at which phase
boundaries connect, can be understood from the phase rule.
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Figure 2.4: (a) Schematic showing the axes for a ternary phase diagram along with lines for an
isothermal section (b) Isothermal section at 900 ◦C for Co-Cr-Al system showing the
various multi-phase fields in different colours (adapted from Bondar [182]).
For phase diagrams involving 3 components, there are 4 variables involved, one each for the
compositions and one for temperature. A 3-dimensional figure is needed to completely draw the
phase diagram as shown in Figure 2.4a. In order to simplify them for the purpose of printing and
visualization, isothermal sections are normally drawn. Figure 2.4c shows an exemplary isothermal
section of Co-Cr-Al at 900 ◦C (redrawn based on [182]).
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The complexity of phase diagrams is compounded for more components and it becomes difficult for
representation even in three dimensions. Pseudo-binary or pseudo-ternary phase diagrams can also
be drawn to simplify them, which are technically not between two or three components, but rather
compositions. There are various other nuances of understanding and extracting information from
phase diagrams, specially as the phase diagrams become more complex with increasing constituents.
Since the focus of this text is not on phase diagrams per se, the description is, therefore, limited.
For an in-depth discussion on phase diagrams, a comprehensive book on phase diagrams by West
and Saunders [183] is recommended.
The concept of phase diagrams at equilibrium is precarious, particularly if they are experimental,
as no technique is absolutely at equilibrium. Specialized experiments have been developed for phase
diagram determination, e.g., diffusion couples [184] as well as the recently developed multiples
[185], where a combination of two phases is kept together for extended duration of time, so that
the interface can attain equilibrium through diffusion, which is them studied to develop the phase
stability. The interested reader is referred to the book by Zhao on phase diagram determination
[186].
2.1.1.1 Congruent and incongruent melting
An important aspect, with respect to sample preparation, is the melting and/or solidification char-
acteristics of a phase. Naturally, single components such as A and B in Figure 2.5 directly melt at
T1 and T2 respectively.
Figure 2.5: Schematic of a phase diagram showing congruent and incongruent melting scenarios.
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If a multi-component phase of a specific composition is directly in equilibrium with the liquid
of same composition, e.g., AB2 in Figure 2.5 (blue line), it is called as congruent melting. In other
words, the solid of that composition can always be formed by cooling the liquid of that composition.
On the other hand, when the solid is not in equilibrium with the liquid of same composition, e.g.,
AB (Figure 2.5), it cannot be obtained by cooling directly from the melt. Such a scenario is an
example of incongruent melting. It is important to be aware of the melting behaviour of a material,
as standard synthesis methods such as arc-melting as well as quite a few crystal growth techniques,
such as Bridgman and Czochralski technique can only be used to synthesize phase-pure sample in
systems with congruent melting. Specialized techniques such as Floating Zone technique are needed
to have a possibility at synthesizing phase-pure incongruently melting compounds. We shall now
discuss the details of different types of sample preparation employed in this work, with a special
focus on the Floating Zone technique.
2.2 Methods of sample preparation
As mentioned in the last section, understanding the thermodynamics and controlling the kinetics
makes it possible to develop materials with desired crystal structure and microstructure. Since
intrinsic features and physical properties are closely interlinked, ability to form appropriate samples
is a boon for applications, in addition to the understanding of the underlying physics. Having said
that, sample preparation is not easy, specially for multi-component systems. The phase diagrams
can get highly complicated even for a binary system (see Figure 2.4 for example), and there is no
single synthesis technique that can do it all. Each method has its own advantages and disadvantages.
Therefore, one must understand the preparation route well before it is used.
The choice of the technique also depends on the quality and type of sample that is needed. For
various scientific purposes, a polycrystalline sample might be sufficient. In general, polycrystalline
sample are relatively easier to make as compared to single crystals, under the assumption that the
phase can be stabilized or metastabilized, as per the conditions of the process. On the other hand,
depending on the properties that one intends to study, a single crystal might be a necessity, e.g.,
crystalline anisotropy. In addition to that, different synthesis routes are preferred for oxides, ceramics,
organic compounds etc., specially since the required conditions of environments and processing, e.g.,
melting, are significantly different. For example, one must be careful of oxidation issues during the
processing of intermetallic and organic compounds at high temperatures. The discussion in this
work shall be limited to intermetallics, since the present work only deals with these compounds.
First, we shall discuss the preparation of the polycrystalline intermetallic compounds.
29
Chapter 2 Sample Preparation and Experimental Techniques
2.2.1 Synthesis of polycrystalline samples
In the present work, in order to prepare polycrystalline samples, arc-melting setup has been used,
which is the most commonly used method of sample preparation for intermetallic compounds. It is
reminiscent of the ‘magic pot’ mentioned earlier, as basically it involves melting everything together
and solidifying. Figure 2.6 shows the schematic of an arc-melting along with a photograph of our
setup at IFW Dresden.
Figure 2.6: Arc-melting setup (a) Schematic (b) Photograph of setup at IFW Dresden, (c) A
typical sample obtained from arc-melting.
Our setup has a water-cooled copper block with multiple depressions which act as crucibles. The
top part has a water-cooled tungsten electrode tip connected to a bellow for easy manoeuvrability.
A high voltage generator is connected across the electrode and the copper block, to generate and
sustain the arc. The chamber has quartz window all across, and is connected to a turbo-molecular
pump for evacuation in addition to a connection to the argon-supply for back-filling post-evacuation.
For the experiment, the sample constituents are placed in one of the crucibles and a Ti or Zr piece is
placed in the other one, which is used as oxygen getter. The chamber is then closed and evacuated
to at least 10−5 mbar pressure, and is back-filled with argon. The chamber is kept at a slightly lower
pressure than ambient pressure to allow easy movement with the bellow. Once the cooling water
is switched on, the arc is struck and first the Ti or Zr getter is melted to absorb oxygen and the
process is repeated 2-3 times to remove remnant oxygen in the chamber. The sample is then melted
at least 3 times, flipping the solid sample after each melting to achieve a better mixing. In most
cases, the final sample has a shiny surface free of oxidation, such as shown in Figure 2.6c.
The resulting sample, if one is able to obtain a chemically homogeneous sample, is generally
strongly polycrystalline in nature, as there are multiple nucleation sites due to the crystalline copper
crucible. Also, the samples undergoes a cooling rate several 100 K/sec during solidification, because
of the water-cooled copper crucible. The fast cooling rate must be kept in mind during analysis as
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a quench process is involved. Since the sample is heated from the top, and the water-cooled Cu
crucible containing the sample is at the bottom, there is a strong thermal gradient vertically, which
may also have an affect on the sample. If the sample is not phase-pure, a compositional gradient
along the same direction may be additionally present due to the thermal gradient.
In principle, the arc-melting technique should work quite well for congruent melting compounds or
compositions. However, synthesis of incongruent melting materials is tricky. As the sample is quickly
brought from the molten region to room temperature, some instabilities may be avoided if the region
of instability is small in temperature. Unfortunately in most cases of the incongruently melting
compositions, the cooling rate is not fast enough to avoid phase separation or transformations and
this leads to the formation of a sample containing multiple phases. Thus, an alternate technique
such as Floating Zone growth is required in order to have a possibility of synthesizing incongruent
melting compositions, and will be discussed later on.
Care must also be taken when working with volatile materials such as manganese, or with elements
which may react with the crucible, such as tin. Weight loss in the sample after preparation should
always be measured. In our case, if the material loss was higher than 0.5 wt.%, the sample was
discarded. An important aspect one should be careful about is whether all the constituent elements
have melted during the arc-melting. Sometimes it can happen that when the melting points of
the components are very different, the sample may seem to be melted during the arc-melting, but
a small part of higher melting element might still remain inside as such. This incomplete mixing
can be checked macroscopically after cutting the sample. However, sometimes it is not so easy to
distinguish as the length scales might be small. Such an incomplete mixing can be minimized with
an induction heating source. A casting setup using induction heating is discussed next.
2.2.1.1 Preparation of feed and seed rod for Floating Zone growth
Floating Zone (FZ) technique requires polycrystalline rods of intended stoichiometry, as a starting
material. The preparation of the rods shall be first briefly outlined before describing the FZ technique
itself. Also, the meaning of the terms feed and seed rod shall be explained in that part, as it is not
so relevant here.
A Hukin-type cold-crucible setup with radio-frequency (RF) heating was used for casting the
required rods. A schematic of the crucible and the setup is shown in Figure 2.7. the crucible
consists of two parts. The outer part has arms made of copper, which are water cooled (Figure 2.7b).
An additional crucible made of two pieces fits inside this crucible. It is also made of copper and
determines the thickness and maximum length of the cast rod.
The constituent pieces of the intended stoichiometry are placed in the top part of the water-cooled
Cu crucible after fixing the setup. The crucible is then raised to an optimal position inside the water
cooled coils, so that the coupling in the sample is good enough to heat the sample with minimal
31
Chapter 2 Sample Preparation and Experimental Techniques
power. The crucible is surrounded by a quartz tube which is evacuated to at least 10−5 mbar pressure,
and back filled with argon before the experimentation. The sample is then melted 2-3 times in the
top part of the crucible to have a good mixing, and is also flipped after each melting to facilitate
the homogenization. In the final melting, once the sample is completely molten, the copper finger
is quickly moved down, pulling the molten material in the crucible. As in arc-melting, high heat
dissipation by the cold copper crucible acts as a quenching process and must be kept in mind. The
steps along with the initial setup is shown in Figure 2.7a-d. An example of the final rod sample that
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Figure 2.7: Induction melting setup (a)-(c) The cross-section of the crucible show the stages of
the casting process. (d) Photograph of the setup at IFW Dresden (e) A typical cast
rod of 6 mm diameter.
The main advantage of the induction melting is that it allows for a more uniform heating and
a much better mixing as compared to the arc-melting. The disadvantage with this setup is that
there is no oxygen getter material and the chamber volume is also large. Due to this, the evacuation
needs to be done for extended time, or must be repeated multiple times while flushing with Ar in
between the evacuations. The final rod sample might even be slightly oxidized at surface, which can
affect the growth process and therefore one must be careful during preparation to keep the oxygen
contamination to a bare minimum.
As already mentioned, compositions that melt incongruently, in most cases cannot be synthesized
as a phase-pure sample using conventional techniques such as the arc-melting. It is also not possible
to do so using many popular crystal growth techniques, and specialized method such as Floating
Zone (FZ) growth is needed to obtain a homogeneous sample.
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2.2.2 Optical Floating Zone technique
2.2.2.1 Principle, phase dynamics and grain selection
As a starting point, two dense rods of intended stoichiometry are first prepared and fixed vertically.
Floating Zone (FZ) technique gets its name from the fact that a molten region is suspended between
those two vertical coaxial rods. The steps involved in the formation of the molten zone are shown in
Figure 2.8a-d. The two rods are first brought closer in a hot zone from opposite directions coaxially
and the tips are melted by slowly increasing the heating power. Once the tips have melted sufficiently,
the two rods are brought closer so that the molten tips join each other, thereby forming the molten
zone. The molten zone is suspended purely by surface tension. This molten region or zone is then
translated along the rods such that one rod melts and the solid interface grows in the other rod
simultaneously. The translation can be done by either moving the heating source for the hot zone
along the rods, or keeping the source fixed while the rods are moved at the same speed.
Figure 2.8: Floating Zone technique (a)-(d) show the zone formation and translation (e) Snapshot
of the zone during growth (courtesy of Franziska Seifert, IFW Dresden) (f) A final
grown sample; the different regions are marked.
The rod which melts during translation, i.e., one that feeds the molten zone, is called the feed
rod and the rod with the solidification interface is called as seed rod or even just seed. In Figure
2.8a-d, the lower rod would be the seed, and the upper rod would be the feed rod. As the seed
rod solidifies, the various grains grow, if the seed rod is polycrystalline. In general, the seed rod is
polycrystalline like the feed rod, although a single crystal may be used as a seed as well in order to
fix the growth direction. Figure 2.8e shows the snapshot of the molten zone from the live-stream of
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the high temperature camera mounted next to the mirror in our setup at IFW Dresden.
Since the zone is freely suspended, the need for a crucible is eliminated. Hence there is no worry
of contamination or reaction with a crucible, which can be very advantageous for specific systems.
The length of the feed rod determines how long the experiment can go on, depending on the growth
rate or speed of translation of the zone. The growth rate can vary from 0.1 mm/hour to 10 mm/hour
or even higher, and the choice of growth speed for an experiment would depend on the material and
phase dynamics involved.
During the translation, the rods are also rotated along their axes, to homogeneously heat the
sample as well as obtain an optimal solid-liquid interface at the solidification front. In addition, once
the zone is formed, the direction of rotation of the feed rod is reversed to facilitate better mixing in
the zone.
A flow of Ar gas is maintained in the sample chamber in the case of intermetallics, to minimize
oxidation. Nevertheless, oxidation can never be completely avoided, e.g., for materials containing
Al, and many-a-times a thin oxide layer forms on top of the zone, which may also affect the growth.
A careful choice of the growth parameters is therefore needed during the experiment.
We have already mentioned that FZ technique can be used to grow the incongruently melting
compounds. We shall now explain how this is achieved in the phase diagram, and how FZ is different
from other techniques. It is deemed necessary to mention that the scenario presented here is an
approximate one, although it succinctly illustrates the important aspects. A detailed outline and
explanation of the process is beyond the scope of this work.
Figure 2.9a shows a simplified schematic of an incongruent melting scenario for compound AB.
To start with, the feed and seed rods are made of the intended stoichiometry, AB. The rods are
melted to form a zone, which has a composition AB as well. Once the zone translation is started,
AB2 solidifies initially since it is stable at that temperature (Point Pt1 in Figure 2.9a). The solid
that grows out of zone is richer in B as compared to the zone, and the zone get richer in A. As
the growth progresses, stoichiometry of AB is being fed to the zone by melting of the feed rod.
Since the amount of AB being fed to the zone is same as the amount of AB2 solidifying out, it is
insufficient to compensate for the decreasing concentration of B in the zone, and therefore, the zone
keeps becoming richer in A (Point Pt2 in Figure 2.9a). This is also reflected in the zone temperature
which follows the phase boundary of the two-phase field L+AB2.
When the zone composition reaches the phase boundary of L+AB two-phase field, the desired
phase AB becomes stable at the temperature and starts solidifying at the interface (Point Pt3
in Figure 2.9a). When such a condition is achieved, the zone reaches an equilibrium since the
composition being fed into the zone by melting is same as what is solidifying out, even though the
zone composition is completely different. The corresponding FZ-grown samples at different stages
of the growth are illustrated in Figure 2.9b. Once the zone reaches the end of the feed rod, the
translation is stopped, and the zone is frozen by closing the heat source. An example of the final
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Figure 2.9: Phase dynamics during Floating Zone (FZ) experiment (a) Phase diagram with in-
congruent melting condition for a compound AB is shown. The zone composition at
different times during growth (time t1<t2<t3) is marked along with the respective
zone temperatures. The corresponding growth of sample during FZ growth of AB is
shown in (b). (c) Nucleation and grain selection during growth; Each color represents
a grain along a different orientation.
grown sample is shown in Figure 2.8.
The situation continues as long as the feed rod lasts, or unless the system is perturbed, e.g., by
impurities or imperfections in the feed rod. Thus a large single crystal of an incongruently melting
compound can be grown under optimal conditions. It must be stressed that the complexity of phase
reactions involved can be very different for different compositions. It is possible that a incongruent
melting composition may not be synthesized at all by FZ growth. Nevertheless, the fact that it may
be possible to grow a composition which melts incongruently is a definitive advantage.
Grain selection: We would also like to briefly explain how it is possible to obtain a large
single crystal by using the FZ growth. At the solidification interface, multiple grains nucleate in
the beginning. Depending on the crystal structure, some grains grow faster than the others, as
atomic stacking along different planes is associated with different energies. With time, as grains
grow bigger, the faster growing grains squeeze out the slower ones. This is termed as grain selection
and is illustrated in Figure 2.9c. It need not be the grain that is in the middle grows fastest, as
the nucleation is at random unless using a single crystalline seed. If after a growth experiment,
the grains are not big enough, the final part of the grown rod itself can be used as seed for the
next growth experiment to optimize the grain selection and obtain a single crystal. If the growth
parameters have been optimized, a single crystal may also be used as the seed, in order to grow
large single crystals along a preferred orientation.
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2.2.2.2 Phase diagram information from Floating Zone growth
An important step after the growth process is the analysis of the composition and structure of
the quenched zone and other portions of the FZ-grown sample, which may give information on the
phase fields and boundaries in the vicinity of the composition, specifically for compositions that
do not melt congruently. Analysis of the composition of the grown sample during different parts of
the growth gives information about the phase dynamics and reactions that may be taking place at
different temperatures.
Such an analysis is particularly useful for systems where phase diagram data is not available,
which is commonly the case for quaternary and further multi-component systems. For example, in a
typical growth of composition AB in Figure 2.9a, the information about the existence of a single line
compound in the vicinity in addition to its composition can be obtained from the initial regions of
the growth experiment, since it solidifies out first. It can also distinguished whether the composition
is a line compound or a phase-field on the basis of the changes in the composition fo the grown
sample, if any.
The composition of the sample that solidifies initially, also gives information of the trend of the
liquidus line. In the example of composition AB in Figure 2.9a, since AB2 solidifies out, it tells us
that the liquidus is at a higher temperature at the B-rich side of the composition. Furthermore,
tracking the grown compositions can give us an idea of the evolution of the zone composition
during the growth. For example, in the scenario illustrated in Figure 2.9a, the information about the
solidification of a B-rich composition in the initial stages of the growth, tell us that the molten zone
got correspondingly richer in A. An additional advantage of some FZ setups is that the temperature
can be monitored in situ using a pyrometer. Furthermore, the exact composition at the liquidus
once the zone has stabilized can be obtained from the frozen final zone. Based on all the above
information, an approximate liquidus line as well the phase fields in the vicinity of the grown
composition can be obtained.
Such an analysis of the FZ experiment for a composition which may not even exist would give
significant information of the phase reactions and the stable phases involved. Hence, FZ technique
allows us to gain a better understanding of the thermodynamics of a given system, even if the growth
experiment does not prove successful, and this information may be quite useful in subsequent growth
experiments.
We shall now briefly describe the setup of an optical FZ growth equipment.
FZ setup
A couple of different setups are possible for the FZ technique, each with its own advantages and
disadvantages. Different heating sources can be used in a FZ experiment. Most common is optical
heating, where a light from a high energy lamp is focussed using mirrors, and is thus called optical
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FZ technique. Other heat sources include RF heating [187] and laser heating [188], although they
are not as widely used.
For an optical FZ equipment, there are 2 different types of possible setups. In a conventional
setup, 2-4 ellipsoidal mirrors with halogen lamps at their foci are placed horizontally around the
sample chamber, which together act as heating source [189]. The higher the number of mirrors used
in a horizontal setup, the more homogeneous is the heating all around. In contrast, the vertical FZ
setup developed at MPEI Moscow by Balbashov et al. [190] involves two ellipsoidal mirrors placed
vertically above and below the sample chamber such that the sample lies in the focus of the upper
mirror, and a xenon arc lamp is at the focus of the lower mirror. A schematic of the setup is shown
in Figure 2.10a (reproduced from [191], also see [192]). The 3-7 kW lamp may be used in such a
setup, and thus depending upon the absorption characteristic of a sample, the temperature may
reach up to 3000 ◦C. Furthermore, since all the light is focussed on the sample using one mirror, the
heating is axially homogeneous. For the present work, a similar vertical FZ setup developed at IFW
Dresden [193] was used, in addition to a URN-2ZM furnace from MPEI Moscow [190] for certain
experiments.
Figure 2.10: Floating Zone setup (a) Schematic of a vertical two-mirror setup (reproduced from
[191]) (b) Photograph of the top-half of the furnace (b) Photograph of vertical FZ
setup at IFW Dresden (reproduced from [194]).
The vertical setup has a couple of additional advantages. A rotating chopper is used to cut the
light for a millisecond, as shown in the schematic, and the temperature is measured in situ using a
two-colour pyrometer. There is no perceptible change in the heating profile and the sample as well
as the zone do not feel the stopping of light for such a short time, which is done once or twice in
a minute. The temperature measurement allows for ‘almost’ real time data on the temperature of
zone, which is helpful to understand the thermodynamics, as already mentioned. The pyrometer
37
Chapter 2 Sample Preparation and Experimental Techniques
can also be moved to a certain extent and the thermal profile along the zone can be measured. The
temperature profile along the zone determines the viscosity and surface tension of the molten liquid,
which affects the zone shape. The zone shape and the thermal profile across the solidification front
in particular, affects the shape of the solid-liquid interface, which is also an important factor towards
grain selection and a bad interface may even lead to unwanted nucleation [192].
Another advantage of the vertical FZ setup is that the optical window that is required at the
sample chamber is much smaller as compared to the horizontal mirror setup. It is therefore possible
to go up to 50 bar pressure during the growth experiment while using a normal quartz window. The
quartz can be replaced with a sapphire single crystal window, which allows for up to 150 bar pressure
during the growth experiment [195]. Such high pressures are specially helpful during the growth
of volatile or high-pressure stabilized materials [196]. Moreover, pressure being a thermodynamic
variable, can also be used to possibly alter the phase instability as well as to suppress the phase
transformations [195, 197].
It is important to mention that there are some disadvantages to the FZ process as well. It is not
ideal to work with volatile materials, although as has been mentioned, can be overcome or minimized
by using high pressure, depending on the material. There is also a quite high technical difficulty
associated with the technique. Moreover, quite a large amount of sample material is required even
for a trial growth, in order to make the feed and seed rods. It is therefore not optimal to work with
compositions with costlier constituents such as Ir or Rh, for example.
In spite of the certain disadvantages mentioned above, FZ technique is most suited to grow
incongruently melting Heusler compounds, and therefore has been utilized in this work. We shall
now give brief information on the different experimental techniques for characterization and physical
property measurements.
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2.3 Techniques for characterization and measurement of physical
properties
We have utilized various experimental techniques to characterize the samples structurally as well
to measure their physical properties. First, the various techniques of sample characterization are
briefly discussed, and in the end, the various experimental techniques used in the present work are
mentioned.
Scanning electron microscopy (SEM) and electron backscattered diffraction (EBSD)
Electron microscopy allows us to study the intrinsic microstructure of the material at different
length-scales. Various matter interactions occur upon exposure to electrons, which are probed by
different detectors. The corresponding modes of operation give complementary information about
the material, such as topography from secondary electrons (SE mode), chemical contrast from back-
scattered electrons (BSE mode) as well as spectroscopic analysis using the emitted X-rays (EDX).
In order to study the microstructure, the samples were first embedded in a non-conducting resin and
then subsequently wet polished. Microscopy for all the samples was done using a NOVA-NANOSEM
(FEI) high resolution scanning electron microscope (SEM) with an energy-dispersive X-ray (EDX)
analyser. Additiona landscape images of the frozen zones from FZ experiments were taken using
Philips XL30 electron microscope by Mrs. Sabine Müller-Litvanyi at IFW Dresden.
Electron Backscattered Diffraction (EBSD) technique was used for higher resolution images as well
to characterize the structure of secondary phases at small length scales. The EBSD measurements
were carried out using a FEG-SEM Ultra 55 Plus (Zeiss) with a Nordlys F detector and Oxford
Instruments HKL Channel 5 data acquisition software package. The EBSD measurements are
courtesy of Dr. Horst Wendrock at IFW Dresden.
Transmission electron microscopy (TEM)
In order to confirm the homogeneity of a sample, Transmission electron microscopy (TEM) was
performed which allowed us to probe the atomic length-scales. As the name implies, TEM is done
in transmission mode, and therefore extremely thin samples are needed for measurements, which
were prepared by focused ion beam (FIB) milling by means of a Crossbeam SEM/FIB 1450 XB
(Zeiss) with Ga ion-beam for milling at 5-30 kV. In addition to the microstructural and spectroscopic
analysis of the material using TEM, precise structural analysis can also be done in a very local
area using electron diffraction. The sample preparation for the TEM measurements were by Mrs.
Dina Lohse and Ms. Tina Sturm at IFW Dresden. The TEM measurements were performed on two
different setups, a CM-20 field emission gun (FEG) TEM operating at 200 kV equipped with an
energy-dispersive X-ray (EDX) analyzer and a FEI Titan 80–300 fitted with a CEOS CETCOR
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third order spherical aberration corrector operated at an electron acceleration voltage of 80 kV. The
TEM measurements were courtesy of Dr. Maria Dimitrakopoulou, Dr. Felix Börrnert and Marcel
Haft at IFW Dresden, for different samples respectively.
X-ray diffraction (XRD)
Analysis of X-ray diffraction (XRD) is an important tool to study the structure of a material.
Since various features such as disorders affect the specific intensities of superlattice reflections, a
precise analysis can give a lot of information on the material. The diffraction data is also affected
by various microstructural features such as defects and strain in the material, and the respective
information can be extracted as well using a detailed analysis. XRD on powdered samples was
performed using a STOE STADI diffractometer in transmission geometry with Mo Kα radiation
from Germanium monochromator and DECTRIS MYTHEN 1K detector. In order to perform the
powder investigations, the samples were crushed by hand using a stainless steel mortar and pestle.
For the purpose of Rietveld refinement of the XRD data, FullProf software package was used [198].
Differential thermal analysis (DTA)
Differential thermal analysis (DTA) is a form of calorimetric technique where a sample and an inert
reference are subjected to a heating or cooling profile under identical conditions and the temperature
difference between them is measured. Any change in the sample, such as phase transitions, melting
etc which occur through an endothermic or exothermic process can be detected relative to the
reference. The associated enthalpy change can be calculated from the measurement as well. In
many setups, it is also possible to measure the mass change in the sample with temperature against
the reference, and this is known as thermogravimetric analysis (TGA). For our measurements, a
Setaram TAG High Performance Symmetrical TGA System was used which is a high precision DTA
setup for high temperature measurements in controlled environments. The DTA measurements were
performed by Mr. Jochen Werner at IFW Dresden.
Nuclear magnetic resonance (NMR)
Electronic structure of an atom is affected by the local hyperfine fields which can be probed using
radio frequency (RF)-pulses in the presence of a high external field. Nuclear Magnetic Resonance
(NMR) probes the local environments of an NMR-active species, e.g., Co. For a ferromagnet, the
local crystal fields are sufficiently large and an external field is not needed. In such a case, the local
fields around an atom in a lattice are determined by the nearest and next-nearest neighbours which
can be analysed (refer to [64, 66] for further details). Thus, NMR is much more sensitive to defects
and disorders, as compared to X-rays for example, and allows us to quantify the extent of disorder.
Since we are dealing with Co-based Heusler compounds, which are strongly ferromagnetic, zero-field
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NMR has been performed to calculate the disorder in our samples. The NMR measurements are
courtesy of Dr. Alexey Alfonsov at IFW Dresden.
Measurement of physical properties
The magnetic properties were investigated by a Quantum Design MPMS-XL-5 superconducting
quantum interference device (SQUID). Magnetization up to 1200 ◦C was measured using a high tem-
perature setup of a standard Vibrating Sample Magnetometer (VSM). Specific heat measurements
were performed using Quantum Design physical property measurement system (PPMS). The spe-
cific heat measurements are courtesy of Steven Rodan at IFW Dresden. The thermal and electrical
transport measurements were performed using a 4-point probe. These measurements are courtesy
of Frank Steckel at IFW Dresden.
Annealing experiments
In addition to the various techniques of sample preparation and experimentation mentioned in this
chapter, annealing experiments were performed as well. In order to perform annealing procedures,
samples were sealed in quartz ampoules, after evacuation to at least 2.10−5 mbar pressure. Each
ampoule was also back filled with argon, but kept at a slightly lower pressure than ambient pressure.
The annealing was carried out in calibrated box furnaces and the sample was cooled down to room
temperature subsequently. If a high cooling rate was needed, the sample was quickly taken out of
the furnace and quenched in water.
So far, we have discussed the various aspects of Heusler compounds and its properties. In addition,
the sample preparation and experimental techniques used in the present work have been described.
Apart from that, the details of relevant aspects of thermodynamics and material science have been
given, in order to aid the reader in better understanding of the complete text. Some specific details
have not been mentioned so far, as they are only application to specific parts of the thesis, and
shall be introduced or described in the respective sections. We shall now move on to the results and
discussion. As mentioned earlier, two different aspects of material-property correlation have been
studied in this work, each on a different Heusler system. Observations and results related to the






3.1 Introduction and motivation
Co2Cr1−xFexAl quaternary Heusler system, a substitution series between Cr and Fe at the Y (4a)
sublattice, has been well studied in literature. It has been predicted to be a half-metallic ferro-
magnet along the whole series [5–7] and as a result, has attracted much attention in the research
community. In addition, unlike most other Co-based Heusler compounds, a van-Hove singularity
has been calculated in the majority spin direction which is beneficial for applications as well as for
the detection of high spin polarization [109] (see Section 1.3.1.1).
There is an additional aspect of Co2Cr1−xFexAl which makes it even more interesting. As has
been already discussed, electronic structure can be strongly affected by disorder, which is always
present to some extent in a material. In most cases, disorder leads to a reduction in spin polarization
which can be considerably large for specific types of disorder. In the Co2Cr1−xFexAl series, the
composition Co2Cr0.6Fe0.4Al is predicted to be 100 % spin polarized where the Fermi energy lies in
the middle of a wide band gap [6] (Figure 3.1). Due to this, it is expected to be much less susceptible
to disorder effects, making Co2Cr0.6Fe0.4Al the composition of main interest. The wide band gap in
the density of states (DOS) for Co2Cr0.6Fe0.4Al gives a possibility to retain 100 % spin polarization
at higher temperatures, as the depolarization effects scale with temperature leading to shrinkage of
the band gap at higher temperatures [88]. Furthermore, being a Co-based Heusler system, it also
boasts of high Curie temperatures, which is advantageous towards realization of half-metallicity at
elevated temperatures. Therefore, Co2Cr0.6Fe0.4Al has the most robust half-metallic ferromagnetism
in the whole Co2Cr1−xFexAl series [109] and possibly one of the most robust in the whole class
of Heusler compounds. Thus, Co2Cr1−xFexAl is a highly promising system towards realization of
half-metallic ferromagnetism at elevated temperatures as well as for applications.
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Figure 3.1: Spin-resolved density of states (DOS) for Co2Cr0.6Fe0.4Al Heusler compound (repro-
duced from Felser et al. [6]).
Unfortunately, numerous difficulties and inconsistencies have been reported with respect to the
different physical properties. A maximum powder magnetoresistance of 88 % at 295 K [199], as well
as a maximum tunnel magnetoresistance of 101% at 4 K [200] has been observed. Furthermore, only
a maximum of 81% spin polarization is calculated from magnetoresistance [201]. Large deviations
between the band structure calculations and the electronic structure of bulk Co2Cr1−xFexAl samples
as well as the measured magnetic properties are found and until now, have been attributed to anti-site
disorder [202, 203]. However, the large difference cannot be fully accounted for by such defects, even by
assuming complete disordered structure, e.g., as has been calculated by Miura et al. [40]. Formation
of paramagnetic clusters observed in Mößbauer spectroscopy for annealed and subsequently quenched
polycrystalline Co2Cr0.6Fe0.4Al samples [204] have been suggested as an alternative explanation
for the reduction of the magnetic moments, but the reason for their formation has so far not been
clarified.
Element-specific magnetic moments from X-ray magnetic circular dichroism (XMCD) measure-
ments on annealed polycrystalline Co2Cr0.6Fe0.4Al samples show a considerable difference from
theoretical values which has also been attributed to anti-site disorder [205]. Similar mismatch in
the magnetic data, especially at the Cr-rich side, has also been observed for films of Co2Cr1−xFexAl
[206, 207]. An even further reduction of magnetic moment was observed in annealed bulk samples
which were slowly cooled rather than quenched after annealing, which were attributed to secondary
phases observed by neutron diffraction in those samples [204]. Furthermore, thermal transport mea-
surements on both bulk as well as thin films show that the compositions on the Cr-rich side of
Co2Cr1−xFexAl are semiconducting in nature where as the Fe-rich side is metallic [208–210]. No clear
understanding exists towards the reason for this change in resistivity. So far, the above mentioned
issues have neither been specifically addressed, nor completely accounted for. Some theories related
to inherent magnetism of the system have been put forth, but are not coherent in explaining all the
problems reported in literature.
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Apart from the aforementioned inconsistencies with the measured physical properties, there have
been other issues related to the material properties and synthesis of Co2Cr1−xFexAl as well. Bulk
polycrystalline Co2Cr1−xFexAl samples have been reported to be phase-segregated, and increase
in the Fe content leads to reduction in the inhomogeneity [202]. The segregated samples contained
two cubic phases, although additional non-cubic impurity peaks have been reported on the Cr-
rich side after annealing [202]. A transmission electron microscopy (TEM) study of polycrystalline
Co2Cr1−xFexAl samples also shows phase segregation even at the nanoscale [211, 212].
Element selective X-ray absorption spectroscopy photoelectron emission microscopy (XAS-PEEM)
imaging of the Co2Cr0.6Fe0.4Al surface shows a similar Cr-rich inhomogeneity [213]. On the other
hand, a hexagonal closed packed (hcp) phase has been observed in Co2Cr1−xFexAl thin films [214],
and a phase segregation is likewise observed through TEM [215]. Unidentified reflections or shoulders
on certain reflections have also been observed by X-ray diffractometry in thin films with similar
stoichiometry [206, 216, 217], although they have not been addressed.
It seems that the discrepancies with physical property measurements on Co2Cr1−xFexAl are most
likely related to the phase stability and chemical segregation in the system. However, so far no
detailed study has been done in this regard and the different investigators observe very different
phases, in terms of both structure and morphology. The present work focuses on the intrinsic material
attributes of the Co2Cr1−xFexAl system, and attempts to develop a better understanding of the
material-property correlation, as a step towards realization of a half-metallic ferromagnet. We begin
by presenting our work pertaining to Floating Zone (FZ) growth of selected compositions in the
Co2Cr1−xFexAl series, towards a better understanding of the thermodynamics in the system.
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3.2 Phase dynamics in Co2Cr1−xFexAl: Understanding the
anomalous properties
To summarize what we have seen in the literature, there is possibly a chemical instability in the
sample that leads to inhomogeneity, which in turn is likely responsible for the anomalous physical
properties (see previous section). In order to understand the fundamental evolution of a measured
physical property as well as experimental realization of theoretical calculations, a phase-pure ho-
mogeneous sample is mandatory. Therefore, first and foremost, any issues with the Co2Cr1−xFexAl
system must be addressed, before the measurements can be compared to theory.
In order to obtain a phase-pure sample as well as study the phase dynamics in the system,
samples have been synthesized and studied using different techniques. Three compositions in the
Co2Cr1−xFexAl series were chosen: the ternary end members Co2CrAl and Co2FeAl, along with
the main composition of interest, Co2Cr0.6Fe0.4Al. We first present the results on polycrystalline
samples, and confirm that the material suffers from chemical segregation due to incongruent melting.
As discussed in Chapter 2, the Floating Zone (FZ) technique is the technique of choice to grow such
incongruently melting intermetallic compounds. We have grown the selected compositions using the
FZ technique, and as we shall see later in this section, significant progress has been made towards
understanding the phase reactions in the Co2Cr1−xFexAl system [218].
3.2.1 Polycrystalline as-cast samples
Polycrystalline samples of Co2CrAl, Co2FeAl and Co2Cr0.6Fe0.4Al were prepared using the arc-
melting setup (for details, refer to Section 2.2.1), with at least 4N pure constituents. Figure 3.2
shows the back-scattered (BSE) images from the scanning electron microscopy (SEM) for the three
compositions. All the samples showed phase segregation similar to that reported in literature [202].
Figure 3.2: Backscattered electron (BSE) images from scanning electron microscopy (SEM) for
as-cast polycrystalline samples showing phase segregation (a) Co2FeAl, (b) Co2CrAl
and (c) Co2Cr1−xFexAl.
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The energy dispersive X-ray spectroscopy (EDX) measurements from SEM for all the phases
are given in Table 3.1. As-cast Co2FeAl sample solidifies into Fe-rich dendrites surrounded by an
Al-rich phase with only a small difference in composition (∼5 atomic %). On the other hand, in
Co2CrAl, dendritic phase segregation is into a Cr-rich phase and an Al-rich phase. The two phases
are significantly different in composition (∼15 atomic %), which can also be seen in the strong
chemical contrast in the BSE image (Figure 3.2). Co2Cr0.6Fe0.4Al also segregates into a Cr-rich
phase and an Al-rich phase although the difference in the composition of the two phases is smaller
than in Co2CrAl, which is reflected in the BSE image as well.
Table 3.1: Energy dispersive X-ray spectroscopy (EDX) data (atomic %) from SEM for polycrys-
talline Co2FeAl, Co2CrAl and Co2Cr1−xFexAl samples.
Sample Co Cr Fe Al
Co2FeAl
Nominal 50 − 25 25
Al-rich phase (dark) 47±0.1 − 21±0.1 32±0.5
Fe-rich phase (light) 49±0.6 − 26±0.2 25±0.4
Overall 48 − 24 28
Co2CrAl
Nominal 50 25 − 25
Cr-rich phase (light) 48±0.2 31±0.3 − 21±0.2
Al-rich phase (dark) 49±0.7 17±0.4 − 34±0.6
Overall 48 24 − 28
Co2Cr0.6Fe0.4Al
Nominal 50 15 10 25
Cr-rich phase (light) 48±0.3 19±0.5 12±0.4 21±1.1
Al-rich phase (dark) 48±0.3 13±1.0 10±0.3 29±1.5
Overall 48 16 11 25
An error of ∼2 atomic % is associated with the EDX measurement.
The X-ray diffraction (XRD) data for the as-cast samples is shown in Figure 3.3a. All three
compositions have cubic structure with complete B2 -type disorder (Pm3̄m) and therefore no (111)
reflection is seen. Although, two phases are present in all the samples, additional reflections or
satellites are not observed. It seems that both phases have very similar lattice constants leading
to overlapped reflections in the XRD pattern. If we only look at the XRD data, the sample can
easily be misunderstood as consisting of a single phase. It is therefore important to observe the
microstructure at micro- and nanoscale, in different regions, in order to confirm the phase purity of
a material.
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Since the reflections overlap, it is also not possible to accurately deconvolve the individual lattice
constants during refinement. Hence, the XRD data were refined with a single Pm3̄m phase, and
thus only an average lattice constant could be determined which is summarized in Table 3.2. The
XRD data with refinement along with the details of the refinement are given in Appendix A (Page
145-146).
Figure 3.3: X-ray diffraction data for as-cast
Co2FeAl, Co2Cr0.6Fe0.4Al and
Co2CrAl samples.




Table 3.2: Refinement of X-ray diffraction for
as-cast Co2FeAl, Co2Cr1−xFexAl and
Co2CrAl samples.
The morphology and composition of the two phases in all three samples confirm the scenario of
incongruent melting (refer to Section 2.1.1.1 for details). In order to overcome the issue of incongruent
melting, Floating Zone (FZ) growth was undertaken for the three compositions.
3.2.2 Growth via Floating Zone technique
FZ growth experiment requires seed and feed rods of the intended stoichiometry as precursor, as was
detailed in Section 2.2.2. Polycrystalline seed and feed rods of Co2FeAl, Co2CrAl and Co2Cr1−xFexAl
were cast (refer Section 2.2.1.1 for details) with at least 4N pure constituents. The subsequent FZ
experiments were performed in an Ar atmosphere. The growth speeds employed were 2-5 mm/hr
along with a counter-rotation of seed and feed rod of the order of ∼0.3 Hz. The final zone was
quenched in order to study the zone composition. Multiple experiments were performed for each
composition for reproducibility. Final growth rods for one set of such experiments are shown in
Figure 3.4.
Despite the high purity atmosphere during the growth, a thin layer of surface oxidation is observed
which can be seen in Figure 3.4. A shiny surface was observed in the final part of the growth rod.
Samples were studied from different positions of the grown rods but no traces of oxygen are observed
in any sample, beyond the resolution of the SEM.
Upon inspection of the quenched final zones, the growth interface is found to be convex in all
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Figure 3.4: Floating Zone (FZ)-grown samples (a) Co2FeAl (b) Co2CrAl, and (c) Co2Cr0.6Fe0.4Al
along with the corresponding frozen zones. Vertical white lines on the grown sample
mark the area from where samples were taken for the study. The interfaces in the zone
cross-sections have been marked with white lines for clarity.
three cases, as indicated by white lines in Figure 3.4. A convex interface is preferable over a concave
interface, since a concave interface enhances the defects in the growing sample and may lead to
additional nucleation during growth [192]. Behr et al. also recommend a less-curved interface for an
optimal growth [192]. The feed and seed rod rotation speeds employed in our FZ experiments, has
been based on their work, and as a result shallow interfaces have been obtained (Figure 3.4).
Detailed compositional analysis was performed on the frozen zones for all three compositions. For
Co2FeAl, the final zone has no substantial enrichment of elements. The average melt temperature
of the stabilized zone during growth of Co2FeAl was ∼1510 ◦C. On the other hand, the overall
composition in the frozen zone for Co2CrAl growth is found to have excess Cr (∼5 atomic %, at the
cost of Al), whereas samples from the beginning of the growth are found to be enriched in Al to the
same extent, which is in agreement with the liquidus projection [182]. This is easily understood from
the similar chemical inhomogeneity due to element segregation seen in the case of polycrystalline
as-cast samples (page 46). The average melt temperature of the stabilized zone during growth of
Co2CrAl was ∼1540 ◦C. The zone for Co2Cr0.6Fe0.4Al is also enriched in Cr but to a lesser extent
(excess of ∼2 atomic % at the cost of Al) and samples from the beginning of the growth have an
excess of Al overall. Samples from the later part of the growth have an overall nominal composition
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confirming a stable growth. The average melt temperature of the stabilized zone during growth of
Co2Cr0.6Fe0.4Al was also ∼1540 ◦C similar to that of Co2CrAl.
As has been described already in Section 2.2.2.2, tracking the zone temperature along with the
composition in the zone as well as different parts of the grown sample, can give us information
about the different boundaries in the phase diagrams and their extent. We shall demonstrate this
briefly for the case of Co2CrAl. The following discussion will be along the lines of a CoAl-CoCr
pseudo-binary phase diagram, as changes in composition was only observed for Al versus Cr along
the grown rod and in the zone, whereas the Co concentration remained the same throughout. Please
note that this view is certainly oversimplified, but nevertheless adds to the understanding.
Figure 3.5: Temperature of the molten zone measured in situ during Floating Zone growth of
Co2CrAl. Average temperature of the zone during the experiment was found to be
∼1540 ◦C.
Figure 3.5 shows the in situ measurement of zone temperature for FZ growth of Co2CrAl. In the
figure, initial increase in the zone temperature is due to the melting and zone formation stage. Even
after the zone was formed, it was unstable, since the nominal composition melts incongruently, as
was confirmed in polycrystalline samples. The sample that solidified first had higher Al concentration
and the zone was found to be rich in Cr. Also, the zone temperature went down as time progressed.
This means the liquidus temperature is high at the Al-rich side and reduces as the Cr content
increases. Also, a likely peritectic reaction (Liquid + Solid1 → Solid2) is present at the Cr-rich
composition in the phase diagram with reference to the nominal Co2CrAl. After about two hours,
the zone had stabilized which could be clearly seen in the corresponding zone temperature measured
during the growth. The average temperature of the zone during most part of the stable growth
was approximately 1540 ◦C. The temperature slightly dropped in the last hour possibly due to
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evaporation of impurities or volatile oxides and subsequent deposition on the quartz window of the
growth chamber. However, no substantial effect of the evaporation was seen in the grown sample
and the overall composition was nominal within the error of EDX measurements.
As we have demonstrated, FZ growth can give us more insight into the phase diagram specially
near the liquidus, as compared to most of the sample preparation techniques, which can help us in
further experiments as well as in understanding of the system as a whole. We shall move on to a
detailed characterization of grown samples of each composition. For the discussion on the material,
samples were taken from the end of the growth process marked by vertical white lines on the grown
rods in Figure 3.4. All data from here onwards would refer to those samples unless otherwise stated.
3.2.2.1 Floating Zone growth of Co2FeAl
The FZ-grown Co2FeAl sample was found to be homogeneous and phase-pure and the composition
was nominal within the acceptable error (<2 atomic %) of the SEM-EDX measurement as shown
in Figure 3.6a. We did not obtain a single crystal, although mm-sized coarse grains were observed
in the final cross-section. The grain selection during growth was clearly not optimal.
Figure 3.6: Floating Zone (FZ)-grown Co2FeAl (a) BSE image along with the average EDX data
(b) X-ray diffraction pattern with refinement.
The sample had a cubic crystal structure, same as that observed for as-cast sample, as seen in the
XRD data (Figure 3.6b). Since (111) superlattice reflection unique to L21 order was not observed,
the sample had complete B2 -type order (refer section 1.2.2). The XRD data was analysed for Pm3̄m
space group and the lattice constant was found to be 2.863(4) Å using Rietveld refinement, details
of which are summarized in Appendix A (Page 147).
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Figure 3.7: Floating Zone (FZ)-grown Co2FeAl (a) High resolution transmission electron mi-
croscopy (HRTEM) image (b) Selected area (electron) diffraction (SAED) pattern
of a small region marked with red square. (TEM data courtesy of Dr. Maria
Dimitrakopoulou)
The sample homogeneity and the B2 -type structure were further confirmed by TEM (Figure 3.7).
Thus, using FZ growth, it was possible to grow phase-pure Co2FeAl which was earlier found to be
incongruent melting.
3.2.2.2 Floating Zone growth of Co2CrAl
The FZ-grown Co2CrAl sample was found to have an unexpected microstructure containing two-
phases, as shown in Figure 3.8a. It consists of an interconnected basket-weave pattern of a secondary
phase in the matrix of the primary phase. The feature size of the corresponding phases was too
small (∼100-200 nm) to accurately measure individual composition using SEM-EDX without signal
getting mixed from the other phase. Only an average measurement could be done, and was found
to be nominal within the error of the equipment.
Figure 3.8: Floating Zone (FZ)-grown Co2CrAl (a) BSE image (b) BSE image in tilted position
for electron back-scatter diffraction (EBSD) (c) EBSD pattern of the matrix consis-
tent with cubic symmetry (d) EBSD pattern of the secondary phase consistent with
tetragonal symmetry. (EBSD data courtesy of Dr. Horst Wendrock)
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The corresponding XRD pattern (Figure 3.9) indicates a tetragonal splitting of the main reflection
(220) which fits well to a σ-CoCr phase. A similar tetragonal splitting was observed earlier by de
Teresa et al. [202], albeit in an annealed polycrystalline sample.
Figure 3.9: X-ray diffraction pattern with refinement for Floating Zone (FZ)-grown Co2CrAl.
We performed EBSD measurements to shed further light on the structure and orientation of those
phases (Figure 3.8(b-d)). The data were consistent with a tetragonal σ-CoCr secondary phase in a
CoAl-type B2 matrix. The matrix was single crystalline, oriented along [-6 -2 1] direction whereas
the secondary phase also has one orientation throughout, along [1 0 4] direction. This suggests that
a homogeneous single phase was obtained using FZ, which subsequently underwent a solid-state
phase transformation at lower temperatures leading to formation of the secondary phase.
Figure 3.10: Floating Zone (FZ)-grown Co2CrAl (a) high angle annular dark field (HAADF) scan-
ning transmission electron microscopy (STEM) image; inset: nanoscale segregation
(b) EDX-linescan (marked with orange line in (a)) across phase boundary of the sec-
ondary phase (c) Nanobeam diffraction for the secondary phase in the region marked
in (a) by red square. (TEM data courtesy of Dr. Maria Dimitrakopoulou)
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Transmission electron microscopy (TEM) was performed to find out the phase compositions as
well as to confirm the structures of the matrix phase and the secondary phase (Figure 3.10). The
corresponding phase compositions from TEM are listed ahead in Table 3.3. The average overall
composition from SEM is also given for comparison. The secondary phase had a composition of
Co46Cr53, and the structure was tetragonal σ-CoCr phase, confirming the XRD and EBSD data
analysis (Figure 3.8d and 3.9). As expected, the matrix was deficient in Cr, since a Cr-rich phase
separated out. Even though the composition was not nominal to Co2CrAl, the matrix was CoAl-type
B2 phase.
Table 3.3: EDX data (from transmission electron microscopy (TEM) and scanning electron
microscopy (SEM)) along with standard deviation for Floating Zone (FZ)-grown
Co2Cr0.6Fe0.4Al (atomic %). (TEM data courtesy of Dr. Maria Dimitrakopoulou)
Phase Co Cr Al
Nominal 50 25 25
CoAl type B2 (TEM) 55±0.7 17±0.7 28±0.7
σ-CoCr type (TEM) 46±0.7 53±0.7 01±0.7
Overall average (SEM) 49±0.3 25±0.7 26±1.0
Furthermore, additional chemical segregation in the matrix at a much smaller length-scale than
the secondary phase was also observed in TEM, as shown in the inset of Figure 3.10a. In the
EDX-linescan across phase boundary of the secondary phase (Figure 3.10b), modulations in the
matrix especially for the Cr content, are observed, corresponding to an additional segregation. This
segregation was of the order of 10-20 nm especially with respect to the Cr content, and is an order
of magnitude smaller than the larger secondary phase. The nanoscale segregation was similar to
that observed in an earlier work on annealed polycrystalline samples [211]. Similar modulations in
composition, specially Cr, were also noticed in the past for annealed Co2Cr0.6Fe0.4Al films [219]. We
think that this nanoscale segregation may be the starting point of the σ-phase precipitation.
The lattice parameters and the phase fractions of the two phases were analysed by Rietveld
refinement of the XRD data and is summarized in Appendix A (Page 147). The cubic matrix
(Pm3̄m, B2 type structure) had a lattice constant of 2.867(4) Å while the secondary phase was
tetragonal (P42/mnm, a=b=8.765(4) Å, c=4.536(4) Å). The phase fraction of the secondary phase
from the refinement was 21.7±0.5 vol%, which was similar to that obtained from analysis of SEM-BSE
images (24±3 vol%) within experimental uncertainty.
The morphology of the secondary phase in FZ-grown Co2CrAl did not appear to have the solidifi-
cation characteristics of a directional-growth process. The microstructure and the spatially ordered
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nature of secondary phase also lacked the characteristics of a conventional phase transformation
involving nucleation and growth, which might have taken place in the solid state. Our analysis
supports the idea of a spinodal decomposition taking place in the material. Before we comment
further, it would be pertinent to explain the thermodynamics of spinodal decomposition, which is a
very specific type of phase transformation involving localized diffusion.
3.2.2.3 Spinodal decomposition
The spinodal decomposition is a characteristic feature of a miscibility gap in a system. A miscibil-
ity gap is a region inside a single-phase field in a phase diagram, where the constituent becomes
immiscible due to a thermodynamic instability. Figure 3.11 shows an approximate schematic of a
phase diagram with a miscibility gap. The single phase is initially stable at higher temperatures
for a large range of compositions. Below a certain temperature, this phase becomes thermodynam-
ically unstable for a given range leading to a region of immiscibility. When a composition in this
specific range is cooled and reaches the miscibility gap, quasi-periodic perturbations in the chemical
composition, which may be due to, e.g., thermal motion, become stable and grow with time. The
compositional variation is dependent on the most stable structure type, based on the constituents.
Illustration of the composition evolution along a line for different times (t3 > t2 > t1) is also shown
in Figure 3.11. The phase separation is very localized as it is diffusion controlled, as well as happens
simultaneously throughout the material as opposed to a nucleation and growth mechanism. Such a
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Figure 3.11: Schematic of a phase diagram with a miscibility gap showing the spinodal and binodal
regions. Using FZ growth, a single phase is obtained at high temperatures, which
undergoes decomposition as it is cooled down. A sketch of compositional evolution
along a line during the decomposition process at different times is also shown.
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Due to the spinodal decomposition, the system develops an overall periodic-like microstructure,
similar to what was observed in the case of FZ-grown Co2CrAl. Initially the evolving secondary
phase has the same structure as the matrix and may undergo a structural transformation later
to a more stable structure. Moreover, since the atoms need to diffuse very locally, the timescales
associated with the such a transformation is very small. It is possible that even if a sample is
quenched, there is phase separation at the nano-scale which must be confirmed using TEM.
With regards to our sample, we understand that initially a pure cubic phase solidified from the
melt, thanks to the FZ technique, as confirmed by the EBSD data shown in Figure 3.8. As the
temperature was lowered and the solid-state miscibility gap was reached, the single phase underwent
spinodal decomposition leading to a secondary phase which, at lower temperatures, transformed into
a tetragonal CoCr-type phase in a CoAl-type B2 matrix. The periodic-like nature of the composition
variation, which is a feature of a phase transformation via spinodal decomposition (Figure 3.11), was
confirmed by the linescan in TEM as shown in Figure 3.10. The orientation-relationship between the
matrix and the evolving secondary phase led to the phase having the same orientation everywhere.
We shall now look at the FZ growth of our main composition of interest, Co2Cr0.6Fe0.4Al, and
show that such a scenario is present there as well.
3.2.2.4 Floating Zone growth of Co2Cr0.6Fe0.4Al
Similar to the Co2CrAl sample, the FZ-grown Co2Cr0.6Fe0.4Al appeared to be phase-pure at low
magnifications, but was also found to be phase segregated upon close examination (Figure 3.12a).
The secondary phase was more globular and not interconnected as was in the case of Co2CrAl.
The feature size of the secondary phase is of the order of 50-100 nm, smaller than in the case of
Co2CrAl. The structure and composition of this phase could not be accurately determined using
SEM or EBSD, although the matrix was found to be a CoAl-type B2 phase (Figure 3.12a-b).
The phase fraction of the secondary phase was determined to be 9±2 vol% by an analysis of the
corresponding BSE images, which is also smaller than the secondary phase fraction in FZ-grown
Co2CrAl.
XRD showed a B2 phase with additional reflections which were indexed with a hcp ε-Co phase
(Figure 3.12c). A two-phase Rietveld refinement could be successfully performed. The cubic matrix
had a lattice constant of 2.866(4) Å (Pm3̄m) while the lattice parameters for the hexagonal secondary
phase were a=b=2.529(4) Å, c=4.072(4) Å for a P63/mmc space group. The secondary phase volume
fraction from refinement was calculated to be 7.4(5) vol%. The phase fraction value from XRD data
should be more accurate as it is a bulk measurement unlike analysis of image from SEM or EBSD
as was calculated above. Details of the refinement parameters are in Appendix A (Page 147).
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Figure 3.12: Floating Zone (FZ)-grown Co2Cr0.6Fe0.4Al (a) BSE image (b) BSE image in tilted
position for EBSD (c) X-ray diffraction with refinement. (EBSD data courtesy of Dr.
Horst Wendrock)
Figure 3.13: Floating Zone (FZ)-grown Co2Cr0.6Fe0.4Al (a) High angle annular dark field (HAADF)
scanning transmission electron microscopy (STEM) image (b) EDX-linescan (marked
with orange line in (a)) across phase boundary of the secondary phase (c) Nanobeam
diffraction for the secondary phase in the region marked in (a) by red square. (TEM
data courtesy of Dr. Maria Dimitrakopoulou)
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The structure of the secondary phase in Co2Cr0.6Fe0.4Al was confirmed to be hexagonal ε-Co-type
through TEM (Figure 3.13), unlike the tetragonal σ-CoCr phase in FZ-grown Co2CrAl (Figure
3.10). The composition was found to consist of mainly Co with dissolution of small amounts of Cr
and Al. The compositions of the secondary phase and matrix from TEM-EDX are listed in Table
3.4. The average overall composition from SEM is also given, which matches well to the nominal
composition.
Table 3.4: EDX data (from transmission electron microscopy (TEM) and scanning electron
microscopy (SEM)) along with standard deviation for Floating Zone (FZ)-grown
Co2Cr0.6Fe0.4Al (atomic %). (TEM data courtesy of Dr. Maria Dimitrakopoulou)
Phase Co Cr Fe Al
Nominal 50 15 10 25
CoAl type B2 (TEM) 55±0.7 09±0.7 10±0.7 26±0.7
ε-Co type (TEM) 55±0.7 32±0.7 12±0.7 01±0.7
Overall average (SEM) 47±0.4 15±0.3 11±0.2 27±0.1
FZ-grown Co2Cr0.6Fe0.4Al seems to have undergone a phase transformation via spinodal decom-
position as well. The secondary phase in FZ-grown Co2Cr0.6Fe0.4Al is smaller as compared to that
of Co2CrAl, which signifies that the extent of decomposition is less in Co2Cr0.6Fe0.4Al. No further
nanoscale segregation in the matrix was observed in the EDX-linescan in TEM (Figure 3.13b),
further corroborating the smaller extent of decomposition. The observed microstructure was also
similar to one simulated for the early stages of spinodal decomposition [220].
We have thus confirmed the presence of a solid-state miscibility gap in both the ternary Co-Cr-Al
and the quaternary Co-Cr-Fe-Al system, which has not been reported so far in literature. However,
it needs to be mentioned that there is no ‘smoking-gun’ feature/method to confirm that the phase
transformation is indeed a spinodal decomposition. Nevertheless, we shall present a few more
arguments supporting our interpretation.
The presence of a solid-state miscibility gap in the Fe-Cr binary system has been well documented.
So far, there are no reports of spinodal decomposition in the Co-Cr-Al system, mostly due to the
fact that it has not been well studied. However, spinodal decomposition in Co-Fe-Al system in the
Fe-rich side has been documented [221–223]. The phase separation in that composition range is into
an ordered B2 phase and a disordered A2 phase [224] and the microstructure observed through
TEM is also quite similar to that in our case. It must be noted that the samples in the above studies
were prepared either by arc-melting or melt-spinning. Both of the techniques have very different
kinetics as compared to FZ technique, which involves directional growth and slow cooling of the
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sample. Even though there is a lack of experimental work in the system, such an aspect can be
modelled theoretically. The microstructure for FZ-grown Co2CrAl is also in very good agreement
with the simulations of spinodal decomposition in thin films done by Seol et al. [220].
The simulation is based on an elastically anisotropic film with a cubic structure, and the film is
also elastically constrained by the substrate [220]. Conditions at the crystallization front during the
FZ process can be assumed to be similar to a thin film growth. During the growth, the crystallization
front moves unidirectionally at a very slow speed (∼ 2-5 mm/hr), similar to a layer-by-layer growth
process. In addition, during the FZ experiment, a uniform thermal gradient is present. When a part
of the sample is in the temperature regime of spinodal decomposition, the lower part is already at a
significantly lower temperatures, where kinetics are slow. Thus, the sample undergoing decomposition
is elastically constrained, similar to the constraints of the modelling by Seol et al. [220]. Hence the
FZ growth process can be approximated and understood to be locally similar to the growth of thin
films. This further corroborates the concept of phase transformation via spinodal decomposition in
the Co2Cr1−xFexAl series, as the microstructures in the simulations on spinodal decomposition in
thin films match well with those of our samples.
Since we have described the phase transformation for the first time in Co2Cr1−xFexAl series, let us
consider it from the point of view of the overall phase diagram, and try to build a coherent picture.
3.2.3 Phase dynamics and the effect on physical properties
Analysis of the available phase diagram data is necessary to understand the phase transformations.
However, it is not feasible to plot an isotherm for the phase diagram for a quaternary system such as
Co-Cr-Fe-Al as one would need 4 axes, one for each element. Nevertheless, it is possible to gain an
understanding through available binary and ternary phase diagrams between the various elements,
although it would purely be suggestive in nature.
Calculated phase diagram data are available for Co-Fe-Al, and the projection of the Co2Cr0.6Fe0.4Al
composition (approx. Co59Fe12Al29) lies in the large solid solubility region of CoAl and FeAl cubic
phases until room temperature [225], and can account for the large solid solubility of CoAl. However,
since the spinodal decomposition is observed in the Cr-rich side of Co2Cr1−xFexAl whereas Co2FeAl
could be grown phase-pure, we shall focus on the Co-Cr-Fe and Co-Cr-Al system.
Detailed phase diagram data for Co-Cr-Fe is available and phase separation by spinodal decompo-
sition has been well documented in the Fe-rich compositions with a bcc structure [221–223]. However,
no immiscibility is reported so far in Co-rich compositions. Any composition in the Co2Cr1−xFexAl
system would correspond to a much small fraction of Cr and Fe, compared to Co and Al.
Regarding the Co-Cr-Al system, ternary phase diagram data is available only for 900 ◦C and
above [182, 226, 227]. In the available isotherm at 1250 ◦C [182], the Co2CrAl composition lies in
the three-phase field of a B2 type CoAl (cubic), σ-CoCr (tetragonal) and α-Co (ht, cubic) phases
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but very close to the two-phase field of B2 CoAl (cubic) phase and σ-CoCr (tetragonal) phase. Also,
since Co-Cr-Al is an incongruently melting system, phase segregation in Co2CrAl into Al-rich and
Cr-rich phases during a fast solidification process, such as arc-melting, can be explained easily. As
the temperature is lowered from 1250 ◦C, the three-phase field becomes smaller, and at 900 ◦C,
the Co2CrAl composition is at the boundary between the three-phase field and the two-phase field
(Figure 3.14).
Figure 3.14: Isothermal section for Co-Cr-Al system at 1000 ◦C (adapted from Bondar [182]).
However, we believe that phase diagram maybe a bit more complicated than reported. We know
from our analysis that using the FZ technique we are able to obtain a phase-pure Co2CrAl at higher
temperatures which undergoes spinodal decomposition at lower temperatures due to the presence of
a solid-state miscibility gap. Therefore, below a given temperature, either the Co2CrAl is stable as
a compound or the composition lies in the region of B2 CoAl solid solubility and at further lower
temperatures, the composition becomes unstable.
The Co2CrAl composition lies in the vicinity of the two-phase regime of CoAl (cubic) phase
and σ-CoCr (tetragonal) phase at higher temperatures (Figure 3.14), and the stability of the two
compounds could possibly be the reason for the existence of a immiscibility at lower temperatures.
Spinodal decomposition in the material leads to phase separation into a CoAl- and CoCr-type phases
which are initially have the same cubic structure, but the CoCr-type phase later undergoes phase
transformation to tetragonal structure, as it is more stable.
60
Section 3.2 Phase dynamics in Co2Cr1−xFexAl: Understanding the anomalous properties
In the case of the Co2Cr0.6Fe0.4Al composition, a similar scenario may be expected. However,
the main point of difference in the quaternary composition with the Co2CrAl is the structure
and composition of the secondary phase that evolves. In Co2Cr0.6Fe0.4Al, the secondary phase is
a hexagonal ε-Co type phase. In order to correlate with the available phase diagram data, the
projection of the Co2Cr0.6Fe0.4Al composition, approx. Co55.5Cr16.5Al28, is plotted in the Co-Cr-Al
isotherm at 900 ◦C, marked by green dot in Figure 3.14. The projection lies in the two-phase field of
CoAl (cubic) and Co (ht, cubic), unlike the case of Co2CrAl (marked by red dot) which may explain
the phase separation of the Co2Cr0.6Fe0.4Al composition in the respective phases. Furthermore, pure
Co is known to undergo a transformation from α-Co (cubic) to ε-Co (hexagonal) at ∼430 ◦C under
ambient pressure [228, 229]. Therefore, it is likely that in Co2Cr0.6Fe0.4Al due to the immiscibility,
the α-Co evolves from the cubic CoAl, and subsequently transforms to ε-Co at lower temperatures.
The stability of ε-Co until only ∼430 ◦C could limit the extent of the miscibility gap, which may in
turn account for the lesser extent of the spinodal decomposition observed.
This scenario gives a coherent picture of the solidification and transformation in both as-cast and
FZ-grown samples, and therefore the available phase diagram data needs be amended to add to
information on the immiscibility gap. Some of the phase boundaries at higher temperatures must
be revisited as our data from FZ experiments suggest a slightly different scenario.
We shall now shift our attention to the magnetic properties of these FZ-grown samples and try
to understand the effect of spinodal decomposition, specially on saturation magnetization.
Magnetic properties
Magnetic measurements were performed on as-cast and FZ-grown samples for all the three com-
positions. All the samples were found to be ferromagnetic at room temperature and no phase
transformations were observed for any sample between 5 K and 300 K. The saturation moments
at 5 K are summarized in Figure 3.15. All the samples show soft magnetic behaviour along with
high saturation moments characteristic for Heusler compounds as shown in the representative M(H)
curve in the inset of Figure 3.15. For all the as-cast samples, the saturation moments do not match
with the Slater-Pauling values, most likely due to the phase segregated nature of the samples. The
observed trend is similar to an earlier work on annealed polycrystalline samples [203].
In the case of Co2FeAl, the as-cast sample had a slightly higher saturation moment than the
Slater-Pauling value and this discrepancy is most probably due to the phase segregated nature of the
sample. However, although the FZ-grown Co2FeAl sample was phase-pure, it had a slightly higher
saturation moment than the Slater-Pauling value. This is most likely a result of anti-site disorder,
as has been calculated for some specific cases [143, 203].
In the cases of as-cast Co2CrAl and Co2Cr0.6Fe0.4Al as well, the saturation moments were found
to be lower than the Slater-Pauling value. Moreover, FZ-grown Co2CrAl and Co2Cr0.6Fe0.4Al, unlike
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Figure 3.15: Saturation magnetization data for as-cast and Floating Zone (FZ)-grown
Co2Cr1−xFexAl samples with calculated magnetic moments (Slater-Pauling value);
inset: Magnetization versus field curve at 5 K for as-cast Co2FeAl is shown as an
example.
Co2FeAl, showed a further lowering in the saturation moment as compared to the corresponding as-
cast sample. The effect was much stronger in the case of Co2CrAl, where the spinodal decomposition
is much more pronounced as compared to Co2Cr0.6Fe0.4Al, suggesting that the saturation moment
is closely related to the degree of spinodal decomposition.
An earlier work on Co-Cr thin films [230] asserts that the deviations from the theoretical saturation
moment arises due to the existence of two non-magnetic phases, specifically hexagonal ε-Co phase
and tetragonal σ-CoCr phase which become stable at lower temperatures [231]. This is reported to
lower the saturation moments and is consistent with our results and analysis. The further lowering
of the saturation moments for FZ-grown Co2CrAl and Co2Cr0.6Fe0.4Al as compared to respective
as-cast samples is most likely due to the secondary phases that evolve, which have complete different
structure and morphology, as well as due to their interaction with the matrix.
The secondary phase seems to considerably affect the magnetic properties, even when the extent
of decomposition is much less, as in the case in Co2Cr0.6Fe0.4Al where the secondary phase fraction
is only ∼8 %. The lowering of saturation moments is directly related to the extent of the secondary
phase.
We shall now revisit the literature, in light of the understanding of the phase dynamics in the
Co2Cr1−xFexAl system.
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3.2.4 Understanding the discrepancies in bulk samples as well as thin films
We have shown that the as-cast samples prepared using arc-melting are phase segregated due to
incongruent melting which affect the magnetic properties (Section 3.2.1), and our results are in
agreement with what has been reported earlier [202]. The phase segregation in as-cast samples
affects the magnetic properties, and the reduction in saturation moments matches well with earlier
work on as-cast samples [203].
Furthermore, we have been able to confirm the presence of a low temperature solid-state miscibility
gap in Cr-rich side of the Co2Cr1−xFexAl series, which leads to formation of non-cubic secondary
phases via spinodal decomposition, as seen for our bulk FZ-grown samples. Although this phase
separation is not seen in our as-cast samples, Teresa et al. observed a evolution of a secondary
non-cubic phase upon annealing of as-cast Co2Cr1−xFexAl samples [202]. This similar to what has
been observed in our FZ-grown Co2CrAl and Co2Cr0.6Fe0.4Al sample, suggesting that there is indeed
a possibility that the decomposition may take place upon annealing of the as-cast sample itself. A
Cr-rich inhomogeneity seen in X-ray absorption spectroscopy photoelectron emission microscopy
(XAS-PEEM) for bulk Co2Cr1−xFexAl samples [213]is likely due to the same reason. Since the
spinodal decomposition is possible in as-cast sample, a phase segregation at the nanoscale is expected,
and has been seen in literature as well [211, 212]. Since the evolving secondary phases after spinodal
decomposition are non-magnetic, it would explain the paramagnetic clusters seen in Mößbauer
spectroscopy for sample slowly cooled after annealing [204]. We have shown that the secondary
phases strongly affect the properties, and thus the anomalous data for various physical proerties in
literature for bulk samples [199, 205, 209] can be accounted for.
In general, issues of material instability as seen in bulk samples are not expected in the case
of thin films, as metastable phase-pure phases can be synthesized. Incidentally, a TEM study on
Co2Cr0.6Fe0.4Al films [214] showed a similar cross-type pattern as the microstructure observed in
our FZ-grown samples. Another TEM work on Co2Cr0.6Fe0.4Al films reported a Co-rich segregation
in films annealed at temperatures higher than 500 ◦C [219]. A similar evolution of hexagonal
and tetragonal phases on sequential annealing has been reported for Co2Cr1−xFexAl films [232].
Furthermore, the saturation moments obtained for FZ-grown Co2CrAl and Co2Cr0.6Fe0.4Al matched
very well with those in thin films of the same composition [207]. This further hints towards a similar
phase separation in films.
Since the chemical segregation due to a spinodal decomposition process is very localized, time-
scales for phase separation to occur are much shorter as compared to other diffusion-based processes.
Even a short annealing process as in the case of thin films is sufficient to cause the decomposition
reaction. Most films are annealed at slightly elevated temperatures post deposition, for phase forma-
tion, homogenization and ordering. Therefore, we believe it is quite likely that a solid-state phase
transformation via spinodal decomposition, as seen in our bulk data, occurs in thin films of respective
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compositions as well. Since the low temperature phase dynamics leads to formation of non-cubic
phases, the additional reflections in the XRD pattern, seen in some reports mentioned earlier [206,
216, 217], can also be accounted for. The phase transformation via spinodal decomposition would
also very well explain the various anomalous data in physical properties reported in literature for
thin films [200, 201, 207, 208, 210].
To summarize, we have been able to identify the underlying phenomenon of solid-state transforma-
tion via spinodal decomposition in the Co2Cr1−xFexAl system. This previously unnoticed inherent
phenomenon plaguing the system, leads to drastic changes in the intrinsic material attributes, which
has an intricate correlation with the physical properties of these Heusler compounds. This knowledge
has allowed us coherently account for almost all the anomalous data reported in literature for both
bulk samples and thin films [218].
The next logical step would be to develop a recipe to avoid the decomposition and synthesize a
phase-pure material. In order to do that, it is important to develop an understanding of the extent
of the phase transformations. The following section discusses the various experiments performed in
order to explore the relevant phase-space.
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3.3 Annealing and off-stoichiometry in Co2CrAl: Exploring the
immiscibility
Existence of a miscibility gap in the Co-Cr-Fe-Al system has been demonstrated in the last section,
where the secondary phase increases with Cr concentration in the sample. We have consistently
shown that the phase transformation via spinodal decomposition strongly affects the properties, and
is responsible for the large discrepancies documented in literature. It is therefore necessary to either
develop a processing route to obtain a phase-pure sample from the as-grown one or work towards
avoiding the spinodal decomposition all together during synthesis.
There is no clear guideline in literature as to how a spinodal decomposition can be avoided. As
already mentioned, the decomposition process involves a highly localized diffusion and does not
need much time to take place. This makes it quite difficult to avoid the decomposition, e.g., phase
separation has been observed in films grown at 500 ◦C, even without annealing [214].
The first approach involves a fast cooling rate to avoid the spinodal decomposition. A possible
scenario is to quench the sample rapidly from sufficiently high temperatures during the sample
preparation itself, thereby forming a metastable phase. Unfortunately, it is not possible to do so
during the FZ experiment, as a shallow temperature gradient at the solidification front is needed for
an optimal interface [192], which is essential for zone stability and grain selection. Due to this, the
time during which the already grown sample cools down in a FZ experiment is sufficient to cause
the phase transformation via spinodal decomposition. Alternate synthesis techniques where such a
cooling rate can be applied, do not allow growth of such an incongruent melting system. Another
possibility along similar lines is that the two-phase sample after phase transformation is annealed
at sufficiently high temperatures, above the solid-state miscibility gap. The secondary phase would
dissolve with sufficiently long annealing time and the sample is then quenched as fast as possible to
minimize time in the region of immiscibility, thus metastabilizing the high-temperature phase. The
concept is illustrated in Figure 3.16a.
Second approach in order to avoid the phase transformation, may be to optimize the composition
so that we are outside the miscibility gap, as shown in Figure 3.16b. An optimized composition
would allow us to obtain a single phase during the FZ experiment itself. It is not necessary that
we should be outside the miscibility gap till room temperature, but just until considerably lower
temperatures where the kinetics are slow enough, that the decomposition is arrested.
Regarding the annealing experiments, it should be kept in mind that this is not a sure-shot way.
The stability of the secondary phase at high temperatures and the cooling rate required to avoid any
decomposition during quenching are very material-specific. Furthermore, with the other approach
of moving around in the phase diagram, there is a possibility of strongly affecting the physical
properties. Nevertheless, It is important to try both the approaches in order to better understand
the phase diagram and thereby develop a possible route to achieve a phase-pure sample while
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Figure 3.16: Schematic for avoiding spinodal decomposition in a phase diagram (a) annealing
followed by quenching (b) optimize the composition.
retaining the interesting properties.
We have performed both the annealing experiments as well as the off-stoichiometry approach
which are detailed in this section. We selected Co2CrAl for this study as its secondary phase after
the spinodal decomposition is more pronounced and hence it is easier to track the changes and
to compare different experiments. Also, with regards to the off-stoichiometric study, the higher
the number of elements present, e.g., Co2Cr0.6Fe0.4Al, the more are the parameters to optimize in
the phase-space. Hence, the ternary Co2CrAl composition makes it easier to test the approach, as
compared to the quaternary sample.
The effect of annealing on the spinodally decomposed FZ-grown Co2CrAl sample has been studied
[233], and is discussed next.
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3.3.1 Annealing experiments on Floating Zone (FZ)-grown Co2CrAl
FZ-grown Co2CrAl samples containing σ-CoCr secondary phase in a B2 -CoAl matrix (Figure 3.17a,
also see Section 3.2.2.2), were annealed for 3 weeks at 750 ◦C, 1000 ◦C and 1250 ◦C, respectively.
Normally, the samples are sealed in evacuated quartz ampoules, but quartz cannot be used for
annealing beyond 1100 ◦C as it becomes porous to oxygen and may even crystallize. Hence, the
third sample was sealed in a niobium crucible for annealing at 1250 ◦C and the experiment was
done in a constant argon flow to avoid oxidation of niobium. All samples were quenched in water
after annealing.
Figure 3.17: BSE images for Floating Zone (FZ)-grown Co2CrAl annealed for 3 weeks at (a) as-
grown Co2CrAl (b) 750 ◦C, showing increased secondary σ-phase fraction (c) 1000 ◦C,
showing lower secondary σ-phase fraction with agglomeration (d) 1250 ◦C, showing
weak contrast between two cubic phases.
The sample annealed at 750 ◦C exhibits a more pronounced secondary phase which is clearly
apparent in the BSE image in Figure 3.17b. The secondary phase seems to be more pronounced
and interconnected as compared to the as-grown sample (Figure 3.17a). Since the secondary phase
fraction increased at 750 ◦C, the sample was still inside in the immiscibility gap. This is further
reflected in the increase of the relative intensities for the σ-phase reflections in the XRD data, as
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shown in Figure 3.18.
In the sample annealed at 1000 ◦C, the overall secondary phase fraction was reduced, although ag-
glomeration was also observed in the grains to some extent as seen in the BSE image (Figure k3.17c).
XRD data in Figure 3.18 shows a reduction in the relative intensities of the tetragonal splitting of
the main reflection which is consistent with the lower phase fraction of the σ-phase.
Figure 3.18: X-ray diffraction data for Floating Zone (FZ)-grown and annealed Co2CrAl samples.
The secondary σ-phase reflections have been marked. The Bragg positions for ordered
L21-type cubic structure are also shown.
The sample annealed at 1250 ◦C was found much different from the other samples. There was no
strong contrast for the σ-CoCr phase in the BSE image (Figure 3.17d) although some variation in
composition (chemical contrast) was surely visible. However, the boundaries between regions with
different compositions were rather diffuse. Also, XRD data did not show any tetragonal splitting
of the main reflection and the sample was pure B2 -cubic as seen in Figure 3.18. The contrast seen
in BSE image corresponds to two cubic B2 -type phases with similar lattice constants, which were
thus difficult to distinguish in XRD. The sample looked quite similar to that observed in arc-melted
samples. It seems that at 1250 ◦C, the sample was in the two-phase field below liquidus. Due to this,
broadening of the reflections for the 1250 ◦C annealed sample was also perceptible, as compared to
samples annealed at lower temperatures.
The samples annealed at different temperatures, were found to be quite different in terms of
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phases, morphology and microstructure, from the FZ-grown Co2CrAl sample. The magnetization
data provided further information on the effect of these changes and are discussed next.
3.3.1.1 Magnetic properties
Magnetization measurements were performed on all the annealed samples, and were found to be
ferromagnetic at room temperature. No phase transitions were observed between 5 K and 300 K.
However, the saturation moments differed considerably from the Slater-Pauling value (3 µB/f.u.)
and are summarized in Figure 3.19. All the samples showed soft-magnetic behaviour at 5 K (Refer
to the inset in Figure 3.19).
Figure 3.19: Relative saturation magnetization data for the various Co2CrAl samples. Annealed
samples were kept at respective temperatures for 3 weeks and then quenched. Inset:
Magnetization versus field curve at 5 K for as-cast Co2CrAl sample.
We have already seen that the saturation moment for both as-cast and FZ-grown Co2CrAl showed
marked deviations due to phase segregation. The magnetic moment of the FZ-grown sample was
considerably smaller than that of the as-cast sample due to the well developed secondary σ-phase
which is reported to be non-magnetic [230]. Saturation moment was further reduced after annealing
at 750 ◦C which could be attributed to the increased fraction of σ-phase, as seen in XRD and SEM.
Furthermore, the reduction in the σ-phase fraction for sample annealed at 1000 ◦C, as seen in XRD
and SEM, was also reflected in the magnetization as the saturation moment increased relatively.
The saturation moment for sample annealed at 1250 ◦C was similar to that observed for the as-cast
sample, and further supported the fact that they are similar intrinsically. Thus annealing did not
really offer any improvements in the saturations moments as the phase separation could not be
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avoided.
As discussed earlier, phase diagram data for the Co-Cr-Al system are limited and isothermal
sections are only available for 900 ◦C and above [182, 226, 227]. We have already discussed that
existing phase diagram information is incomplete and even the available data need corrections.
Based on our annealing experiments, we have further improved our analysis of the phase diagram.
It appears that, at 750 ◦C in the phase diagram,the sample is still inside the two-phase regime
of the miscibility gap, as the extent of decomposition is increased due to annealing. This is further
reflected in the relative intensities in XRD. Also, the saturation moment is further lowered which is
understandable as the secondary σ-CoCr phase has a strong effect on the magnetic properties in
bulk (our data) as well as in thin films [230].
After annealing at 1000 ◦C, the overall fraction of the secondary phase was less and visible in the
lower intensities for the tetragonal splitting of the main reflection as seen in Figure 3.18. However,
the secondary phase segregated and did not fully dissolve even after annealing for 3 weeks, as can be
seen in the BSE image (Figure 3.17c). Most likely, at 1000 ◦C, the phase boundary of the two-phase
regime of the miscibility gap is quite close. Due to the lower amount of the secondary phase, the
saturation moment of the annealed sample increased (1.47 µB/f.u.) as compared to the FZ-grown
sample (1.04 µB/f.u.) although it was still considerably below the Slater-Pauling value (3 µB/f.u.)
as seen in Figure 3.19.
The sample annealed at 1250 ◦C was considerably different from the other annealed samples.
The tetragonal secondary phase was dissolved completely and the sample exhibited two segregated
cubic phases. The SEM, XRD and magnetization data confirmed that the intrinsic attributes as
well as magnetic properties of the 1250 ◦C annealed sample was quite similar to that obtained
through arc-melting. However, the formation route was completely different in both the cases. The
two-phase field below liquidus extends till 1250 ◦C at least, which led to a phase separated sample
upon annealing.
Clearly, annealing did not help to get rid of the phase separation. The secondary phase was
stable till high temperatures, even possibly above the miscibility gap. The secondary phase did
reduce a bit in volume fraction, but did not dissolve completely. The solid-state miscibility gap even
extends close to the two-phase field near melting point which makes it difficult to avoid the spinodal
decomposition. In addition to that, the stability of the secondary phase at high temperature further
makes it highly unlikely to achieve a phase-pure sample through annealing [233].
Since temperature variable was found to be unsuccessful, we further explored the composition
variable illustrated in Figure 3.16, in order to try and avoid the solid-state miscibility gap.
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3.3.2 Off-stoichiometric Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6
As mentioned earlier, moving around in the phase diagram through off-stoichiometry is another
possibility to avoid the region of immiscibility. In order to study the effect of off-stoichiometry, one
must be careful in choosing the elements to be optimized. For the ternary Co2CrAl, it was decided
not to affect the Co sublattice since affecting the atom at 8c Wyckoff position strongly affects the
electronic structure and various physical properties as has been shown by Miura et al. [40]. In order
to decide between Cr and Al, we refer to our earlier data on FZ-grown Co2Cr1−xFexAl (Section
3.2.2). As we have seen, the extent of spinodal decomposition is lower in the case of Co2Cr0.6Fe0.4Al
as compared to Co2CrAl, and finally for Co2FeAl no phase separation was observed. The reduction
in Cr content seems to move the composition away from the solid sate miscibility gap in the
phase diagram. Keeping this in mind, three off-stoichiometric Co2CrAl compositions, Co2Cr0.8Al1.2,
Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 have been studied, in order to explore the extent of immiscibility.
3.3.2.1 Polycrystalline samples
As-cast polycrystalline samples of Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 were prepared by
arc-melting, from at least 4N pure constituents. The BSE images are shown in Figure 3.20. All three
compositions showed phase separation with a dendritic morphology due to incongruent melting,
similar to the case of Co2CrAl. The nominal composition as well as the compositions of the two
phases are summarized in Table 3.5.
Figure 3.20: Backscattered electron images (BSE) for as-cast samples showing phase segregation
(a) Co2Cr0.8Al1.2 (b) Co2Cr0.6Al1.4 (c) Co2Cr0.4Al1.6.
The observed XRD data for all three compositions are plotted in Figure 3.21. All of them are cubic
with B2 type order, as no (111) superlattice reflection was observed. As in the case of Co2CrAl, the
two-phases had similar lattice such that the reflections overlapped. Refinement was only possible
using a single Pm3̄m phase and the average lattice constants are listed in Table 3.5. The XRD
data with refinement along with the details of the refinement are summarized in Appendix A (Page
148-149). No clear trend was observed in the lattice constants, although the main reflection of
Co2Cr0.8Al1.2 appeared broad as compared to others, as can be noticed in the inset of Figure 3.21.
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Table 3.5: EDX data for as-cast Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 samples.
EDX (atomic %) Co2Cr0.8Al1.2 Co2Cr0.6Al1.4 Co2Cr0.4Al1.6
Phase Co Cr Al Co Cr Al Co Cr Al
Nominal 50 20 30 50 15 35 50 10 40
Al-rich (dark) 51.7 13.1 35.2 50.9 9.6 39.5 51 6.4 42.6
Cr-rich (light) 49.2 30.0 20.8 48.5 29.0 22.5 47.8 25.1 27.1
Overall 50.4 21.5 28.1 50.6 14.4 35 50.1 10.7 39.2
Figure 3.21: X-ray diffraction data for as-cast
Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and
Co2Cr0.4Al1.6 samples.




Table 3.6: Refinement of XRD for as-cast
Co2Cr0.8Al1.2, Co2Cr0.6Al1.4
and Co2Cr0.4Al1.6 samples.
Since all the compositions melt incongruently, it was required to grow them using FZ technique.
3.3.2.2 Floating Zone growth
Polycrystalline seed and feed rods of Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 were cast (refer
Section 2.2.1.1 for details) with at least 4N pure constituents. The subsequent FZ growths were
performed in an Ar atmosphere. The growth speed employed was 5 mm/hr along with counter-
rotation of seed and feed rod of the order of ∼0.3 Hz, for all experiments. The final zone was
quenched in the end. Figure 3.22 shows the final grown samples. All the samples showed a thin
layer of oxidation at the surface. The growth for Co2Cr0.4Al1.6 was not as stable as compared to
the other two compositions, and therefore, a long sample could not be grown, even after multiple
attempts.
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Figure 3.22: Final samples from the Floating Zone growth for (a) Co2Cr0.8Al1.2 (b) Co2Cr0.6Al1.4
(c) Co2Cr0.4Al1.6 off-stoichiometric compositions.
Figure 3.23: Backscattered electron images for Floating Zone (FZ)-grown samples
(a) Co2Cr0.8Al1.2 (b) Co2Cr0.6Al1.4 (c) Co2Cr0.4Al1.6.
Samples were studied from different positions of the grown rods but only the data from the final
part of the grown sample marked by white lines (Figure 3.22) are presented here. The Figure 3.23
shows the observed microstructures for the three compositions at different magnifications. At low
magnifications, all the three compositions seem phase-pure, with multiple grains. Since we now know
from the Co2CrAl growth experiments, that the secondary phase is at the nanoscale,the sample was
carefully analysed at significantly higher magnifications.
At higher magnifications, the secondary phase segregation at the grain boundaries could be
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clearly seen for Co2Cr0.8Al1.2. Due to spinodal decomposition, the secondary phase was also finely
distributed in the grains, as was in the case of Co2CrAl and Co2Cr0.6Fe0.4Al. Comparing to the
stoichiometric Co2CrAl, the extent of phase separation had gone down, as the secondary phase
features were smaller. With regards to Co2Cr0.6Al1.4, no spinodal-like features were observed within
the grains, although the secondary phase was perceptible at some grain boundaries, mainly at the
triple grain boundaries as shown in Figure 3.23b. Finally coming to the Co2Cr0.4Al1.6 composition,
no secondary phase was observed even at the grain boundaries as can be seen in Figure 3.23c.
Since the secondary phase observed for Co2Cr0.8Al1.2 and Co2Cr0.6Al1.4 was significantly small,
individual EDX measurements could not be performed. Overall EDX data for Co2Cr0.8Al1.2 and
Co2Cr0.6Al1.4 along with the data for Co2Cr0.4Al1.6 is listed in Table 3.7.
Table 3.7: EDX data for Floating Zone (FZ)-grown Co2Cr0.8Al1.2, Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6
samples.
EDX (atomic %) Co2Cr0.8Al1.2 Co2Cr0.6Al1.4 Co2Cr0.4Al1.6
Phase Co Cr Al Co Cr Al Co Cr Al
Nominal 50 20 30 50 15 35 50 10 40
Overall 50.1 20.8 29.1 50.6 14.3 35.1 51.7 9.2 39.6
Figure 3.24 shows the XRD data for all the three compositions. No strong secondary reflections
were observed for FZ-grown Co2Cr0.8Al1.2 in the XRD data, even though spinodal decomposition
was seen in the BSE images. The main reflection was broader for Co2Cr0.8Al1.2 as compared to
Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 but no perceptible tetragonal splitting as in the case of stoichio-
metric Co2CrAl was seen (inset of Figure 3.24). XRD data could not be refined using the σ-CoCr
tetragonal phase from the stoichiometric Co2CrAl. It is quite possible that the secondary phase had
a different structure, as was observed in the case of Co2Cr0.6Fe0.4Al. The refinement could only be
done using a single Pm3̄m cubic phase and the lattice constant is listed in Table 3.8. The obtained
lattice constant was smaller for Co2Cr0.8Al1.2 as compared to Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6, al-
though all three had similar lattice parameters, suggesting that the lattice was strained due to the
presence of the secondary phase, even when it was less than that of Co2CrAl. Nevertheless, the
secondary phase is indeed less, as compared to Co2CrAl. Even though the Co2Cr0.8Al1.2 composition
still lies in the spinodal regime, but as we had speculated, we have moved towards the edge of the
miscibility gap.
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No additional reflections or perceptible shoulders were observed in XRD data of FZ-grown
Co2Cr0.6Al1.4. Refinement of the XRD data was attempted using the CoAl-type cubic and CoCr-
type tetragonal phases, as in the case for Co2Cr0.8Al1.2, but the secondary phase fraction converged
to zero. The secondary phase fraction was considerably smaller as seen in SEM, and the peaks
overlapped as well, which made it difficult to do a two phase refinement. The data was refined using
a single Pm3̄m cubic phase, as in the case of as-cast samples (Table 3.8).
Since a periodic well-distributed nano-structure in the grains due to spinodal decomposition is
not seen, the Co2Cr0.6Al1.4 composition is out of the spinodal region. In the phase diagram, the
Co2Cr0.6Al1.4 composition possibly falls in the nucleation region (binodal) of the miscibility gap
till room temperature, as small amounts of secondary phase was observed at the grain boundaries.
Even if the spinodal region is encountered at sufficiently low temperatures, the kinetics are likely
too slow for the decomposition to take place.
In the case of Co2Cr0.4Al1.6, phase separation was not observed the SEM. No additional features
were observed in XRD (Figure 3.24) as well, and the data could be well refined using a single
Pm3̄m cubic phase (Table 3.8). The XRD data with refinement along with the details of the various
refinement parameters for all the three compositions are given in Appendix A (Page 148-149).
75
Chapter 3 Co2Cr1−xFexAl: Towards a Novel Half-Metallic Ferromagnet
Figure 3.25: High resolution TEM data for Floating Zone (FZ)-grown Co2Cr0.4Al1.6 sample at
different positions. (TEM data courtesy of Dr. Felix Börrnert)
It seems that a phase-pure sample has been obtained. However, as mentioned earlier, the secondary
phase is sometimes on the order of a few nanometers only, and therefore, might not be seen in SEM.
Therefore, the sample homogeneity and structure were confirmed by using TEM, as shown in Figure
3.25 and no secondary phase was observed even at the nanoscale for Co2Cr0.4Al1.6 (the contrast
seen in the image is due to uneven thickness of the sample and atomic corrugation). We can thus
confidently say that the spinodal decomposition and the solid-state phase transformation has been
successfully avoided.
Magnetic properties
Magnetization measurements were performed for all three compositions. All the samples were found
to be ferromagnetic at room temperature and no transition was observed between 5 K and 300 K.
Figure 3.26 shows the summary of the saturation magnetization for both as-cast and FZ-grown
samples. All the samples were found to be soft-magnetic and a representative M(H) curve is shown
on the side as well. As the extent of spinodal decomposition reduced in Co2Cr0.8Al1.2, the saturation
moment improved relative to the Slater-Pauling value. The ratio improved further in Co2Cr0.6Al1.4,
where a well distributed secondary phase due to spinodal decomposition was not observed. The
saturation moment did not match the Slater-Pauling value, possibly due to the small amount of
secondary phase being still present.
However, Co2Cr0.4Al1.6 although phase-pure, the magnetization did not show expected improve-
ments. It should be kept in mind that the Slater-Pauling rule need not fit so well to the off-
stoichiometric samples, as we are quite far away from the ideal ordered Heusler structure. In addition
to this, off-stoichiometry is a form of deliberate disorder where Al atoms occupy the Cr sites. As has
been already discussed with the various examples in Chapter 1, anti-site disorder may strongly affect
the saturation moment. This may be the reason for the lower saturation moment for Co2Cr0.4Al1.6,
even though the sample was chemically homogeneous.
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Figure 3.26: Magnetization data for as-cast and Floating Zone (FZ)-grown Co2CrAl, Co2Cr0.8Al1.2,
Co2Cr0.6Al1.4 and Co2Cr0.4Al1.6 samples along with the Slater-Pauling values for com-
parison. The magnetization-field curve for Co2Cr0.4Al1.6 is shown as representative
of the soft-magnetic behaviour of all the samples.
Thus the magnetization data also gives a possibility to track the extent of spinodal decomposition
in the system. We have utilized the various data from the annealing and off-stoichiometry experiments
to plot an approximate picture of the miscibility gap which is discussed next.
3.3.3 Extent of immiscibility
The available data from both the annealing of Co2CrAl and the off-stoichiometric samples were
combined to develop the phase-space for the extent of the miscibility gap. So far nothing is reported
in this regards for Co-Cr-Al in the available literature, to the best of our knowledge.
Firstly, based on our data of Co2CrAl FZ-grown samples annealed at different temperatures, we
conclude that the solid-state miscibility gap exists at least until 1250 ◦C in the phase diagram. The
spinodal regime of the miscibility gap in the phase diagram is up to the vicinity of 1000 ◦C. At
750 ◦C, we are well within the two-phase regime as a pronounced secondary phase is seen in sample
annealed at that temperature. The high stability of the secondary phase which is observed, is even
seen for annealed polycrystalline samples by de Teresa et al. [202].
In the next step, as Cr was substituted with Al, the extent of the spinodal decomposition was
reduced. At the Co2Cr0.8Al1.2 composition, the miscibility gap is still encountered. When the
composition was further changed to Co2Cr0.6Al1.4, no spinodal decomposition features were observed.
A small amount of secondary phase was seen at the grain boundaries. The two-phase binodal region
(shaded grey in Figure 3.11) around the spinodal region led to nucleation of the secondary phase.
The secondary phase nucleates preferentially at the grain boundaries as they are sites of higher
energy, what was precisely observed in our case as well.
Finally for Co2Cr0.4Al1.6, in the phase diagram, either the composition is completely out of the
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miscibility gap, or the immiscibility exists at considerably low temperatures where kinetics are too
slow for phase separation or nucleation. Either way, we did not observe any nanoscale secondary phase
in the TEM as well. Thus, we were able to successfully synthesize a phase-pure off-stoichiometric
composition for Co2CrAl, where the miscibility gap was avoided.
We used the available data to a plot a tentative pseudo-binary phase diagram which is shown
in Figure 3.27. An estimate of the melting points of the different compositions was obtained from
the zone temperature during the FZ experiment. Normally, the molten material is superheated to
have an optimal viscosity for the zone formation, and therefore, the temperature of the molten zone
is ∼50 K above the melting point and depending on the composition may even be higher [196].
The melting points are extracted accordingly from the in situ temperature measurements during
the growth and plotted. The error for the pyrometer measurement and thermal fluctuations at the
zone add up to a considerable error in the melting point values, and hence should be considered
qualitatively. A rough linear liquidus is drawn to highlight the trend. The trend fits to the existing
phase diagram data as Co50Al50 has a melting point of approximately 1645 ◦C [234].
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Figure 3.27: Schematic of a tentative pseudo-binary phase diagram for Co2Cr1−xAl1+x.
The maximum of the miscibility gap is not plotted at the stoichiometric Co2CrAl as we do not
have information on the Cr-rich side of the stoichiometric composition, and it is quite possible that
the miscibility gap is even higher in these compositions.
We have seen that the annealing experiments were not successful in obtaining a phase-pure sample.
Nevertheless, annealing the different off-stoichiometric compositions at various temperatures further
revealed the extent of spinodal region. As the miscibility gap became smaller with off-stoichiometry,
it allowed us to find an optimal annealing temperature in order to avoid the secondary phase through
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annealing and subsequent quenching. This would make it possible to avoid the secondary phase
formation, even at smaller off-stoichiometry. However, as mentioned earlier, annealing experiments
do not always work. It may be possible that the secondary phase is highly stable and may not
dissolve fully. Such a phenomenon has been observed in annealing at 1000 ◦C, that the secondary
phase decreased in volume fraction but did not completely go away even after 3 weeks. Desirable
additional experiments at different temperatures and for prolonged time for further analysis may
be tried, but are tedious. More importantly, the focus in the present work was on the quaternary
Co-Cr-Fe-Al system, and the study of annealing and off-stoichiometry in Co2CrAl was only taken
as a test case.
Thus, we have been able to gain a better understanding of the thermodynamics in the Co-Cr-Al
system. More importantly, the concept of substituting Cr with Al, in order to move away from the spin-
odal region has been successfully demonstrated. This approach was extended to the Co2Cr0.6Fe0.4Al
compound, which was our main composition of interest, and the results are discussed in the following
section.
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3.4 Off-stoichiometric Co2Cr0.4Fe0.4Al1.2: A new half-metallic
ferromagnet
So far, we have confirmed the presence of the hitherto unknown solid-state miscibility gap in the
Co-Cr-Fe-Al system and have been able to account for almost all of the issues/anomalous data
reported in the literature. We also explored the strategy to get rid of the inhomogeneity in as-grown
Co2CrAl sample by annealing the sample at high temperatures but we did not succeed in obtaining a
homogeneous sample. On the other hand, we were able to demonstrate that the region of instability
can be successfully avoided through off-stoichiometry.
The composition-variable strategy can be extended to the Co2Cr0.6Fe0.4Al composition, which is
most interesting in terms of properties and applications as outlined earlier. Co2Cr0.6Fe0.4Al being a
quaternary system, there are 4 elements which may be varied among themselves in order to optimize
the composition. At the same time, it should be kept in mind that we do not want to affect the
electronic structure so strongly that all the interesting features are lost. For this reason, interfering
with the Co sublattice was avoided since it plays the most important role in the inherent magnetism
of Co-based Heusler compounds as has been discussed earlier in Chapter 1. Taking the cue from
the off-stoichiometric Co2CrAl, substituting Cr with Al, without affecting the Fe atoms seemed to
be best choice.
Since the extent of spinodal decomposition was found to be much smaller in Co2Cr0.6Fe0.4Al
as compared to Co2CrAl, a small off-stoichiometry was speculated to be sufficient to avoid the
miscibility gap. Therefore, an off-stoichiometric composition Co2Cr0.4Fe0.4Al1.2 was chosen for the
experimentation.
3.4.1 Synthesis and characterization
First, the Co2Cr0.4Fe0.4Al1.2 composition was prepared by arc-melting using at least 4N pure con-
stituents. Figure 3.28a shows the BSE image for the as-cast sample. As in the case of all samples
studied in the series so far, the as-cast Co2Cr0.4Fe0.4Al1.2sample was found to be phase-separated
due to incongruent melting. The phase segregation resulted in two phases - an Al-rich phase and a
Cr-rich phase, Co being more or less same throughout. Table 3.9 shows the EDX data for the two
phases.
Similar to the rest of the series, the two cubic phases in the as-cast sample had similar lattice
constants and thus the XRD data (Figure 3.28b) could only be refined with a single Pm3̄m phase
with a lattice constant of 2.860(2) Å. The details of the refinement for the XRD data are listed in
Appendix A (Page 150).
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Figure 3.28: As-cast Co2Cr0.4Fe0.4Al1.2 sample (a) BSE image shows the two phases (b) X-ray
diffraction data with Rietveld refinement.
Table 3.9: EDX data for as-cast Co2Cr0.4Fe0.4Al1.2 sample.
Phase Co Cr Fe Al
Nominal 50 10 10 30
Al-rich (dark) 48.5 6 6.8 38.7
Cr/Fe-rich (light) 48.6 14.4 12.9 24.1
Overall 49.6 9.3 9.2 31.9
Due to the phase segregated nature, FZ experiment was performed subsequently in order to avoid
the two-phase field below liquidus. Seed and feed rods for the FZ growth were prepared from at
least 4N pure constituents. The conditions for the FZ growth experiment was same as that for the
other samples; a growth speed of 5 mm/hr along with counter-rotation of the seed and feed rod at
∼0.3 Hz were used. The final zone was quenched at the end of the experiment.
The final grown sample is shown in Figure 3.29a. Slight surface oxidation was observed in this
case as well. The grown sample along with the zone were cut and analysed. Figure 3.29b shows the
cross-section of the zone. The melting and solidification interface profiles are marked with white
lines. The solid-liquid interface at the solidification front was convex, and additionally, the interface
curvature was very shallow, as desired. The final part of the grown rod, marked by a vertical white
line in the Figure 3.29a, was used for further characterization and measurements.
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Figure 3.29: Floating Zone growth of Co2Cr0.4Fe0.4Al1.2 (a) Grown rod (vertical white line marks
the final part of the sample for study) (b) zone cross-section (white lines highlight
the interfaces).
Figure 3.30a shows the microstructure of FZ-grown Co2Cr0.4Fe0.4Al1.2, at different magnifications.
The final part of the as-grown sample was found to be phase-pure with multiple grains as per the
BSE data. No segregation was observed at the grain boundaries even at higher magnifications (inset
of Figure 3.30a). The overall composition from EDX is also listed in Figure 3.30a and matches with
the nominal composition within the margin of error of the measurement (The slightly higher Al
composition (∼2 %) is an overestimation due to a technical issue in the EDX measurement).
Figure 3.30: Floating Zone (FZ)-grown Co2Cr0.4Fe0.4Al1.2 sample (a) BSE image along with EDX
data (b) X-ray diffraction data with Rietveld refinement.
The XRD data for the sample is shown in Figure 3.30b. The crystal structure is cubic (Pm3̄m)
with B2-type order as no (111) superlattice reflection is seen. No additional reflections for any
impurity phase are observed as well. The lattice constant from Rietveld refinement is found to be
2.867(4) Å. The details of the refinement are mentioned in Appendix A (Page 150).
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Figure 3.31: TEM data on Floating Zone (FZ)-grown Co2Cr0.4Fe0.4Al1.2 sample (a) bright field
image (b) high resolution image showing nanoscale homogeneity (b) SAED pattern.
(TEM data courtesy of Dr. Felix Börrnert and Marcel Haft)
As already discussed for the FZ growth of Co2Cr0.4Al1.6, an important thing that must be kept
in mind is that in the phase diagram, as one moves towards the edge of the miscibility gap, the
composition may undergo only early stages of the spinodal decomposition. In such cases, the sec-
ondary phase would be of the order of only a few nanometers, and thus, would not be seen in SEM.
Such a small phase fraction would also not reflect any changes in XRD as well. Therefore, a careful
analysis with high resolution TEM was deemed necessary to be able to confirm whether the sample
is really phase-pure.
Figure 3.31 shows the TEM data for FZ-grown Co2Cr0.4Fe0.4Al1.2. No secondary phase is observed
even at the nanoscale. The contrast seen in the image is due to uneven thickness of the sample and
atomic corrugation. The sample is single crystalline in the field of view. The structure and chemical
homogeneity is thus confirmed as the sample was chemically homogeneous even at the nanoscale.
Notwithstanding the phase-purity, the biggest challenge of changing the composition of a system
is that it may affect the electronic structure of the material, and therefore it is essential to clarify
the extent of change in the band structure. In order to check whether the half-metallicity and
the associated features of Co2Cr0.6Fe0.4Al are still retained in the off-stoichiometric sample, band
structure calculations were performed for the Co2Cr0.4Fe0.4Al1.2 composition.
3.4.2 Band structure calculations
The density functional theory (DFT) calculations have been performed using the SPR-KKR (spin
polarized relativistic Korringa-Kohn-Rostoker) code [235] version 5.4. The local density approxi-
mation (LDA) exchange correlation functional parametrization by Vosko, Wilk and Nusair [236]
was used to converge the total energy to an accuracy of better than 10−5Ry. The full shape of
the potential was taken into account with the constraint of spherical symmetry. The disorder on
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Wyckoff position 4b was treated within the coherent potential approximation (CPA) [237], assuming
a mixture of 40% Fe, 40% Cr and 20% Al while assuming integer occupation of the Wyckoff positions
4a and 8c. The band structure calculations are courtesy of Dr. Jan Trinckauf at IFW Dresden.
Figure 3.32 shows the comparison of the density of states for the stoichiometric Co2Cr0.6Fe0.4Al
which was similar to that reported earlier [6], along with the density of states for off-stoichiometric
Co2Cr0.4Fe0.4Al1.2 sample. There was no significant change in the band structure and half-metallicity
is maintained. The density of states at the Fermi level does not go to zero, which is purely an issue
of the type of code used for calculations, as the integrals get rounded off, leading to only a minimum,
as reported in the case of Co2Cr0.6Fe0.4Al [6]. For the same reason, the density of states at Fermi
level in our calculations for both the stoichiometric Co2Cr0.6Fe0.4Al and the off-stoichiometric
Co2Cr0.4Fe0.4Al1.2 composition did not go to zero as well.
Figure 3.32: Comparison of density of states for the stoichiometric Co2Cr0.6Fe0.4Al and the off-
stoichiometric Co2Cr0.4Fe0.4Al1.2 sample using SPR-KKR calculation. (Calculations
courtesy of Dr. Jan Trinckauf at IFW Dresden)
The new off-stoichiometric composition Co2Cr0.4Fe0.4Al1.2 is found to be a half-metallic ferromag-
net, as evident from the gap in the minority states (Figure 3.32). The additional salient features
such as the van-Hove singularity at the Fermi level are also not affected by the change in stoichiom-
etry. There is also no shift in the Fermi edge and εF still remains in the middle of the band gap
(Figure 3.32). All the interesting features of the stoichiometric composition are retained and there
is no significant shrinking or shifting of the band gap.
Thus, we have the prospect of realizing a new half-metallic ferromagnet in the Co2Cr1−xFexAl
series. However, it is deemed important to check whether the various physical properties such as
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saturation magnetization finally fit to the theory, as this discrepancy has been a common problem
in the series [203, 207].
3.4.3 Physical properties
Various physical properties were measured on the FZ-grown Co2Cr0.4Fe0.4Al1.2. The magnetization
data is shown in Figure 3.33. The sample is soft magnetic as can be seen in Figure 3.33a. The
saturation magnetization is found to be 3.11 µB/f.u. which matches well with the Slater-Pauling
value of 3.2 µB/f.u. as calculated from equation 1.10. This is very promising as such a good match
of the saturation magnetization with the Slater-Pauling value has so far not been reported for
Co2Cr0.6Fe0.4Al (compare, e.g., [203]). Moreover, no transitions were observed in the temperature
dependence of magnetization till 5 K (Figure 3.33b), as expected.
High temperature magnetization was also measured and is shown in Figure 3.33c and the Curie
temperature is found to be 790 K using a Curie-Weiss fit for 1/χ. The heating and cooling curve were
slightly different due to surface oxidation of the sample during the measurement. Due to the high
Curie temperature, the saturation field and susceptibility had a negligible temperature dependence
till room temperature.
Figure 3.33: Magnetization data for Floating Zone (FZ)-grown Co2Cr0.4Fe0.4Al1.2 sample (a) Mag-
netization vs. field curve at 5 K (b) Magnetization as a function of temperature (M(T))
in 1.5 MAm−1 field till 5 K (c) High temperature M(T) at 1 MAm−1 field.
Resistivity was measured using a standard four-probe alternating current technique. A 1x1x10 mm
sample was used for the measurement. Figure 3.34a shows the resistivity ρ as a function of tem-
perature in zero magnetic field. Resistivity showed a clear metallic temperature dependence from
50 K till 300 K with an almost linear increase with increasing temperature. There is a resistivity
minimum observed below 50 K with a logarithmic upturn in resistivity at lower temperatures. The
residual resistivity was 0.189 mΩcm with a residual resistivity ratio (RRR) of ρ(300K)/ρR = 1.05.
It was difficult to compare the RRR values to the stoichiometric Co2Cr0.6Fe0.4Al as it is reported to
have a semiconducting behaviour both in bulk as well as films [208–210], possibly due to the phase
segregation. Nevertheless, higher values of RRR have been reported in literature for other Heusler
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compounds, e.g., Co2MnSi [144] and Co2FeSi [238]. The rather low RRR value is likely due to the
B2 -type disorder present in the material. In addition, the sample was not annealed and was thus
expected to contain larger amount of stresses and defects which cause scattering on these defects at
low temperatures.
Figure 3.34: Floating Zone (FZ)-grown Co2Cr0.4Fe0.4Al1.2 sample (a) Resistivity data (b) Specific
heat data with the low temperature fit (2-9 K). (Transport data courtesy of Frank
Steckel; Specific heat data courtesy of Steven Rodan)
Normally, a logarithmic upturn at low temperatures is characteristic of classical Kondo effect, due
to the spin-flip scattering of conduction electrons at the dilute magnetic impurities [239, 240]. It has
been discussed that a resistance minimum in Heusler systems is unlikely to be due to Kondo effect,
specially due to a lack of field dependence. It has been understood that such a low temperature
resistivity minimum is due to scattering at localized moments or a manifestation of electron scattering
at the low-lying excitations of the disordered lattice [152], although an exact mechanism is still not
known. One may speculate of a similar scenario in the present material.
Figure 3.34b shows the specific heat measurement on FZ-grown Co2Cr0.4Fe0.4Al1.2. The specific
heat was measured till 2 K. Heat capacity increased monotonically with increasing temperature and
no transitions were observed. The low temperature regime (2-9 K) was fitted with C = γT +βT 3 as
shown in Figure 3.34b as well. Specific heat coefficient γ was found to be 10.36mJmol−1K−2 whereas
the coefficient of phononic contribution, β, was found to be 0.070 mJmol−1K−4. Only a few reports
exist on specific heat data on Heusler compounds [241, 242], although the phase homogeneity of the
measured compositions has not yet been addressed. A recent work on specific heat measurements
on select Heusler compositions has been done keeping the same in mind [243], where it was shown
that the specific heat coefficient γ for the spinodally decomposed Co2Cr0.6Fe0.4Al is higher than the
phase-pure Co2Cr0.4Fe0.4Al1.2. The higher γ value for the Co2Cr0.6Fe0.4Al composition is possibly
due to contributions from the hexagonal ε-Co phase that separates out. The hexagonal ε-Co has
been reported to have a high density of states (DOS) at the Fermi level [244, 245] and hence, its
presence is expected to lead to a high γ. A recent work also reported similar high DOS for the
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hexagonal cobalt but it was incorrectly labelled as the α phase [246].
Furthermore, the γ value in Co2Cr0.4Fe0.4Al1.2 was higher than those observed for, e.g., Co2FeSi
and Co2FeAl (FZ-grown) which were phase-pure. In the Co2Cr1−xFexAl system, a high γ value is
expected because of the van-Hove singularity in the majority spin direction. Therefore, the observed
higher γ for the off-stoichiometric composition further supports our calculations of the electronic
structure.
In addition to the chemical homogeneity of the sample, the saturation magnetization also matched
nicely with Slater-Pauling value which is unprecedented for Co2Cr1−xFexAl samples in the Cr-rich
side, as was described in the beginning of the chapter. Other physical property measurements, such
as resistivity and specific heat measurements, also did not show any anomalies. The goal of the
present work has been to progress towards a half-metallic ferromagnet, and the physical properties
measured have been found very promising.
We can thus confidently say, that we have discovered a new potential half-metallic ferromagnetic
material, which does not suffer from intrinsic material issues. The physical properties specially
magnetization makes the composition very encouraging towards realizing 100 % spin polarization,
hopefully even at elevated temperatures. Our results are encouraging towards measurement of spin
polarization as a final proof of the half-metallicity and we believe that our results would generate
sufficient interest in the thin film community to prepare adequate samples with the off-stoichiometric
composition for measurements of magnetoresistance and spin polarization.
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3.5 Conclusion
In the first part of this work (Section 3.2), we have performed FZ growth on selected compositions
in the series in order to overcome the incongruent melting behaviour. Based on our results, we have
confirmed the presence of a solid-state miscibility gap in the Co-Cr-Fe-Al system, which leads to
a phase separation at low temperatures via spinodal decomposition [218]. The secondary phase
strongly affects magnetic properties and since the transformation occurs at low temperature, it is
likely to occur in thin films as well. We have thus been able to coherently explain almost all the
anomalous data in literature pertaining to physical properties as well as material issues, for both
bulk samples as well as thin films.
The second part of the work (Section 3.3) focused on understanding the region of immiscibility in
Co2CrAl under the variables of temperature and composition. We showed that annealing treatments
on Co2CrAl are not successful in getting rid of the secondary phase, as the miscibility gap exist
at least till 1000 ◦C [233]. On the other hand, the spinodal decomposition in Co2CrAl could be
completely avoided through changing the composition. Reducing the Cr content in the material
worked well, and a phase-pure Co2Cr0.4Al1.6 was synthesized by FZ technique. Based on the analysis
of the annealing and off-stoichiometry experiments, we have also been able to develop a pseudo-binary
phase diagram for Co2CrAl highlighting the extent of immiscibility.
In the final section (3.4), we have demonstrated that the recipe of off-stoichiometry through
reducing Cr content is successful for quaternary Co2Cr0.6Fe0.4Al composition. We describe a new
composition Co2Cr0.4Fe0.4Al1.2, which can be synthesized as a phase-pure sample using the FZ tech-
nique. The band structure calculations show that the half-metallicity as well as the other interesting
features of Co2Cr0.6Fe0.4Al should be retained in the off-stoichiometric composition, specifically
the Fermi edge being in the middle of the band gap in the minority spin direction as well the
van-Hove singularity at Fermi level along majority spin direction. The magnetization data fit quite
well to the Slater-Pauling value, which has so far not been seen in the quaternary Co2Cr1−xFexAl
system. Additional measurements such as specific heat support the band structure calculations. We
thus present the prospect of new potential half-metallic ferromagnet in the Co2Cr1−xFexAl Heusler





Ordering Phenomena in Co2FeAl0.5Si0.5
Explored via In Situ Neutron Diffraction
4.1 Introduction and motivation
Co2FeAl1−xSix is another quite interesting quaternary Heusler system, like Co2Cr1−xFexAl. Elec-
tronic structure calculations predict half-metallic ferromagnetism along the whole series [8–10], as
in the case of Co2Cr1−xFexAl. In fact, the band gap in Co2FeAl1−xSix is slightly wider than in
Co2Cr1−xFexAl, although it does not have a van-Hove singularity in the density of states at Fermi
energy for the majority spin direction. In addition, being a substitution series between Co2FeAl
and Co2FeSi, it has one of the highest Curie temperatures in the Heusler family, varying between
1100-1200 K, as measured by differential scanning calorimetry (DSC) [12]. In stark contrast to
the Co2Cr1−xFexAl system, the Co2FeAl1−xSix series is thermodynamically stable, and the whole
composition range is reported to exist as a solid solution between Co2FeAl and Co2FeSi.
Figure 4.1: Spin resolved density of states for Co2FeAl0.5Si0.5 showing the Fermi edge in the middle
of band gap (reproduced from Fecher et al. [9]).
As was discussed in the last chapter, one of salient advantages of a quaternary system is that its
various features can be tuned. In the case of Co2FeAl1−xSix with x = 0.5, the Fermi level lies in the
middle of a wide band gap. Figure 4.1 shows the spin resolved density of states for Co2FeAl0.5Si0.5.
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Therefore, the half-metallicity in Co2FeAl0.5Si0.5 is supposed to be robust against small amounts of
disorder and temperature effects, similar to Co2Cr0.6Fe0.4Al. This is advantageous for applications,
as it can be quite difficult to remove disorder completely since partial disorder (B2 or DO3) has been
calculated to be thermodynamically more stable in various Co-based quaternary Heusler compounds
[10].
Efforts have been made to experimentally realize a potential half-metallic ferromagnet in the
Co2FeAl1−xSix system, as well as the ensuing high tunnel magnetoresistance (TMR) ratio. In one
of the early works, magnetic tunnel junctions (MTJs) of Co2FeAl0.5Si0.5 on a MgO substrate were
reported to have TMR ratio of ∼175 % at room temperature with an estimated spin polarization
of 68 % [247, 248], and the MTJs were also reported to have high temperature stability. A similar
TMR ratio of about 196 % at 7 K (125 % at 300 K) was also reported using oxidized Si substrates
[249]. The TMR ratios could further be improved to 390 % at 5 K (220 % at 300 K) [250]. Although
Fermi level tuning was demonstrated in Co2FeAl0.5Si0.5 MTJs, the TMR ratios obtained were lower
than that reported earlier [251]. A study on bulk samples annealed at 873 K for 7 days reported
a spin-polarization of only P = 0.6 measured by Point-Contact Adreev Reflection (PCAR) [8]. A
TMR ratio of 832 % at 9 K (386 % at 300 K) has been reported recently for Co2FeAl0.5Si0.5 junction
with CoFe2O4 ferrite barrier, resulting in a spin polarization of 90 % at 9 K (81 % at 300 K) [252].
The various issues with measurement techniques for spin polarization have been discussed in Section
1.3.1.1, specially their reliability. However, the bottom line is that in spite of being stable and robust
to disorder, along with a high Curie temperature, half-metallicity has not yet been experimentally
confirmed in Co2FeAl0.5Si0.5, and the TMR ratios reported so far, even though quite high, are
considerably lower than what is expected for a half-metallic ferromagnet.
The imperfect spin-polarization and the eluding half-metallic ferromagnetism in Co2FeAl0.5Si0.5
has been attributed to the presence of large amount of anti-site disorder, as it is difficult to obtain
a pure L21 order even in films [8, 247, 251]. As has been discussed in Section 1.4, anti-site disorder
may move the Fermi level out of the band gap, leading to loss of the half-metallic ferromagnetism.
Furthermore, the depolarization effects scale with increasing temperature and the band gap shrinks.
For the ternary end members Co2FeAl and Co2FeSi, the Fermi edge lies at the edge of the band
gap [9], and therefore it has been difficult to obtain high spin polarization and TMR ratios in those
materials. In Co2FeAl0.5Si0.5, although the Fermi level lies in the middle of the band gap [9], different
disorder concentrations have been found to be energetically more stable [8, 10], and therefore, this
material may be specifically prone to partial B2 disorder. It was also reported that the TMR values
in Co2FeAl0.5Si0.5 are sensitive to the amount of B2 order present in a sample [253]. Therefore, a
thrust has been there to understand and improve the ordering in this material.
Conventional synthesis routes for bulk samples of such stable compounds, e.g., arc-melting, are
quite non-equilibrium in nature. Therefore, it is difficult to control the ordering process during
synthesis and the main way to improve the L21 order in a sample is via an annealing procedure. In
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general, it is understood that there are regimes in temperature, where each type of order or disorder
is stable. The annealing profiles in literature for bulk samples are based on the order-disorder
transition temperatures followed by a quenching procedure so that the corresponding order can be
frozen-in.
However, there has been quite a bit of debate over temperature regime of the order-disorder
transitions in the Co2FeAl1−xSix series, specially Co2FeAl0.5Si0.5 as the L21-B2 transition and the
paramagnetic-ferromagnetic transition are quite close to each other. Initially, Balke et al. studied the
order-disorder transitions using differential scanning calorimetry (DSC) [11], and based on the DSC
signal, the L21-B2 transition was attributed to an average transition temperature, although the signal
observed in the representative data was relatively broad. The L21-B2 transition temperature for
Co2FeAl0.5Si0.5 was reported as ∼1125 K [11]. The supposed TL21/B2 transition temperatures were
later assumed to be Curie temperatures in a detailed structural and magnetic study done by Umetsu
et al. [12]. Umetsu et al. further observed an overlap of the structural and magnetic transitions in
the DSC data for Co2FeAl0.5Si0.5, and the TL21/B2 was identified as ∼1150 K. Furthermore, in order
to differentiate the magnetic and structural ordering temperatures, thermo-magnetization was used
in conjunction with DSC. In particular, for Co2FeAl0.5Si0.5, low temperature saturation moment
was in accordance with the Slater-Pauling value, and a Curie temperature of ∼1100 K was reported
[12]. Contrary to the above mentioned reports, a very different L21-B2 transition temperature of
851 K has also been reported for Co2FeAl0.5Si0.5 in a rather recent work using DSC data [84]. It
shall suffice to say, that the issue of order-disorder transitions in Co2FeAl0.5Si0.5 is far from resolved.
The annealing temperature for films post-growth also plays an important role, as they have been
found to strongly affect the TMR properties [253]. A study of the effect of annealing temperature
in Co2FeAl0.5Si0.5 thin films was done using a combination of X-ray absorption spectroscopy, X-ray
magnetic circular dichroism (XMCD), magneto-optical Kerr effect (MOKE) magnetometry, and
Brillouin light scattering (BLS) [254]. Magnetic anisotropy and Kerr amplitude were found to have
an anti-relation with annealing temperature. On the other hand, saturation moments extracted from
BLS do not follow either trend but rather has a maximum for annealing at 575 ◦C. Moreover, in
the same work of Trudel et al. [254], the saturations moments at all annealing temperatures except
at 475 ◦C are higher than the Slater-Pauling value. The orbital-to-spin-moment ratio remained
unchanged for different annealing temperatures. No specific conclusions were drawn with respect to
an optimal annealing profile to be followed, although the MOKE signal was taken to be indicative
of L21 ordering [254].
As we have seen, an optimal annealing profile either for bulk or films, has so far not been agreed
upon in literature. In order to optimize the annealing process towards high quality Co2FeAl0.5Si0.5,
an understanding of the phase stability and order-disorder transitions is pertinent, which itself is
under contention. Since analysing the order-disorder transitions through DSC is a rather indirect
way, the present study attempts to put the discussion to rest through in situ measurements at
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high temperatures. For that purpose, in situ neutron diffraction were performed on powdered as-
cast Co2FeAl0.5Si0.5 samples till 1400 K. In order to probe the ordering in the system, we tracked
the superlattice reflections in diffraction, which helped us to better understand the order-disorder
transition. We were also able to highlight the presence and evolution of antiphase domains and
their interplay with the ordering. Complementary XRD analysis allowed us to better quantify the
ordering and thus optimize the annealing procedure. We shall first briefly explain why neutron
diffraction was chosen for in situ measurements as opposed to X-ray diffraction.
4.1.1 Why neutron diffraction?
Neutrons, being quantum particles, also undergo coherent scattering as per the Bragg’s law, which
is used to describe X-ray diffraction. However, the interaction of neutrons with matter is quite
different than X-rays. X-ray diffraction is due to the electron cloud of the atom and therefore the
scattering factor is larger for higher atomic number, whereas neutrons interact with the nucleus,
and the scattering factor depends on the nuclear potential [255]. Due to this, there is no systematic
variation with the atomic number and scattering by neutrons can even be significantly different for
isotopes. As an example, vanadium, being a transition metal, is almost invisible to neutrons as the
scattering amplitude is approximately zero and therefore, is the material of choice for sample holders
and containers for neutron experiments. Another advantage with neutrons is that the atomic nuclei
act as point-like scatterers compared to the wavelengths involved. Hence, the neutron scattering
factors are independent of the scattering angle, unlike X-rays which interact with the relatively
larger electron cloud. This enables a higher precision in structure determination from high angle
reflections [255].
As already discussed in Section 1.2.2, quantitative determination of atomic disorder through
X-ray diffraction is relatively difficult in Heusler compounds due to the small relative intensities of
superlattice reflections which may be further reduced depending on composition as well as disorder.
On the other hand, due to the different scattering cross-sections in neutrons, the superlattice
reflections can have considerably higher relative intensity depending upon the composition, which
would allow for a more accurate determination of disorder.
Neutrons also have spin in contrast to X-rays, and therefore interact with the magnetic moments of
the electrons. Since neutron diffraction probes the magnetic structure of the material as well, in situ
measurements may also allow us to track the ferromagnetic ordering in Co2FeAl0.5Si0.5. In addition,
the microscopic magnetic structure is very sensitive to the structural ordering in the material,
specially in the case of Heusler compounds and therefore, may act as an additional parameter to
study the order-disorder transitions.
Moreover, in Co2FeAl0.5Si0.5 the L21-B2 ordering and the ferromagnetic ordering regimes seem
to overlap [12]. The interplay between the magnetic and structural ordering, as to whether they
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drive each other or they are independent, still remains an open question. So far, magnetic ordering
was reported to increase the chemical interchange energy for B2 disorder, thereby stabilizing the
L21 structure whereas, on the other hand, chemical ordering from B2 to L21 was found to have no
perceivable effect on the Tc [12]. These conclusions are based on indirect DSC measurements along
with a simplified numerical analysis, and thus needs better scientific evidence. In additional to that,
the origin of a possible magnetic contribution to interchange energy, which has been reported in
Co-Fe and Fe-Al binary systems, is still unknown [256, 257]. Neutron diffraction may also be able
to shed light on these issues.
Neutron diffraction was, therefore, the technique of choice for this study as it offered all those
significant advantages.
4.1.2 Experimental details
For the purpose of the study, polycrystalline samples of Co2FeAl0.5Si0.5 were prepared using the
arc-melting setup (see Section 2.2.1). Two batches of samples were sealed in quartz ampoules
and annealed at 1000 K and 1273 K respectively for 7 days and subsequently quenched in water.
The choice of annealing temperature was based on the literature [11]. The annealed samples were
subsequently milled to a powder using a motorized mortar and pestle. An additional as-cast sample
was pulverized for in situ annealing experiment. All the samples were extensively characterized at
every stage. Later in the thesis, we shall discuss measurements on additional samples annealed after
the neutron diffraction experiments, and therefore, we shall henceforth refer to both the samples
annealed for the neutron diffraction together as ‘prior-annealed’ samples.
The neutron diffraction was performed with Dr. Matthias Frontzek at the Cold Neutron Powder
Diffractometer (DMC) station in the Swiss Spallation Neutron Source (SINQ) at the Paul-Scherrer
Institute (PSI) in Villigen, Switzerland. A neutron wavelength of 2.4576 Å was used for the mea-
surements. Two different setups were used in the experiment; a simple sample holder for the room
temperature measurements and a high temperature furnace setup for the in situ measurement. In
principle, the high temperature furnace itself could be used for room temperature measurements.
However, a separate sample holder was used to measure as-cast and prior-annealed samples as it
was simpler and faster to change the samples.
First, the as-cast and the prior-annealed samples were sealed in vanadium sample holders for room
temperature neutron diffraction measurement as shown in Figure 4.2a. After the room temperature
measurements, the as-cast sample was sealed in a quartz ampoule to avoid oxidation during the in
situ measurements at high temperatures. The quartz ampoule was placed inside a vanadium crucible
with thermocouple which was placed inside a furnace with vanadium windows to allow for neutron
transmission. The schematic is shown in Figure 4.2b. The thermocouple was directly attached to
the sample holder to get as accurate measurement as possible.
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Figure 4.2: Sample holders for powder neutron diffraction (a) room temperature measurement (b)
in situ measurement (fixed inside furnace).
Different measurement profiles were set up in the high temperature in situ diffraction mea-
surements which is shown in Figure 4.3a-c. The sample was monitored for changes during the
heating/cooling as well. After the experiment, high temperature measurements were done on an
empty furnace according to the profile shown in Figure 4.3d, so that the background contributions
may be identified.
Figure 4.3: Measurement profiles for the in situ experiment on Co2FeAl0.5Si0.5 (a) 1st heating
profile (b) 2nd heating profile (c) cooling profile (d) profile for backgroundmeasurements
with empty furnace.
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An important thing to keep in mind is that in our experimental setup, the neutron flux is constantly
monitored just before the sample position. In the output data, the intensities from the detector
are automatically normalized to the neutron flux. Thanks to that, the diffraction patterns can be
directly compared for any changes and need not be further normalized. This is particularly helpful
for observing changes in the main reflection. Otherwise, as in the case of laboratory X-rays, the
patterns have to be normalized with respect to the maximum intensity in order to compare changes
in the superlattice reflections.
A rather unfortunate aspect of the high temperature setup at the experimental station was that
the furnace is not calibrated after purchase, and the calibration of the manufacturer is used for all
subsequent measurements. Due to this, an error of up to ∼2 % is expected in the temperature value,
specially at higher temperatures. Due to this, an accurate comment on the various temperatures
may not be possible.
The samples for the neutron diffraction experiments were well characterized, and the data is
presented next, before we discuss the data from neutron diffraction.
4.1.3 Characterization of samples for neutron diffraction
The as-cast sample and both the samples annealed at 1000 K and 1273 K, respectively, were found to
be homogeneous and phase-pure. All the three samples were polycrystalline in nature, as expected
from the arc-melting synthesis. An exemplary backscattered electron (BSE) image for the as-cast
sample is shown in Figure 4.4a. The composition was found to be approximately nominal from the
energy dispersive X-ray spectroscopy (EDX) data, within the marginal error of the equipment, given
in Figure 4.4a as well.
Figure 4.4b shows the X-ray diffraction patterns for the as-cast and prior-annealed samples. All
the three samples had same crystal structure (Fm3̄m). Intensity ratio of the (111) superlattice
reflection was quite smaller than that for the ideal L21 order (as obtained from PowderCell software
[47]). Both the as-cast and prior-annealed samples had similar lattice constants, as calculated from
Rietveld refinement, and are summarized in Table 4.1. The XRD data with refinement along with
the details of the refinement are given in Appendix A (Page 151-152). No substantial correlation
could be made between the lattice constants and the annealing temperatures.
It is known that Co2FeSi prefers to order in L21 whereas Co2FeAl almost always orders as B2.
Therefore in order to take into account the B2 disorder, Rietveld refinement of the XRD data was
done with the assumption that the mixing between Y (4a) and Z (4b) sublattice was only between
Fe and Al for the sake of simplicity. A good refinement could be obtained using this scheme and
the values for all three samples are also listed in Table 4.1. The amount of B2 -type disorder for the
as-cast sample was quite high (∼55 %). As calculated from Rietveld refinement, an improvement of
about ∼17 % in the L21 order was observed for the sample annealed at 1000 K, whereas the sample
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Figure 4.4: Characterization of the as-cast and prior-annealed Co2FeAl0.5Si0.5 samples for room
temperature neutron diffraction (a) exemplary BSE image for the as-cast sample
showing the grains and the EDX data below (b) X-ray diffraction patterns for all three
samples plotted with a y-axis offset (inset shows the (111) and (200) peaks).
annealed at 1273 K only improved by about ∼13 % in the L21 order. The annealing experiments
indeed lead to a reduction in the disorder although the change was not as considerable as expected
or widely understood.
Table 4.1: Rietveld refinement of the X-ray diffraction data for the as-cast and prior-annealed
Co2FeAl0.5Si0.5 samples.
Sample Space group Lattice constant (Å) B2 disorder (%)
As-cast Fm3̄m 5.683(4) 55.1
Annealed-1000K-WQ Fm3̄m 5.681(4) 37.7
Annealed-1273K-WQ Fm3̄m 5.682(4) 41.8
Although, B2 -type anti-site disorder was taken into account during refinement, the relative inten-
sities of the superlattice reflections were quite small. The effect of anti-site disorder on the reflections
in XRD has already been discussed in Section 1.2. Due to the diminished intensities, in addition
to the noise associated in standard laboratory XRD measurement, the values for anti-site disorder
obtained from refinement have a large error. Therefore, the values for the phase fractions listed
in Table 4.1 should be taken as purely indicative of a general trend of improvement of L21 order
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rather than quantitatively. It is also possible that small amounts of other types of disorder such as
DO3-type might be present in the samples but it was rather difficult to address multiple disorders in
the XRD analysis. Nonetheless, annealing did help to improve ordering, although the improvement
was not so much. Additionally, the (111) superlattice reflection seemed to be a bit broad as compared
to the (220) or (200) reflection, both in as-cast as well as in the annealed samples. Unfortunately,
the intensities were too small to make any detailed analysis.
Magnetization measurements were performed on all three samples and the saturation magneti-
zation is plotted in Figure 4.5a. The saturation moments at 5 K matched with the Slater-Pauling
value, within the error of the measurement, which is mostly due to the error in the measurement of
the sample weight. It is of note that the sample annealed at 1000 K had a slightly lower saturation
than that of the as-cast sample, whereas the 1273 K annealed sample had a slightly higher value.
This is likely due to the extents of different disorders in the samples. A saturation moment higher
than the Slater-Pauling value due to small amounts of DO3-type of disorder has been discussed
earlier [109], that might have led to such an effect in the as-cast sample as well as for the sample
annealed at 1273 K.
Figure 4.5: (a) Saturation magnetization for the as-cast and prior-annealed Co2FeAl0.5Si0.5 samples
(inset shows the M(H) curve at 5 K for as-cast sample) (b) High temperature M(T)
data for as-cast Co2FeAl0.5Si0.5 sample with an inset showing the Curie-Weiss fit.
All the samples were soft-magnetic and the M(H) at 5 K is shown in the inset of Figure 4.5a as an
example. Curie temperature was calculated from Curie-Weiss fit of high temperature magnetization
data and was found to be 1105 K (Figure 4.5b). This is accordance with what has been deduced
from the DSC measurements [12, 84]. No other transitions were observed in the measurement. The
small difference in the heating and cooling curves of the high temperature magnetization is likely
due to surface oxidation of the sample.
After the structural and magnetic characterization, the samples were subsequently taken for the
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neutron diffraction measurements, which are discussed next.
4.2 Neutron diffraction experiments
4.2.1 Measurements on as-cast and prior-annealed samples
Samples annealed at 1000 K and 1273 K were measured in the room temperature setup along with
the as-cast sample for comparison. Each measurement was done for 4 hours. To begin with, the
relative intensity of the superlattice reflections were considerably higher than that in XRD, the
reason for which has been discussed in Section 4.1.1. This can be clearly seen in Figure 4.6 where
the superlattice reflections are much intense than for XRD in Figure 4.4, and is thus expected to
allow for a much reliable determination of the lattice parameters and ordering. Also, since a much
larger wavelength was used in the neutron diffraction (λ = 2.4576 Å) as compared to laboratory
X-rays used in our study (λMo−Kα = 0.70926 Å), quite a fewer number of reflections were seen in
the same 2θ range, and only the reflections corresponding to (111), (200) (220) and (311) planes
were observed. Small background reflections from the Al foil used in the sample holder were also
observed (marked by asterisk ‘∗’ in Figure 4.6).
Figure 4.6: Room temperature neutron diffraction for as-cast and prior-annealed Co2FeAl0.5Si0.5
samples (asterisk ‘∗’ marks the background reflections from the Al foil).
As observed in the XRD data, the relative intensities of (111) are higher for both the annealed
samples than for the as-cast sample, as is expected for higher ordering due to annealing. The 1000 K
annealed sample also has a slightly higher intensity at the (111) reflection as compared to the 1273
K annealed sample which would normally signify higher L21 ordering. This is accordance with the
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XRD data as the sample annealed at 1000 K had a relatively higher L21 order (refer Table 4.1). The
relative intensities of the (111) reflection cannot be directly used to calculate L21 order as depending
on the magnetic structure, there is an unequal magnetic contribution to all the reflections.
A change in the intensity of the (220) reflection after annealing is also seen. There was a significant
increase in the (220) intensity for the annealed samples. It is likely due to the changes in magnetic
structure upon improved structural order. The difference in the extent of disorder for the two
annealed samples could lead to difference in the intensity of the (220) and (111) reflections. It may
be possible that the magnetic contribution was transferred from the (220) reflection to the (111)
reflection.
An additional noticeable feature in the diffraction data is the relative broadening of the (111) and
(311) reflections for as-cast sample as compared to the (200) and (220) reflections, and this selective
peak broadening still remains after the annealing. Various microstructural features affect the peak
shape in diffraction and in order to analyse the selective peak broadening, line profile analysis was
performed.
4.2.1.1 Line profile analysis of neutron diffraction at room temperature
In order to quantify the peak broadening, peak fitting was done on the neutron diffraction data
for the three samples. The fitting was done with a Pseudo-Voigt function using Xpert Highscore
Plus software [258]. The background was fitted with a polynomial function. Pseudo-Voigt function
P, is a linear combination of a Gaussian (G) and a Lorentzian function (L) [259] as given in the
equation 4.1:
P = ηL+ (1− η)G (0 ≤ η ≤ 1) (4.1)
η is known as the shape factor, and gives the fraction of the Lorentzian contribution to the peak
shape on top of the basic Gaussian function. Various microstructural features manifest as predom-
inantly either Gaussian or Lorentzian contribution to a Bragg reflection. For example, crystallite
shape is mostly a Gaussian contribution whereas crystallite or domain size features are mostly
Lorentzian [259]. Therefore, comparing the shape factor for samples with different processing routes
would allow us to compare them which may give us an idea of the underlying differences between
the annealing processes. Another parameter that can be obtained from fitting is the integral breadth.
This is the ratio of the peak area to the peak height. Integral breadth gives information about the
broadness of the peak in general, and thus, can be used to check if the peaks are getting sharper
upon annealing.
The shape factor and integral breadths for (111), (200) and (220) reflections obtained from peak
fitting as discussed above are plotted in Figure 4.7. The (200) and (220) reflections did not undergo
much change upon annealing, both in terms of the shape factor and the integral breadth. However,
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the observation was different for the (111) reflection. For the (111) reflection in the as-cast sample,
both the shape factor and the integral breadth had a considerably higher value than the (200) and
(220), implying significant peak broadening. There was a reduction in shape factor as well as the
integral breadth for both the annealed samples. A slightly higher reduction in both parameters was
observed for the sample annealed at 1000 K.
As per the diffraction theory, the integral breadth has a θ-dependence [260]. For a standard sample,
the integral breadth should be higher for reflections at higher angles. However, (111) reflection in our
data does not follow this trend for both the as-cast and the prior-annealed samples. In all the three
samples, the integral breadth of (111) reflection was higher than that of (200) reflection. For the
as-cast sample, integral breadth of (111) reflection was ever higher than that of the (220) reflection,
which is at a much higher 2θ. The strong deviation from the trend in our sample suggests a large
density of defect/disorder/deformation which was most likely not healed fully with either of the two
annealing procedures, although annealing at 1000 K seems to be comparatively more efficient in
reducing the defects.
Figure 4.7: Line profile analysis of room-temperature neutron diffraction data for as-cast and
prior-annealed Co2FeAl0.5Si0.5 samples at room temperature (a) Shape factor and (b)
integral breadth for (111), (200) and (220) reflections.
The selective peak broadening at (111) reflection, as reflected in a large integral breadth and shape
factor, could be due to various reasons. A high shape factor means a large Lorentzian contribution
which is generally due to crystallite or domain size features. A possible scenario in materials which
are prone to disorder is the presence of regions of different types of order/disorder, distributed
randomly in the material. These regions of either ordered or disordered structure are known as
antiphase domains. The interface between two regions with different order/disorder is a type of
stacking fault defect, and is referred to as antiphase domain boundary. Antiphase domains have
been extensively studied in binary ordered alloys, and TEM is normally used for a direct observation
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[261–264]. Figure 4.8a shows the well-formed antiphase domains in Fe-Al binary alloys as seen in
TEM [265].
Since, in principle, antiphase domains of the disorder structure as well as the antiphase domain
boundaries are types of defect, the presence of antiphase domains and domain boundaries may
also affect the diffraction data, but the type of effect depends on the structure of the ordered and
disordered systems of a material. As an example, the presence of antiphase domains may affect the
peak intensities, e.g., in hexagonal closed packed ordered structure, but the integrated intensities are
not affected [266]. The antiphase domain boundaries are only stable along certain crystallographic
planes depending on the structure, due to energy considerations [267]. Thus, any associated effects
due to the presence of antiphase domains and domain boundaries will manifest on the superlattice
reflections [268]. If the domains size is sufficiently small, it may lead to size effects in diffraction
such as peaks broadening. Since the antiphase domain boundaries affect only superlattice reflections,
presence of antiphase domains may lead to selective peak broadening [268].
Figure 4.8: Antiphase domains as seen in TEM (a) well-formed distinct antiphase domains in
Fe-25.5%Al (reproduced from Swann et al. [265]) (a) Nanoscale, diffused antiphase
domains in annealed bulk Co2FeAl0.5Si0.5 sample (reproduced from Nakatani et al.
[8]).
Such selective peak broadening in diffraction data due to antiphase domains have been reported
for different materials [198, 269–271]. Formation of antiphase domains upon deformation confirmed
via TEM has been shown to lead to selective peak broadening of superlattice reflections in Pd2MnSn
Heusler compound [272]. We believe that a similar scenario is valid for our samples as well, since
there was a significant amount of disorder present for both as-cast and prior-annealed samples.
Nakatani et al. [8] have showed through TEM that the antiphase domains in Co2FeAl0.5Si0.5 were
less than 50 nm in size for annealed polycrystalline samples (Figure 4.8b). They also commented
on the peak broadening at (111) reflection in XRD data as resulting from antiphase domains but
the intensities were too low to clearly perceive the peak broadening. A similar situation was seen
in our XRD data as well (Figure 4.4b). Due to the increased relative intensities of the superlattice
reflections in neutron diffraction, the selective peak broadening at (111) could be clearly observed.
Furthermore, as the Lorentzian contribution was high only for the (111) reflection, this confirms
103
Chapter 4 Ordering Phenomena in Co2FeAl0.5Si0.5 Explored via In Situ Neutron Diffraction
that the effect in our case was indeed selective, and was most likely due to the antiphase domains.
Furthermore, antiphase domain boundaries are technically stacking faults, and are formed along
specific crystallographic directions depending on the type of the disorder. Antiphase domain bound-
aries in intermetallic systems containing L21/B2 antiphase domains have been calculated to be only
stable along displacement vector f=〈111〉 [267], and thus only (111) and corresponding higher-order
peaks are expected to be affected by broadening. A similar scenario is observed in our data for both
as-cast and annealed samples.
We believe that due to sample preparation by casting, large amount of disorder exists. We also
expect that the resulting antiphase domains are quite small as they lead to selective peak broadening.
Nanoscale antiphase domains in Co2FeAl0.5Si0.5 have been reported and were also understood to be
the cause of apparent selective peak broadening in XRD [8]. Upon annealing, as the volume fraction
of disorder goes down, these antiphase domains should also reduce. However, since the annealing
treatment does not lead to a large increase in L21 (Table 4.1), significant antiphase domains are
possibly still present afterwards. In addition, it seems that although both the annealing procedures
do lead to an increase in the volume fraction of L21 regions, the supposedly nano-sized antiphase
domains containing B2 disorder, do not grow or coalesce as one would expect. In principle, the
domain evolution during annealing should be analogous to grain-growth. In addition to the time and
temperature parameters, grain-growth is also dependent on the cooling rate. It could be possible
that quenching the sample from high temperatures might have an effect on the antiphase domain
and domain boundary evolution.
Furthermore, on comparing the prior-annealed samples, the sample annealed at 1000 K had a
higher L21 order than the sample annealed at 1273 K which is above the reported order-disorder
transition. Along similar lines, the selective peak broadening was also less for the 1000 K annealed
sample as seen from the line profile analysis. Clearly, the evolution of antiphase domains is different
in the samples annealed above and below the L21-B2 order-disorder transition. It is possible that
there is a correlation between the ordering phenomenon and the morphology and distribution of
antiphase domains.
However, in both the prior-annealed samples, there is considerable selective peak broadening,
even though the (111) superlattice reflection is sharper for the sample annealed at 1000 K. More
importantly, it is known from the XRD data that either of the annealing procedures was not able
to significantly reduce the disorder. In order to obtain a higher L21 order, it is important to better
understand the order-disorder regimes, so that the annealing procedure may be optimized. For this
purpose, high temperature in situ measurements were performed on the as-cast sample and are
discussed next. The effect of the annealing temperature and the subsequent cooling rate on the
antiphase domain evolution, as well as a possible convolution with the ordering phenomena were
studied as well.
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4.2.2 High temperature in situ measurement
For the in situ measurement, the furnace was installed and the as-cast sample was transferred to
the high-temperature sample holder (Figure 4.2b). Figure 4.9 shows the measurement of the as-cast
sample at 300 K in the high temperature setup. As it was mentioned earlier, due to a longer neutron
wavelength as compared to Mo Kα or even Co Kα, only (111), (200), (220) and (311) reflections
were seen till 95◦. Since the initial measurement at 300 K was on the same sample as that in the
room-temperature setup, it allowed us clearly assign/distinguish the background (marked by an
asterisk ‘∗’ in Figure 4.9). This was further confirmed from the background measurements done at
various temperatures once the in situ experiment was over and the data for all the measurements
are given in Appendix B (Page 153). The background measurement at 300 K are also plotted in
Figure 4.9 for reference. The background data are plotted with a small offset along y-axis in order
to better distinguish the background reflections.
Figure 4.9: Neutron diffraction on as-cast Co2FeAl0.5Si0.5 sample at 300 K in the in situ setup along
with background measurement on empty furnace at 300 K, plotted with a small y-axis
offset for better visualization (red arrow marks the peak from furnace contamination).
All the background features observed during the in situ measurements have been accounted for,
except the peak at ∼ 72◦ (Marked with red arrow in Figure 4.9). The peak was observed for the
heating profiles of the in situ measurement and was absent during cooling (Figure 4.12a, vide infra)
and the subsequent background measurements (see Appendix B on page 153). This feature is not
from the sample, as the peak was not seen in measurement done on the as-cast sample in the room
temperature setup. Most likely, there was some contamination on the furnace, e.g., from earlier
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measurements, which evaporated or decomposed when the furnace was heated till 1400 K and was
thus not seen in measurements afterwards. Moreover, the background measurements were performed
after the annealing experiment, it was not observed there possibly for the same reasons.
In the first heating profile, as shown in Figure 4.3a, measurements were performed at 300 K,
950 K, 1000 K, 1100 K and 1273 K with a 5 K/min heating rate in-between. Each measurement
was done for 4 hours except 950 K where the measurement was done for 2 hours, just to be sure of
the start of the order-disorder transition.
Figure 4.10a shows a stack-plot for the diffraction data obtained for the 1st heating profile where
the (111) (200) (220) and (311) reflections have been labelled. A small systematic decrease of
the intensity for all reflections with increase in temperature is expected due to the Debye-Waller
factor (thermal vibrations) [273], in the absence of any transitions. This can in clearly seen for the
(220) reflection as it is not affected by the order-disorder or magnetic transitions. Nevertheless, the
intensity of the (111) superlattice reflection is strongly affected at 1100 K, and at 1273 K no intensity
is perceptible in the same 2θ range. On the other hand the (200) superlattice reflection seem to
undergo a gradual change as well, like the (220) reflection. The drastic change in the intensity of
(111) reflection above 1000 K is due to the L21-B2 order-disorder transition, as the (111) intensity
becomes zero for a sample with complete B2 disorder.
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Figure 4.10: Neutron diffraction performed in situ on Co2FeAl0.5Si0.5 (a) 3D stack-plot (small x-
and y-axis offset) for the measurements in 1st heating profile (b) Intensities for 1st
heating profile as obtained from peak fitting.
In order to better visualize the changes with temperature, peak fitting was done using the
Pseudo-Voigt function (Equation 4.1), as discussed earlier. Figure 4.10b shows the intensities of
(111) and (200) and (220) reflections for the 1st heating profile, as obtained from peak fitting.
During the first heating profile, the intensities for (111), (200) and (220) did not change considerably
till 1000 K due to the absence of any transition. However, unlike the (200) and (220) reflections, a
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small increase is seen in the (111) intensity going from 950 K to 1000 K (Figure 4.10b). The increase
in (111) intensity may be understood as coming from an increase in L21 order in the sample due to
an effective short-term annealing, during the time spent for diffraction measurements at 950 K and
1000 K, as well as during the heating in-between. At 1100 K, the (111) superlattice reflection was
significantly reduced due to L21-B2 transition and was absent at 1273 K.
In principle, the (200) superlattice reflection intensity should not be affected by the L21-B2
ordering, although the rate of decrease in the (200) intensity is higher above 1000 K, as is visible
from the slope in Figure 4.10b. This is likely because of two reasons. Firstly, the Curie temperature for
the material is also around 1100 K, as was seen in high temperature magnetization data (Figure 4.5b),
and the magnetic contribution are expected to be reduced in the paramagnetic regime. A small
change of slope for the (220) intensity between 1000-1100 K is likely due to the same reason. In
addition to the change in magnetic contribution, A2 disorder is also likely to become prominent at
higher temperatures, which would lead to an decrease in the intensity of (200) reflection, specially
above the L21-B2 transition.
As the next logical step, it was decided to closely examine the tentative L21-B2 transition.
Based on calorimetry measurements, the transition temperature is reported to be ∼1125 K [11, 12].
However, in our measurements at 1100 K, the (111) superlattice reflection was quite small, which
suggests that at 1100 K, majority of the L21-B2 transition is already over, in contrast to that
reported in the literature. However, it must be kept in mind that the difference in the value of
the transition temperature with literature may be partly due to the issue with calibration of the
furnace mentioned earlier in Section 4.1.2. Moreover, it is also possible that there is an offset in
the calorimetry measurement due to the cooling rate of 10 K/min which makes it non-equilibrium,
as opposed to our in situ experiment where the sample is kept 1000 K and 1100 K for 4 hours in
the 1st heating cycle, along with a heating rate of 1 K/min in-between, resulting in a relatively
near-equilibrium measurement. Nonetheless, since as per the 1st heating profile in the setup, the
majority of the L21-B2 transition was observed between 1000 K and 1100 K, it was decided to focus
more on that temperature range in the subsequent measurements.
In order to have a closer look at the L21-B2 transition, the second heating profile was set up
(Figure 4.3b). Sample was first cooled to 1000 K and 2nd heating profile was set up. One hour long
measurements were performed at every 5 K between 1000 K and 1100 K, with a 1 K/min heating
rate in-between (Figure 4.3b).
Figure 4.11a shows 3D stack-plot for the diffraction measurements. First thing to note is that
the sharp transition as expected from the literature based on DSC measurements was not observed
[11, 12, 84]. The changes in peak intensities around the transition, and the gradual reduction in the
(111) reflection due to increasing B2 disorder can be seen in the inset Figure 4.11a. Moreover, the
complete L21-B2 transition is expected to be larger than 100 K as the transition is not complete at
1100 K, since there is a finite intensity of the (111) superlattice reflection. Needless to say, indirect
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measurements such as DSC, which is popular in literature to study such order-disorder transitions,
see e.g., [79–83], do not provide complete information about the nature of the transition.
Peak intensities obtained from peak fitting are shown in Figure 4.11b. The intensities for all three
(111), (200) and (220) reduce almost linearly with temperature. The (111) superlattice reflection
reduced at a greater rate than the other reflections due to the L21-B2 transition, as expected.
The changes in the magnetic contributions due to the ferromagnetic-paramagnetic transition are
also expected in the same temperature regime, but no distinction could be made between the two
transitions.
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Figure 4.11: Neutron diffraction performed in situ on Co2FeAl0.5Si0.5 (a) 3D stack-plot (small
x- and y-axis offset) of the measurements around the L21-B2 transition showing a
gradual change (inset) (b) Intensities for 2nd heating profile as obtained from peak
fitting.
The overall changes in the (200) and (220) intensities over the temperature range were small (see
Figure 4.11a). The change here was mainly due to the Debye-Waller factor since both peaks should
not be affected by L21-B2 transformation. The Debye-Waller factor is a function of the scattering
factor, q, which in turn is a function of θ [273]. The θ-dependence of Debye-Waller factor leads to
a slight difference in the rate of change of intensities at (200) and (220) [274], which was observed
in our data as well. As mentioned earlier, the change in the magnetic contributions as the Curie
temperature is quite close, as well the changes due to A2 disorder are also likely to be convoluted
with the Debye-Waller factor.
Following the 2nd heating profile, the sample was heated to 1400 K (the maximum temperature
of the furnace) with 5 K/min, and a 4 hour measurement was performed. At 1400 K, the (200)
reflection is also quite small, which is mostly due to a predominant A2 -type disorder (mixing of all
the three X, Y and Z sublattices) at such high temperatures, since the intensity of (200) reflection
is zero for a complete A2 disorder.
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Finally, a cooling profile was set (Figure 4.3c), where 1 hour long measurements were performed
at every 100 K between 1400 K and 400 K with a cooling rate of 5 K/min in-between. As cooling
of the furnace from 400 K to 300 K took a lot of time, it was not measured. No changes were
observed earlier during the heating from 300-400 K in the 1st heating profile, and no transition has
also been reported in literature in that temperature range. Regarding the thermodynamic changes,
the kinetics are known to be too slow in that specific temperature regime. Hence, it can be safely
assumed that the sample is same at both the temperatures, and the diffraction data at 400 K is
therefore, equivalent to those at room temperature.
Figure 4.12a shows the stack-plot for all the measurements during the cooling profile. The sharp
increase in the (111) reflection below 1100 K due to the B2 -L21 transition can be clearly seen.
The intensities of the (111), (200) and (311) reflections as obtained from peak fitting are plotted in
Figure 4.12b. The temperature scale is plotted from 1400 K to 300 K so that the changes can be
better visualized.
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Figure 4.12: Neutron diffraction performed in situ on Co2FeAl0.5Si0.5 (a) 3D stack-plot (small
x- and y-axis offset) of measurements during the cooling profile (b) Intensities for
cooling profile as obtained from peak fitting (plotted with decreasing temperature
along x-axis for better visualization).
As expected, the (111) reflection underwent a sharp increase below 1100 K because of the B2 -L21
transition as well as the magnetic contribution due to ferromagnetic ordering. However, the sharp
increase in the (111) intensity is observed till 900 K, in contrast to the 1st heating profile where
the decrease was seen only after 1000 K. The large increase in the (111) intensity from 1000 K to
900 K could also be due to a similar short-term annealing effect, as discussed for heating between
950 K and 1000 K, during the measurement time at 1000 K and 900 K as well as during the slow
cooling of the sample in-between. The effective annealing below the B2 -L21 transition would result
in a higher L21 order thereby leading to a sharp increase in the intensity of the (111) superlattice
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reflection. Nevertheless, the change in (111) intensity around the B2 -L21 transition is observed over
a temperature range of 100-150 K. Both the structural and magnetic transitions seem to overlap as
only a broad change is seen, similar to what was observed during the 2nd heating profile.
On the other hand, the main cubic (220) reflection did not undergo any significant changes upon
cooling except due to the Debye-Waller factor (Figure 4.12a), although there does seem to be a
small increase in the intensity of (220) reflection for the measurements at 1000 K and 900 K, which
may also be from increased magnetic contributions due to higher L21 order, as a result of short-term
annealing discussed above.
The (200) reflection increased gradually on cooling from 1400 K to 800 K. The increase is likely
due to a combination of A2 -B2 transformation and B2 -L21 transition in addition to the magnetic
structure due to paramagnetic to ferromagnetic transition. The change in the (200) intensity is
gradual from 1400 K and no regime of B2 -A2 transition is observed. It could be that the transition
regime is at a higher temperature but it is rather unlikely as the (200) at 1400 K is already quite
small, suggesting that the A2 disorder is predominant. At 800 K and below, the trend of the change
in (111) intensity was the same as (220) reflection.
In order to compare the changes at 1400 K, the diffraction pattern for the measurement done
at 1400 K is plotted against the initial 300 K measurement in Figure 4.13a. The shift in the peak
positions is expected and is mostly due to the lattice expansion with temperature. Regarding the
intensities, the (220) reflection was considerably smaller in intensity at 1400 K as compared to
300 K, primarily due to the Debye-Waller factor [273]. Furthermore, no (111) superlattice reflection
is seen as the sample is considerably above the L21 regime. At such high temperatures, complete
A2 disorder is expected, which would lead to extinction of the (200) reflection as well. However,
there is a small intensity for (200) superlattice reflection, which suggests that a small amount of B2
disorder is still present.
Since the whole in situ experiment involved extended measurements over 3 profiles, and took
approximately 3 days to finish, the sample can be considered to have undergone an alternate
annealing procedure, with a relatively slow cooling as compared to the conventional quenching
approach. It is thus important to compare the final data after the in situ experiment to that of the
as-cast sample. For the sake of differentiation with the prior-annealed samples which were quenched,
the final sample after in situ experiment shall be hereafter referred to as the ‘in situ annealed’
sample in further discussion.
In order to better visualize the changes after the in situ experiment, the comparison of the
room temperature measurement on the in situ annealed sample (400 K) versus the initial 300 K
measurement representative of the as-cast sample is shown in Figure 4.13b. Firstly, the relative
intensity of the (111) reflection was significantly higher for the post-annealed sample which is
suggestive of a higher L21 fraction in the sample. Moreover, a significant change can be seen in
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the peak shape before and after the in situ experiment. As discussed earlier, the (111) reflection
is significantly broad for the as-cast sample due to the presence of antiphase domains. In contrast,
the final sample after in situ annealing clearly has a much sharper (111) peak (Figure 4.13b).
The selective peak broadening seems to be minimal after the in situ annealing. In order to better
understand the evolution of antiphase domains, a detailed line profile analysis is done for the whole
experiment, and is discussed later in Section 4.2.2.1.
Figure 4.13: Neutron diffraction performed in situ on Co2FeAl0.5Si0.5 (a) 300 K and 1400 K
measurements (b) 300 K and post-anneal 400 K measurements.
The in situ annealed sample also had another contrasting aspect as compared to the one before
the in situ experiment. The intensity at the (220) reflection was considerably reduced after in situ
annealing (Figure 4.13b). The (220) peak corresponds to the primitive body-centred cubic (bcc)
structure of the material and should not be affected even by complete mixing of all the sublattices.
Normally, small changes may be expected in neutron diffraction as the magnetic contribution may
shift to other reflections depending on the ordering of the material, which has been observed for the
two prior-annealed samples (Figure 4.6). However, magnetic contributions are a small fraction of
the structural intensity and cannot account for such strong changes.
In addition, the relative intensity of (111) reflection was considerably higher than the (220)
reflection (∼ 0.7*I(220)) after the in situ experiment as can be seen clearly in Figure 4.13b. The
relative intensity is much higher than the calculated value for a fully L21 ordered sample. Although
DO3 disorder may lead to an higher (111) relative intensity compared to the ideal L21 order, such
a large relative intensity of (111) superlattice reflection cannot be obtained with DO3 disorder or
with any other type of disorder. Another explanation could be that there is crystallographic texture
in the sample: The annealing at rather high temperatures (61400 K), even though for a relatively
shorter time, may have led to preferred grain growth in the powdered sample. However, this must
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be confirmed through detailed characterization of the sample using microscopy and diffraction.
Unfortunately, as sample was activated upon exposure to neutrons1, it was not possible to perform
further experiments and analysis on the annealed sample, and the status quo is maintained presently.
Therefore, corresponding laboratory experiments under similar conditions were performed in order
to shed more light on the possible texture which might have developed in the sample. A detailed
analysis of the subsequent experiment and characterization is presented later in Section 4.3.
So far, any Rietveld refinement of the neutron diffraction data has not been shown. As was seen in
the measurements, the magnetic structure is such that it manifests as contributions to the structural
reflections. In addition to that, significant fraction of B2 disorder is present at all temperatures.
Also, there is clearly a mixture of A2 and B2 disorder present at temperatures above the B2 -L21
transition region. On top of that, significant microstructural effects such as peak broadening in the
initial stages and crystallographic texture in the later part of the annealing as well as for the final
sample are present, as reflected in our observed data. Since only 4 reflections are observed in the
measured 2θ, it makes the analysis and refinement quite challenging. Due to all these factors, it
was not possible to successfully perform Rietveld refinement on the diffraction data. Nevertheless,
the diffraction data has been further analysed through line profile analysis. Based on this, the
order-disorder transition as well as the antiphase domains and related aspects are discussed next.
4.2.2.1 Evolution of L21 order and the order-disorder transition
We have already discussed the trends of the peak intensities during the annealing process. However,
relative intensity of the (111) and (200) superlattice reflections with respect to the main cubic (220)
reflection, is a better parameter for order than comparing the peak intensities, as it allows us to
assess the change in (111) and (200) together as the order evolves, and it may even be possible
to do so quantitatively [49]. Therefore, the relative intensities (Ihkl/I220) were calculated from the
peak fitting for all measurements during the in situ experiment. The relative intensities were further
normalized to the Ihkl/I220 value at 300 K (for the as-cast sample) to highlight the changes during
the in situ experiment, and the data for different profiles are plotted in Figure 4.14.
Figure 4.14a shows the relative intensities for the measurements done during the 1st heating
profile along with the cooling profile. The reduction in the relative intensity of (111) points towards
the reduction in L21 order. The changes in the relative intensities during the 1st heating profile
are similar to the plot of peak intensities (Figure 4.10b). The sharp reduction in (111) relative
intensity between 1000 K and 1100 K due to the L21-B2 transition observed in the peak intensity
of (111) reflection, as well as the small increase in the peak intensity going from 950 K to 1000 K is
1An atom nucleus, which may be stable, may absorb free neutrons, leading to a heavier nucleus, thereby entering
an excited state. The radioactive atom decays over time by emission of gamma rays, and depending on scenario,
along with particles such as beta rays (electrons), alpha particles etc. The half-life may range from fraction of
seconds to many years, depending on the activated entity, e.g., 60Co has a half-life of over 5 years.
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correspondingly observed in the relative intensities as well (Figure 4.14a).
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Figure 4.14: Intensities of (111) and (200) superlattice reflections, relative to (220) for the in situ
neutron diffraction on Co2FeAl0.5Si0.5 during (a) 1st heating profile and the cooling
profile (b) 2nd heating profile close to the transition
The reduction in the relative intensity of (200) reflection is small till 1100 K, as compared to
corresponding change in peak intensity (Figure 4.10b), suggesting that the till 1100 K, L21-B2
ordering phenomenon is predominant. Moreover, the relative intensity of the (200) reflection is still
considerably large at 1400 K (∼0.5*[I(200)/I(220)]300K), implying that there is still a significant
amount of B2 disorder present. This is in contrast to what was observed when only the peak
intensities are considered (Figure 4.12b), which gave the impression that the sample is predominantly
A2 ordered at 1400 K, as discussed earlier. This highlights the advantage of relative intensities as
a parameter for order as compared to just peak intensities. Therefore is it possible that a B2 -A2
transition may exist above 1400 K.
The general trend in relative intensities of (111) and (200) superlattice reflections during cooling
(Figure 4.14a) was similar to that observed for peak intensities (Figure 4.12b). The various features
such as the sharp increase of (111) intensity till 900 K in contrast to heating as discussed earlier,
are further enhanced. However, improvement in the relative intensities for both the (111) and (200)
reflection during cooling as compared to that during heating, due to the in situ annealing, is clearly
seen. The relative intensity of the (111) superlattice reflection after cooling is higher by a factor of
5 as compared to the initial 300 K (as-cast sample). This may seem to suggest a large improvement
in L21 order, but it must be kept in the mind that the intensities after the in situ experiment are
quite anomalous (Figure 4.13b) which cannot be explained by any particular type of order/disorder
alone, and is likely due to the presence of crystallographic texture in the sample. It is therefore
important to address the data from different points of view, in order to get a complete picture.
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An additional odd feature is perceptible in the relative intensities, as the sample was cooled from
500 K to 400 K (Figure 4.14a); an increase in the relative intensity for (111) superlattice reflection
was observed as the sample was cooled from 500 K to 400 K, along with a corresponding equal
reduction in the relative intensity of the (200) reflection. This was rather unexpected as ordering
kinetics are significantly reduced at such low temperatures and there are no known transitions in
the material in that temperature regime as yet reported in the literature.
The relative intensities for the measurements in 2nd heating profile between 1000 K and 1100 K
are plotted in Figure 4.14b. As was also observed in the plot of peak intensities, the (111) reflection
decreased at a much higher rate as compared to (200) reflection due to the L21-B2 transition.
Although both the order-disorder transition and the ferromagnetic-paramagnetic ordering is expected
in this range, no distinction could be made between the two in the relative intensities (Figure 4.14b),
and a broad transition was observed, similar to the plot of peak intensities (Figure 4.11b). Moreover,
any sudden change in the slope of relative intensity marking the onset of a transition was not
observed as well.
The relative intensity of (111) at 1095 K was significantly small as compared to the relative
intensity at 1000 K (∼0.1*[I(111)/I(220)]1000K). Since the relative intensity of the (111) superlattice
reflection is directly related to the amount of L21 order, such a small (111) relative intensity means
that the sample was predominantly B2 ordered at 1095 K. At 1095, we should be below the magnetic
transition as per the high temperature magnetization data (Figure 4.5b), and a similar value has also
been reported in the literature for the Curie temperature [12, 84]. Thus, the structural contribution
to the (111) reflection at 1095 K is even lower, if the magnetic contributions are taken into account.
This suggests that at 1095 K, we are quite close to the end of the L21-B2 transition or maybe even
above it, with a small fraction of remnant L21 order.
As we have already mentioned, in literature the transition is understood to be rather sharp since a
TL21−B2 is assigned based on peak position in calorimetry data [11, 12, 84]. Contrary to that, it has
been clearly shown that the L21-B2 transition is indeed quite broad, spreading over ∼100 K. Since
the change is gradual over ∼100 K, the ordering phenomenon is a higher order transition. Moreover,
the change in the intensity of the (111) reflection between 1000-1100 K is more or less linear. Similar
linear trends in the order parameter for (111) superlattice reflection have been observed below
the transition temperature by Soltys for the ordering phenomena in B2MnAl Heusler compounds
(B = Cu, Ni, Co, Pd, Pt) [41]. More importantly, the fact that the transition is broad, spreading over
100-150 K, has an impact on the annealing profile, since there is no sharp transition temperature
such that one is on the safer side below a few 10s of K. Therefore, annealing profile to obtain higher
order in a material has to be carefully designed, keeping in mind the nature of the order-disorder
transition while deciding the annealing temperature.
With regarding to the magnetic ordering, the TC at ∼1105 K as seen for the high temperature
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magnetization data is not perceptible in the changes in relative intensities. Due to the quite broad
nature of the ordering phenomenon, the magnetic contribution is overlapped and no separate hint
of the magnetic transition is observed. It seems that the transitions are convoluted, i.e., one drives
the other, thereby leading to a broad transition. It is also possible that such a relatively slower
measurement overall, involving 1 hour measurements at each temperatures in addition to a slow
1 K/min heating rate in-between, smears out both the transitions and therefore only a broad
transition is observed. Since neutron diffraction also probes the magnetic structure, we had hoped
that this would allow us to shed light on the convolution between the structural and magnetic
ordering. To be able to make any scientific commentary on the inter-dependence between the
two transitions, a good Rietveld refinement incorporating both the magnetic and crystallographic
structure is needed at least, which unfortunately, has not been possible so far.
4.2.2.2 Evolution of antiphase domains and selective peak broadening
In addition to the peak intensities, line profile analysis also gives us integral breadth and shape
factor (Section 4.2.1.1). Integral breadth gives an idea about the broadness of a peak, whereas shape
factor can tell us about possible microstructural contributions to the peak shape. We have used
both the parameters to discuss the selective peak broadening observed in the neutron diffraction of
as-cast and prior-annealed samples as a result of the nanoscale antiphase domains. Annealing the
sample followed by quenching does not seen to have much effect on the size of such domains, as
the selective peak broadening still remained. It could be possible that the antiphase domains are
affected by the cooling rate after annealing. In order to better understand the evolution of antiphase
domains we have done a detailed analysis of the in situ measurements with respect to integral
breadth and shape factor.
The integral breadths of (111), (200) and (220) reflections from the peak fitting of all the in situ
measurements are plotted in Figure 4.15a. Firstly, there were no significant changes in the integral
breadths for the (220) and (200) reflections during or after annealing. Since integral breadth has
a θ-dependence [260], the observed value of integral breadth of the (220) reflection (2θ = 75.5◦ at
300 K) was found higher than that of the (200) reflection, which is at a lower 2θ (2θ = 51.3◦ at 300
K) (see Figure 4.9).
On the other hand, the integral breadth values for (111) reflection reduced significantly during the
1st heating profile itself. As the temperature was increased to 1000 K from room temperature, the
integral breadth reduced to half. At temperatures above the tentative L21-B2 transition, the (111)
superlattice reflection becomes extinct and therefore the integral breadth values are zero. During
cooling, (111) reflection reappeared at 1100 K due to structural and magnetic ordering. The integral
breadth during subsequent cooling below 1000 K were significantly lower than that before annealing.
In the final sample after in situ measurement, the integral breadth of (111) reflection was of the
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order of the (200) reflection, suggesting that the peak broadening has considerably reduced.
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Figure 4.15: Line profile analysis of Co2FeAl0.5Si0.5 using Pseudo-Voigt function (a) Integral
breadths for (111) (200) and (220) reflections during the in situ neutron diffraction
(b) Comparison of the integral breadths for the final sample after in situ annealing
with the as-cast and the prior-annealed samples which were quenched.
Figure 4.15b compares the integral breadths of the (111), (200) and (220) reflections for final
sample after in situ annealing against the as-cast and prior-annealed samples which were quenched.
It should be mentioned again that the both the as-cast and quenched samples have high integral
breadths for the (111) superlattice reflection specifically (refer Section 4.2.1). Based on the angular
dependence of integral breadth, the value for (111) reflection should be lower than that of both
the (200) and (220) reflections, since it is at a lower 2θ. After the in situ annealing, the observed
trend fits to theory and the selective peak broadening in (111) reflection has either disappeared or
is minimal. Since the selective peak broadening is understood to be due to size of the antiphase
domains, the reduction/absence of peak broadening after the in situ experiment implies that the
antiphase domains are no longer nano-sized.
As already mentioned in Section 4.2.1.1, the shape factor η gives the fraction of the Lorentzian
contribution to the peak shape which is due to certain microstructural effects such as finite crystallite
or domain size. Figure 4.16a shows the shape factor variation for the in situ measurements till 1100 K
for both the heating and cooling profile. the shape factor of (111) and (200) reflections at higher
temperatures are not shown, as due to low intensities the error in the fitting is significantly high,
and in particular, the (111) reflection is absent above 1200 K. Firstly, both the (200) and (220)
reflections had zero shape factor at all stages of the in situ annealing experiment, signifying a purely
Gaussian peak profile. In contrast, (111) superlattice reflection was predominantly Lorentzian in
profile at 300 K before the experiment as the shape factor was ∼0.8. Similar to integral breadth,
the shape factor reduced significantly during the initial heating itself. As the sample was cooled
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below 1000 K, the shape factor was approximately zero. Thus, the (111) reflection had little or no
Lorentzian contribution after the in situ annealing, implying a minimal amount of antiphase domain
boundaries.
The shape factors of the (111), (200) and (220) reflections for final sample after in situ annealing
as compared to the as-cast and prior-annealed samples which were quenched, are shown in Figure
4.16b. The improvement in the sharpness of the peaks with the in situ annealing as compared to the
quenched samples can be clearly seen in the reduction of the shape factor for the in situ annealed
sample, particularly of the (111) reflection.
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Figure 4.16: Line profile analysis of Co2FeAl0.5Si0.5 using Pseudo-Voigt function (a) Shape fac-
tor for (111) (200) and (220) reflections during the in situ neutron diffraction (b)
Comparison of the shape factors for the final sample after in situ annealing with the
as-cast and the prior-annealed samples which were quenched.
We would like to briefly comment on the growth of the antiphase domains in general. Substantial
theoretical work about antiphase boundary motion and structural domain coarsening has been done
by Allen and Cahn [275, 276]. Since the order-disorder is, in general, thermally-driven, antiphase
domain growth is also directly related to the temperature [277–279]. So, the higher the annealing
temperature, the faster is the domain coarsening. Therefore, in principle, the annealing temperature
should be as close to the order-disorder transformation as possible. However, one must be careful,
as just below the transition temperature, the atom movement is much more rapid and the sense of
ordering may be reversed with few interchanges [280]. It has been shown through TEM that the
resulting antiphase domain fluctuations are found to be quenched-in in addition to rugged antiphase
domains boundaries in a sample annealed really close to the ordering temperature and subsequently
quenched, whereas homogeneous antiphase domains along with smooth domain boundaries were
observed in a sample annealed at 80 K below the transition temperature [276]. Similar homogeneous
disordering along with thickening of domain boundaries has been seen for samples heated close to the
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temperature regime of the order-disorder transition using in situ TEM [72, 265]. The quenching-in
of the critical fluctuations in AuAgZn2 Heusler compounds was shown by high temperature X-ray
diffraction as the sample was quenched from near as well as from above the transition temperature
[281]. The quenching-in of the critical fluctuations, is the likely reason behind the observation
of selective peak broadening due to nanoscale domains in our sample annealed at 1000 K and
subsequently quenched, since at 1000 K, we are already in the order-disorder transition regime.
During the in situ experiment, the sample is in the order-disorder regime for relatively shorter time
during cooling. Even if a small amount of such new domains nucleated during that time, they would
have healed out during the slow cooling at lower temperatures since slow cooling allows for additional
annealing, and therefore nanoscale domains and selective peak broadening is not observed.
Thus, we conclude that the antiphase domains are no longer of the order of nanoscale after the
in situ annealing as domains coarsening has taken place due to the slow cooling. At the same time,
the volume fraction of the B2 antiphase domains has gone down, as the ordering has improved in
the material. The higher development of the L21 order after the in situ experiments as compared to
samples quenched after annealing, seems to be connected to the evolution of the antiphase domains
and domain boundaries. We shall now briefly discuss how the ordering phenomena and the growth
of antiphase domains may be convoluted.
4.2.2.3 Antiphase domains and ordering phenomena
The ordering phenomena and the antiphase domains are closely related. A higher order in a material
would mean that the volume fraction of the domains of the ordered structure is higher. Therefore,
for a system with a given amount of order, the antiphase domains of the respective ordering must
grow during the ordering process or new antiphase domains may nucleate. Clegg and Buckley
[73] described the growth and coalescence of antiphase domains during ordering as a three step
process: for a system coming from the a disordered state, initially a network of antiphase domain
boundaries develops through nucleation although the overall order remains low; this is followed by
a domains consolidation stage, where the domains become distinct and the degree of order reaches
an equilibrium; the final stage is the coalescence of the ordered domains and depending on the
material system and temperature, the three stages may even occur concurrently. Abromeit and
Matsumara [282] also observed similar ordering kinetics involving nucleation and growth of ordered
domains followed by migration and annihilation of antiphase domain boundaries, in the case of a
L12 order-disorder transition using Monte Carlo simulations. The mobility of the antiphase domains
was also found to be inversely proportional to the long range order parameter in Cu3Au [283]. The
above mentioned literature highlights the close relationship between the evolution of order and
the antiphase domains and domain boundaries. For a detailed overview of the state-of-the-art of
various aspects of ordering phenomena as well as antiphase domains, the works of Cahn et al. are
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recommended [284, 285].
Most of the work on order-disorder transition has been done on binary alloys, and the ordering
phenomena in ternary systems such as Heusler compounds has not been extensively studied. Gilles
et al. recently demonstrated that a small amount of a ternary alloying addition can have a strong
influence on the ordering phenomenon [286]. Similar to the multi-stage growth of antiphase domains
mentioned above, Livet et al. [281] also observed an incubation period for the well-defined antiphase
domains to form before the antiphase domain growth, in the case of AuAgZn2 Heusler compound
through high temperature X-ray diffraction, although only in the case when the sample is quite
close to the transformation temperature.Moreover, recent simulations by Zhang et al. show that the
occurrence of ordering phenomena is dependent on the type of the stacking fault at the antiphase
domain boundaries [287], which in turn is dependent on the type of order/disorder structures feasible
in a system. Clearly, the growth of ordering in the material is mediated via the growth of antiphase
domains and domain boundaries, although further higher temperature studies focussing on the
kinetics of order-disorder transformation need to be done on different Heusler compounds.
Since we have mentioned the current understanding of the stages of antiphase growth during
ordering, we would also like to briefly mention the mechanism of the domain growth. Antiphase
domains differ from grains as the crystallographic lattice is coherent across an antiphase domain
boundary and the orientation is maintained, unlike grain boundaries which are incoherent. The
antiphase domain boundary motion is therefore governed by bulk diffusion, which is mediated
via vacancy mechanism whereas grain growth is governed via the much faster surface diffusion,
since the atoms at the grain boundaries are less strongly bound as compared to an atom in the
lattice, due to the incoherency [280]. The vacancy-driven order-disorder transition has been treated
computationally [288, 289] and has been confirmed for other binary systems [282, 290, 291]. Regarding
Heusler compounds, some theoretical treatments of the order-disorder transition has been done using
various approximations and computational methods [292–295], and the interaction and ordering
between the nearest- and next-nearest-neighbours were found to play a significant role in the kinetics
of ordering. Furthermore, the interaction of atoms with vacancies between the 1st and the 2nd nearest
neighbours was also deemed to be important in the kinetic behaviour of ordering in AuAgZn2 Heusler
compound [296]. Due to the defect-driven nature of the order-disorder transition, it may be easier
to obtain higher order in a polycrystalline as-cast sample as compared to a single crystal.
Clearly, the evolution of the antiphase domains and domain boundaries is closely entangled to
the evolution of order, which in turn is related to the point defects in the material. Thus, tracking
the evolution of antiphase domains can further give us an idea about the amount of order in a
sample. Nevertheless, detailed study of the kinetics of the order-disorder transition in different
Heusler compounds is still missing, and no related work has been done on quaternary systems to
the best of our knowledge; and therefore, there is much to be verified and understood in this regards
in this vast family of Heusler compounds.
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So far, we have shown that the in situ annealing involving slow cooling is far more beneficial than
quenching towards obtaining a higher L21 order as well as small fraction of defects. However, there
is a strong possibility that sample after in situ experiment suffers from crystallographic texture,
and the peak intensities for the final 400 K data are anomalous. Due to this, it has not possible to
calculate the amount of L21 order, even though the ordering in the sample seems to have improved
after the in situ experiment. In principle, the sample can be analysed in the laboratory and can even
be milled to remove the texture if present. Unfortunately, since the sample had become activated due
to extended exposure to neutrons, it has so far not been possible to study and further characterize
the sample post-annealing. Therefore, corresponding laboratory annealing experiments have been
performed as per the in situ measurements and the details are discussed next.
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4.3 Laboratory annealing experiments with subsequent slow cooling
Co2FeAl0.5Si0.5 sample from the same as-cast batch as the one for neutron measurements was taken
and powdered using a steel mortar and pestle. The resulting powder was then sealed in an evacuated
quartz ampoule backfilled with Ar. During the in situ neutron diffraction, a complicated annealing
procedure was followed, which involved a lot of steps along multiple profiles (see Figure 4.3). In
order to simplify things, the sample was annealed for 3 days at 1400 K followed by subsequent slow
cooling at the rate of 2 K/min to room temperature.
Figure 4.17: Annealed and subsequently slow-cooled Co2FeAl0.5Si0.5 powder sample (a)-(e) Sec-
ondary electron (SE) images showing faceted growth morphology at different magnifi-
cations (f) Back-scattered electron (BSE) image showing growth of single-crystalline
planes.
Figure 4.17 shows the secondary electron (SE) and back-scattered electron (BSE) images for a
piece of the annealed sample at different magnifications. The morphology of the annealed powder
was found to be very interesting. At low magnification the sample looked like normal sintered
powder. However, clear faceting could be seen in the higher magnification images (Figure 4.17b-c).
In some cases, there was an orientation relationship with respect to adjacent planes leading to
faceted micro-crystallites with sharp edges (Figure 4.17d) whereas in some cases, no such orientation
relationship was observed (Figure 4.17e). In addition to the faceting, layered growth was seen on
different regions of the sample (Figure 4.17c-e). The growth of selected planes was seen clearly in
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the BSE image such that the same orientation was retained (Figure 4.17f). Thus, crystallographic
texture is expected in the material due to the preferential growth of selected planes.
We have discussed earlier that the relative intensities at (111) superlattice reflection as well
the (220) reflection are strongly affected for the final sample after the in situ neutron diffraction
experiment (Figure 4.13b). The (111) reflection has considerably higher intensity whereas (220)
intensity is almost reduced by a factor of 2. The features were attributed to crystallographic texture
but could not be confirmed as the sample was inaccessible due to activation. The faceted growth
observed in the lab experiment confirms the evolution of crystallographic texture in the sample
during the specific annealing procedure which explains the anomalous change in intensities as
observed.
Figure 4.18: Annealed, slow-cooled Co2FeAl0.5Si0.5 powder sample (a) EDX data along with the
data for as-cast sample for comparison (b) BSE image of polished powder sample (c)
High resolution TEM image showing sample homogeneity; inset shows the Fourier
transform of the image. (TEM data courtesy of Dr. Felix Börrnert)
A part of the sample was embedded in resin and polished for EDX measurements shown in Figure
4.18 along with the microstructure. The composition was nominal within the error of the EDX
measurement (∼2 %). Large homogeneous particles can be seen in the BSE image (Figure 4.18b).
Significant grain growth took place upon annealing at 1400 K as the particles were either mono- or
bicrystalline. Homogeneity was further confirmed by TEM as shown in Figure 4.18c.
X-ray diffraction was done in order to confirm the structure (Figure 4.19). The sample had cubic
Fm3̄m structure, and no contamination or secondary phases were observed. The effect of texturing
was avoided by coarsely milling the annealed sample before measurement in the transmission mode.
Figure 4.19b shows the comparison between the as-cast sample and the sample quenched after
annealing at 1000 K, which were measured as prior-annealed samples in neutron diffraction. The
(111) superlattice reflection had substantial improvement in intensity as compared to as-cast or
quenched samples, which suggests a higher L21 ordering in the sample, as expected.
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Figure 4.19: X-ray diffraction of annealed, slow-cooled Co2FeAl0.5Si0.5 powder sample (a) Rietveld
refinement (b) comparison to as-cast and 1273 K annealed (7 days; quenched) samples,
plotted with a small y-axis offset.
Rietveld refinement of the data was performed so as to quantify the L21 order. The structural
parameters as well as volume fraction of B2 disorder is listed in Table 4.2. The details of the
refinement are given in Appendix A (Page 152). The values for the as-cast and quenched samples
are also mentioned for comparison. The lattice constant for the slow-cooled sample does not show
significant change as compared to the as-cast or the prior-annealed samples. However, there was
significant reduction in B2 disorder (∼20%) for the slow-cooled sample. The obtained ordering in
the slow-cooled sample was found higher than those reported for the annealed and quenched samples
in literature as well [66].
Table 4.2: Rietveld refinement of X-ray diffraction data for annealed Co2FeAl0.5Si0.5 powder sample
with slow cooling compared to the samples annealed prior to neutron diffraction.
Sample Space group Lattice (Å) B2 disorder (%)
As-cast Fm3̄m 5.683(4) 55.1
Annealed-1000K-WQ Fm3̄m 5.681(4) 37.7
Annealed-1273K-WQ Fm3̄m 5.682(4) 41.8
Annealed-1400K-Slow Fm3̄m 5.682(4) 20.2
We have already seen that the sample annealed at 1273 K and subsequently quenched, where we
are well above the L21-B2 transition, has a lesser L21 order than the sample annealed at 1000 K,
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where we are below the transition. At 1400 K, we are far above the L21 regime so much so that the
sample is predominantly A2 disordered, as seen in the in situ neutron diffraction (Figure 4.13a).
Another important thing to note is that the slow-cooled sample has a better ordering even though
it was annealed for 3 days only as compared to 7 days for the samples that were quenched.
It seems that neither the annealing temperature nor the annealing time beyond a certain point
is quite as important for ordering as the cooling rate which plays a more significant role towards
achieving higher L21 order. This would be advantageous for applications, as the processing time for
the material can be reduced markedly.
As we have discussed earlier, it is difficult to quantify the amount of various disorders present
in a material. Therefore we have performed nuclear magnetic resonance on the slow-cooled powder
sample, in order to find out the exact amount of disorder after the annealing.
4.3.1 Characterization of order using nuclear magnetic resonance
Nuclear magnetic resonance (NMR) is a widely used to determine the local distribution of atoms in
a material. Zero-field 59Co NMR has been used in literature to quantify the amount of disorder in
Co2FeAl1−xSix, both in bulk as well as films [64, 66, 297, 298]. 59Co NMR was performed on the slow-
cooled powder sample and the data is shown in Figure 4.20. The resulting signal profile was fitted with
various nearest-neighbour and next-nearest-neighbour environments based on ordered and disordered
structures (refer to Wurmehl et al. [64, 66] for further details). The NMR experiment and analysis
are courtesy of Dr. Alexey Alfonsov at IFW Dresden. Based on the fitting, a presence of ∼70 % L21
order was obtained, which is in line with the high L21 order calculated from Rietveld refinement of
our XRD data. In comparison, a recent work involving 59Co NMR on bulk Co2FeAl0.5Si0.5 samples
by Wurmehl et al. reported a 59 % L21 order in an annealed sample which was quenched, whereas
ordering in the as-cast was significantly lower (38 % L21 order), as expected [66].
Both NMR and XRD data show similar results with regards to a high L21 order in the slow-
cooled sample. The small difference in the value of the L21 order as measured by the two techniques
(∼10 %) could be due to various reasons. Regarding the XRD analysis, additional factors such as
slight off-stoichiometry are neglected which is seen in the NMR. The Rietveld refinement is also
performed under the assumption that only B2 type disorder is present in the material. On the other
hand, there is a 8-10 % mismatch between the NMR data and the overall fit and the 10 % difference
may well be within the error bars. The values for disorder and off-stoichiometry may have small
changes if a different fitting model is used. Moreover, small amounts of additional disorders such as
A2 disorder may be present in the sample which could not be incorporated in both XRD and NMR
analysis due to their small volume fraction, and this may also affect the values of order/disorder
obtained.
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Figure 4.20: Zero-field 59Co nuclear magnetic resonance data (black circle) for Co2FeAl0.5Si0.5
powder sample slowly cooled after annealing. Gray curves are the Gaussian fits for
different environments and the red curve is the overall fit. (NMR data courtesy of
Dr. Alexey Alfonsov)
A possibility of a slight overestimation of the B2 -type disorder in NMR has also been discussed
in a recent report [69]. The atoms in the ordered L21 region which are adjacent to the antiphase
domain boundary technically have partially disordered local environments. Since the NMR probes
the local environments, these unit cells are also counted as part of the disordered region and would
lead an overestimation of the disorder present in the material. Alfonsov et al. [69] observed that the
NMR data can still be fit well while neglecting this effect, although they report a 15 % mismatch in
the fit. Inclusion of such an effect in the fitting model may allow for a better evaluation of the L21
order. Moreover, by tracking the antiphase domain boundaries through XRD, it may be possible
to give a measure of such unit cells which are overestimated towards B2 disorder, and it might be
possible to subsequently introduce corrections into the fitting model accordingly, for an improved
quantification of order.
Notwithstanding the limitations of the techniques involved, a significantly higher fraction of L21
order has been shown in the sample slowly cooled after annealing at 1400 K, as compared to the
as-cast and quenched samples.
Magnetization and calorimetric measurements were additionally performed on the slow-cooled
sample, and are discussed next.
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4.3.2 Physical property measurements
4.3.2.1 Magnetization and domain effects
Magnetization measurements were performed on the sample slowly cooled after annealing at 1400 K.
The sample has a soft-magnetic behaviour with a slightly higher saturation moment than the
Slater-Pauling value (Figure 4.21a). No transitions were observed in the sample between room
temperature and 5 K. However, there seemed to be a slight smearing out of the saturation field
in the magnetization versus field (M(H)) data at 5 K. Figure 4.21b shows the comparison of the
M(H) curves at 5 K for as-cast, prior-annealed samples (quenched) and the slow-cooled sample. The
data was normalized for easier comparison. It can be seen clearly that the saturation field for the
slow-cooled sample was markedly higher than the others. The as-cast and 1000 K annealed sample
were similar.
Figure 4.21: Co2FeAl0.5Si0.5 (a) Magnetization-field (M(H)) data of the annealed slow-cooled
powder sample at 5 K (b) M(H) at 5 K for slow-cooled sample in comparison with
as-cast as well as samples annealed prior to neutron diffraction which were quenched.
(Since all 4 samples had slightly different saturation moments, the data was normalized
to highlight the difference in saturation field).
In principle, since magnetic domains are pinned at defects, a lower defect concentration should
lead to faster domain magnetization dynamics. Since the slow-cooled sample is more ordered, it
should need smaller field to saturate as the amount of disorder in the sample is smaller, whereas
we observed the opposite of the expected phenomena. We know from the line profile analysis that
selective peak broadening is minimal after the in situ neutron experiment. The size of individual
antiphase domains ( structural) are larger, although the B2 domains have reduced in number and
volume fraction (refer to Figure 4.15 and Figure 4.16 along with the relevant discussion).
It has been well studied that these antiphase domain boundaries determine the size of the magnetic
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domains, and act as pinning sites for the motion of the magnetic domain walls in general [299, 300],
and the same has been shown for Heusler compounds [301–304]. In addition, the magnetization and
motion of magnetic domain walls has been demonstrated to be affected by antiphase boundaries
in Ni2Mn(Al,Ga) [304, 305]. Since both the L21 and B2 domains are larger after in situ annealing,
the magnetic domains formed at random should also be larger, and thus, a higher saturation field is
needed to orient them along the field direction. This may lead to smearing out of the M(H) curve
and an effective higher saturation field for the slow-cooled sample.
4.3.2.2 High temperature magnetization
Figure 4.22 shows the high temperature magnetization data for the slow-cooled sample. The 1/χ near
the Curie temperature is plotted in the inset. Our sample exhibited two different Curie temperatures
during the heating profile, in contrast to the as-cast sample where single Tc was observed (Figure
4.5b). Moreover, the two Tcs were perceptible only during the heating part whereas only one Tc was
seen during cooling.
Figure 4.22: High temperature magnetization data in 1MAm−1 field for the annealed slow-cooled
Co2FeAl0.5Si0.5 powder sample. Inset shows 1/χ at high temperatures, showing the
two different Curie temperatures during heating which smear out during cooling.
As has been already discussed, upon slow-cooling, the antiphase domains are no longer nano-sized
leading to relatively larger regions of L21 and B2 type ordering. The sample may essentially behave
as a two-phase system of distinct L21 and pure B2 ordered region. Moreover, calculations show that
anti-site disorder strongly affects the Tc in double perovskites [306, 307] and the inherent magnetism
of Heusler compounds is also known to be affected by disorder [40]. Therefore, complete B2 ordered
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region is expected to have a different Curie temperature than the pure L21 ordered region. This is
the likely scenario in our study, that explains the two Tcs observed.
Since the sample is heated to 1173 K, well above the L21-B2 transition, it is likely to be pre-
dominantly B2 ordered. Furthermore, the magnetic ordering is at a higher temperature than the
structural ordering, and therefore only one Tc is observed corresponding to the disorder structure
during cooling. Since we heated the sample for considerably short duration, another possibility could
be that there is still a significant amount of L21. However, it is expected that the new antiphase
domains would have randomly nucleated again as well as the existing antiphase domain boundaries
would have diffused. Most likely the individual ordered and disordered regions are no longer as large
and distinct as was the case after slow cooling. Therefore, the two Curie temperatures are smearing
out and only an effective Tc is observed during cooling.
The two Curie temperatures are not observed for the as-cast sample, as was shown in Figure 4.5b.
The as-cast sample is highly disordered and the antiphase domains may be quite diffused and
distributed. The individual domains are not large and distinct so as to manifest as separate Curie
temperature. A similar scenario would be application for samples quenched after annealing, since
quenching has been shown to lead to generation of new defects and antiphase domains as well as to
diffuse and distort the existing antiphase boundaries [8, 75, 276, 308].
It is necessary to address the observation of two Curie temperatures through additional tech-
niques involving high temperature measurements. Therefore, high resolution calorimetry has been
performed, which also allowed to compare the slow-cooled sample to the literature with regards to
the order-disorder transition.
4.3.2.3 Calorimetry measurements
In literature, calorimetry has been the method of choice to study order-disorder transitions, specially
for Co2FeAl0.5Si0.5 [11, 12, 84]. Therefore in order to compare to literature, as well as to have a
complementary technique for the high temperature magnetization and the corresponding two Curie
temperatures observed, high sensitivity differential thermal analysis (DTA) was performed on the
slow-cooled sample till 1300 K with rate of 10 K/min for both heating and cooling profile. Figure 4.23
shows the DTA data for the measurement from 800 K till 1250 K, to highlight the transition because
no changes were observed below 800 K.
Two distinct signals/peaks were observed in the same temperature range in the both heating and
cooling profile (marked by arrows), in accordance with what has already been reported by Umetsu
et al. [12]. A broad signal was seen at lower temperature, with the local maximum at ∼1115 K
along both directions. The broad signal is likely due to the higher-order L21-B2 transition which
is known to be spread over ∼100 K from the neutron diffraction. In addition, no hysteresis was
seen, supporting the higher-order nature of the transition. The shoulder-like signal at ∼1150 K was
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possibly due to a magnetic transition. A small change was also seen around 1050 K only during
heating, which was also perceptible in the data of Umetsu et al. [12] albeit between 950-1000 K.
However, they did not comment on it and no information is available in literature about any possible
transitions in that temperature regime.
Figure 4.23: Differential thermal analysis data at 10 K/min for the Co2FeAl0.5Si0.5 sample annealed
at 1400 K and subsequently cooled slowly (the heating and cooling profiles are plotted
with a small y-axis offset, as original data overlapped). The signals from structural
and magnetic transitions are marked by arrows. A tiny signal is also observed around
1050 K, which could not be identified and is marked with ‘∗’.
The temperatures for both the signals matched to what was reported for Co2FeAl0.5Si0.5 by
Umetsu et al. [12]. In the recent work of Srinivas et al. [84], the order-disorder transition and the
Curie temperatures reported for Co2FeAl0.5Si0.5 were significantly different. We believe that there
was an error with their DSC measurement. In their data, the melting peak was observed at 1461
K, which is significantly lower that our measurements from melting (∼1650 K), and moreover, no
melting peak was similarly observed in the DSC data of Umetsu et al. till 1550 K [12].
Although it has been already mentioned that there is likely an error involved with the temper-
atures measured due to lack of adequate furnace calibration, we would like to briefly comment on
the discrepancy of the temperature regime of the order-disorder transition measured in neutron
diffraction and calorimetry. As was discussed earlier in Section 4.2.2.1, although the majority of the
transition took place between 1000-1100 K, the maximum of the calorimetry signal was observed
above 1110 K. In principle, anti-site disorders are entropy-driven and are not expected to have a
sharp, first order transition temperature. A broad change over a large temperature range is rather
expected, since it is a higher-order transition. This means that the associated entropy change is
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also quite broadly distributed with temperature. As the sample got heated up above 1000 K, the
calorimetric signal was quite low, since we were in the initial stages of the transition. The so-called
peak of the signal was observed when a significantly larger fraction of material transformed near the
end of transition. In calorimetric measurements, the peak signal depends on the thermal gradient as
well as heat inertia or thermal lag, and may be observed later than the onset of transition [309–313].
The nature and kinetics of the transition may also affect the calorimetric response, e.g., a broad
transition over ∼100 K is also observed in the DSC data for Fe-28%Al-5%Cr alloy in the work of
Morris et al. [72], and interestingly the calorimetric peak is observed at the end of the order-disorder
transition, as confirmed from the evolution of order parameter. Thus, the dynamics of the calorimetry
measurement itself may be partly responsible for the discrepancy with the neutron diffraction data.
Another important aspect is the observation of two Curie temperatures in the high temperature
magnetization data, although only one additional signal is seen in the DTA data. We believe that
the two transitions observed in the magnetization above 1100 K, are indeed magnetic transitions,
which arise due to distinct L21 and B2 ordered domains in the material. Since the lower TC is
around 1100 K, it overlaps with the structural transition, and is not seen separately. In order to
deconvolve the overlapping peaks, further experiments with higher resolution must be performed.
The evolution of the structural and magnetics peaks upon extended thermal cycling in the DTA
setup itself can also be done to complement the in situ neutron diffraction data and are being
planned for the future.
Based on the understanding from the neutron measurements as well as the laboratory annealing
experiments, we shall discuss an optimized annealing procedure in order to minimize defects and
obtain higher L21 order in Co2FeAl0.5Si0.5.
130
Section 4.3 Laboratory annealing experiments with subsequent slow cooling
4.3.3 Towards an optimized annealing profile
There are marked differences between the slow-cooled sample as compared to the prior-annealed
samples, specifically the cooling rate after the annealing, and the temperature at which the sample
was annealed. We shall now discuss both these aspects, in the context of an optimal annealing
procedure, which has been one of the aims of the present study.
4.3.3.1 Quenching versus slow cooling
The amount of L21 order, antiphase domains and the resulting peak broadening show significant
improvement in the slow-cooled sample as compared to prior-annealed samples which were quenched.
Such marked changes are observed even though the annealing time was effectively shorter, ∼3 days
in the slow-cooled sample as opposed to 7 days for the prior-annealed samples. We believe that the
cooling rate in the annealing experiments plays quite an important role towards obtaining a higher
order with lower defects.
An important aspect of the cooling rate after annealing pertains to the quenching-in of the defects.
At any given temperature, there is an equilibrium defect concentration. Annealing the sample at a
specific temperature equilibrates the defect density, which gets frozen-in upon quenching. Defects, in
principle, are entropy-driven and thus a higher temperature would mean a higher defect concentration.
Cast samples in general have a high concentration of defect density as the sample is quenched from
above the melting point Tm and the defect concentration is higher than the equilibrium defect
concentration at any T < Tm. When a cast sample with high defect density is annealed at a given
temperature, the defect density becomes equal to equilibrium value at that temperature. Although
compared to the cast sample, defect concentration would be less, but depending on the annealing
temperature it could still be quite large, as annealing is normally done at elevated temperature to have
better kinetics. Assuming that the quenching rate is fast enough that negligible defect annihilation
or ordering takes place during the cooling, the quenching process freezes in the equilibrium defects
and the sample cannot be improved beyond a certain extent. Quenching of vacancies after annealing
has been shown recently by Neibecker et al. [154], although they utilized this aspect to obtain higher
order in Ni2MnAl Heusler compound which undergoes a martensitic transformation.
One may anneal at lower temperatures, but kinetics of various processes have to be kept in
mind so that annealing times are realistic. For example, at a lower temperature, the rate of defect
annihilation may be negligible and would thus take a really long time. The defect density can be
reduced via slow cooling of the sample, allowing time for the defects to come into equilibrium at
the lower temperatures. The lattice relaxation seen in XRD for the slow-cooled sample (Table 4.2)
further corroborates the absence of frozen-in defects during slow-cooling as opposed to quenching.
Another disadvantage with quenching or high cooling rates, as opposed to near-equilibrium condi-
tions during slow cooling, is the generation of additional defects, apart from the defects which might
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be frozen-in. We would like to refer back to the line profile analysis of the in situ experiment (Section
4.2.2.1 and Section 4.2.2.2). During the initial heating to 1000 K itself, both the integral breadth
and shape factor for (111) reflection reduce to values quite close to those in the final sample after
annealing. On the contrary, the sample annealed at 1000 K for 7 days and subsequently quenched
has both a higher integral breadth and shape factor for (111) even though just heating the sample
to 1000 K leads to a sharper (111) peak, with a high Gaussian contribution. This means that the
sample quenched after annealing has more defects and disorder as compared to the slow-cooled
sample or even the sample at 1000 K during the initial heating in the in situ experiment. This is
only possible through generation of additional defects/disorder during quenching which is avoided
in the slow-cooling. Defects are created likely due to stress generated in the material as it is rapidly
cooled, which is referred to as thermal shock. There are reports that annealing followed by quenching
leads to increase in defect density, although the studies were on single crystals or pure elements
[314–317] where the defect densities are small to begin with. Quenching has also been reported to
induce complex dislocation substructures in a material [308]. Kogachi et al. [318] have demonstrated
a direct correlation between the annealing temperature and the fraction of thermal vacancies after
subsequent quenching in Co2MnZ (Z = Si, Ge, Sn). Furthermore, generation of vacancies and dislo-
cations, which nucleate preferentially at antiphase domain boundaries upon quenching of β brass
(CuZn) has been shown by a detailed TEM study [75].
The defects generated due to quenching may also manifest as nanoscale antiphase domains.
Quenching-in of critical fluctuations as new antiphase domains in Fe-Al alloy annealed close to the
ordering temperature has been shown through TEM by Allen and Cahn [276]. In a rather recent
work by Gilles et al. [319], FeCo alloys were subjected to different cooling rates after the annealing
treatment and the average size of antiphase domains obtained from neutron diffraction was almost
an order of magnitude smaller for the air-cooled sample (effective cooling rate of 80 K/min) as
compared to the furnace-cooled sample at 1 K/min. Moreover, size of the antiphase domains became
more or less equal in both the air-cooled and furnace-cooled samples as both the samples were heated
to 600 ◦C [319]. This implies that the much smaller antiphase domains are additionally generated in
the sample cooled faster after annealing. Thus, quenching or a higher cooling rate leads to antiphase
domains due to random ordering and may leads to nanoscale domains, which results in selective
peak broadening of superlattice reflections, as observed in our prior-annealed samples (Figure 4.2.1).
In our slow-cooled sample, the annealing temperature was 1400 K, and the sample at such high
temperatures should be highly disordered as seen in neutron diffraction (Figure 4.13) where the
sample is predominantly A2 ordered. Although annealing the sample at such high temperatures
seems counter-intuitive, all the L21 domains of various sizes that may exist in the sample should
be gone, as we are far above the L21 regime. When the sample is cooled, new antiphase domains
form below the order-disorder transition. As the sample is cooled further, the existing antiphase
boundaries have time to grow through diffusion and the random generation of new antiphase domains
132
Section 4.3 Laboratory annealing experiments with subsequent slow cooling
are avoided. In addition, as the sample is slowly cooled, there is less thermal shock to the material, as
well the annealing process is extended till lower temperatures. Since the L21 order is more stable at
lower temperatures, the L21 regions grow and the antiphase domains are further reduced during the
cooling process. This leads to a much higher effective ordering in the material. Therefore, annealing
experiment assisted with slow cooling may need a much shorter time for a considerable reduction
in the antiphase boundaries. It is thus much more efficient in attaining higher fraction of L21 order
in the samples.
In two of the earlier works on Heusler compounds, annealing followed by slow-cooling has been
distinctively shown to lead to a significantly improved ordering in Pd2MnIn as compared to quenching
[33, 320]. Conversely, no significant differences between slow-cooling and quenching were observed
in extended x-ray-absorption fine-structure measurement (EXAFS) and neutron diffraction study
of Co2MnSi [57]. There are significant differences between the two studies. First, in the former
(Pd2MnIn), we are dealing with L21/B2 order, whereas it is L21/DO3 in the latter. Improvement
in L21 upon slow-cooling in our case fit well to Pd2MnIn study and may be valid for other systems
with L21/B2 ordering. However, we must be very careful in generalizing the results as the different
elements in different compounds means that the free energies involved would be significantly varied.
Slow-cooling therefore, offers distinct disadvantages in contrast to quenching the sample, specif-
ically lower defects concentration and lower antiphase domain boundaries. In addition, a lower
annealing time is needed to obtain a significantly higher L21 order in the material as compared to
the quenched samples.
4.3.3.2 Importance of annealing temperature
We would like to briefly comment on the annealing temperature and its role in ordering. We have
shown that a higher ordering is achieved by slow cooling of the sample and the annealing temperature
does not seem to play a significant role. In principle, annealing the sample below transition followed
by slow cooling, should be equally efficient. However, the high annealing temperature of 1400 K, may
have given an unexpected advantage. Since we started with a polycrystalline sample, fine-grained
structure was present in the sample. The grain boundaries, along with being high energy defects,
are incoherent interfaces. Hence, they would have a pinning effect on the antiphase domains which
are coherent in nature. Thus, the grain boundaries would act as inhibitors for growth of antiphase
domains. Since the ordering phenomena is driven by antiphase domain coarsening, the presence of
grain boundaries should, in principle, inhibit the rate and extent of ordering.
In hindsight, annealing the sample at 1400 K allowed for considerable grain growth to take place.
The slow-cooled sample after annealing had mostly mono- or bi-crystalline particles as seen in Figure
4.18. Moreover, at 1400 K, we are considerably above the L21 regime, no ordering phenomenon is
expected during the 3 days of annealing. All the ordering would have purely happened as the sample
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was slowly cooled to room temperature. Even though no annealing time was given except during
cooling, the sample had a considerably large L21 order (∼70 %).
We believe that annealing the sample at 1400 K helped in growth of the antiphase domains during
cooling as the grain boundaries were significantly reduced. Therefore, such a high temperature
annealing step should be performed in addition to the slow cooling profile, specially in the annealing
of bulk samples. The annealing time at high temperatures may be further reduced during the
annealing of single crystals, or samples containing large mm sized grains, e.g., as obtained commonly
for a fast Floating Zone growth.
Thus, based on the understanding gained from the in situ neutron diffraction as well as corre-
sponding laboratory samples, an optimized annealing profile can be developed for obtaining a high
L21 order. It must be kept in mind that precise information of order-disorder transitions in the
material must be known in order to develop the annealing profile.
The sample should first be annealed at considerably high temperatures in order to facilitate grain
growth as well as annihilation of quenched-in defects. The annealing time would depend on the
crystalline nature of the sample, e.g., a single crystal would need a minimal annealing as compared
to a polycrystalline sample. The sample should then be cooled as slowly as possible to a temperature
below the order-disorder transition and held for a given amount of time. The annealing temperature
in this step should be carefully chosen so that we are well below the order-disorder transition to
avoid the critical fluctuations, as the order-disorder transition may be quite broad, e.g., ∼100 K for
Co2FeAl0.5Si0.5 as seen in our data. The annealing time in this step would depend on the order-
disorder transition regime itself. The annealing time may have to be increased if the order-disorder
transition are closer to room temperature, since the kinetics would be slow. Finally, the sample
should be cooled as slowly as possible to room temperature.
We would like to mention that since the annealing process involves slow cooling, it would not be
successful in materials which undergo a phase transformation or decomposition. However, adapting
the cooling rate in certain regions may be explored in order to avoid such regions of instability. The
presence of low temperature phase transformations was the main reason for adopting a quenching
procedure after annealing in the case of the first Heusler compound, Cu2MnAl. Cu2MnAl was found
to be stable at high temperatures [321], but decomposed into different phases when it was cooled
slowly [322]. Later on, it was shown through neutron diffraction that slow cooling the sample may
lead to a better L21 order [320]. Unfortunately, by then, the Heusler community had well adopted
the quenching procedure and to this date, majority of the reports follow the popular opinion. Science
is about a constant cross-examination of commonly believed ideas and the best time to learn from
our mistake is in the present. We hope that we would be able to motivate the community to revisit
the existing literature in the context of the points suggested in this work.
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4.4 Conclusion
We examined the ordering phenomena in Co2FeAl0.5Si0.5 in detail using in situ neutron diffraction
and annealing experiments. The neutron diffraction measurements at room temperature on as-
cast and prior-annealed samples which were quenched, showed selective peak broadening due to the
presence of nanoscale antiphase domains. The two different annealing treatments involving quenching
did not lead to considerable improvement in the L21 order. The reduction in peak broadening
upon annealing was small as well, but followed a similar trend as the ordering phenomenon. We
subsequently performed the in situ neutron diffraction at high temperatures till 1400 K, over multiple
profiles. We found that the L21-B2 transition was unusually broad, spread over∼100 K. The majority
of the transition took place between 1000-1100 K and the rate of ordering was more or less linear.
No B2 -A2 transition regime was observed till 1400 K, as there was still a finite intensity of the (200)
superlattice reflection at that temperature. The ordering in the sample was significantly improved
after cooling. However, the relative intensities of the (111), (200) and (220) reflections were quite
irregular, and therefore the L21 fraction could not be determined. The anomalous intensities were
later confirmed through the corresponding laboratory experiments to be a result of crystallographic
texture which developed in the powder sample. Furthermore, the evolution of ordering as well as the
growth of antiphase domains were tracked using the line profile analysis of the in situ diffraction
data. The final sample after the in situ measurement did not show any selective peak broadening.
Subsequent laboratory experiments based on the in situ experiment was done where the sample
was annealed at 1400 K followed by a slow cooling. The slow-cooled sample showed a significantly
improved ordering in the sample, which was quantitatively measured using NMR. The magnetization
data showed two Curie temperatures due to the distinct L21 and B2 antiphase domains. However,
only one TC at higher temperature was observed in calorimetry, and we believe, that the signal
from the TC at lower temperature was overlapped with the broad signal from L21-B2 transition,
and was therefore not perceptible.
Slow-cooling was shown to offer certain advantages in terms of defects as compared to quenching,
which led to significant growth of antiphase domains and thus a higher order was achieved. Based
on our present observations, we have designed an optimized annealing profile where the sample
might be slowly cooled in a two-step annealing process to obtain a higher order in a material. We
believe that this optimized annealing procedure may be applicable to other systems which do not
undergo any additional phase transformation, given that a detailed and accurate information of the
order-disorder regime in the specific system is known.
The significantly higher ordering in Co2FeAl0.5Si0.5 should lead to an improved magnetoresistance,





The present thesis is devoted to the study of quaternary Heusler compounds. Heusler compounds
exhibit a plethora of physical phenomena, and many additional exotic properties have been predicted
in the family. The varied physical properties are an outcome of the different material aspects, but the
relationship between them is quite complex and not completely understood. The aim of this work
has been to unravel the entanglement between the intrinsic material attributes of Heusler compounds
such as the structure, phases, defects, disorder etc., and the resulting physical properties.
We have presented our work on two cobalt-based systems, Co2Cr1−xFexAl and Co2FeAl1−xSix.
Both the systems are predicted to be half-metallic ferromagnets with a wide band gap along the
minority spin direction. Furthermore, in addition to the high Curie temperature, specific compositions
in each system, Co2Cr0.6Fe0.4Al and Co2FeAl0.5Si0.5 respectively, are expected to be robust to small
amounts of disorder, which makes them promising towards realization of 100 % spin polarization.
Unfortunately, the half-metallicity has not yet been experimentally verified and the reported physical
properties are aberrant. However, the underlying cause is quite different in both materials, and
therefore, we have focussed on a different aspect of the material-property correlation for each system.
On one hand, we have addressed the issue of chemical instability and associated phase dynamics in
Co2Cr1−xFexAl system, whereas, in the other case, we explored the evolution of anti-site disorder
with temperature in Co2FeAl1−xSix in order to optimize the annealing process towards a fully
ordered material.
The Co2Cr1−xFexAl system was discussed first, where the discrepancies in physical properties of
bulk samples were confirmed to be due to a phase segregation, and therefore Floating Zone (FZ)
growth was performed in order to avoid the incongruent melting behaviour. Phase-pure Co2FeAl
was synthesized successfully, but both the Cr-containing compositions Co2CrAl and Co2Cr0.6Fe0.4Al
showed very different secondary phases in terms of structure and composition, with unusual mor-
phologies. We performed a detailed analysis of the secondary phases, and confirmed the presence of a
solid-state miscibility gap in the system, which leads to a phase transformation via spinodal decompo-
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sition at low temperatures. The evolving secondary phase strongly affected the magnetic properties
and the saturation moments were further lowered as compared to the phase-segregated as-cast
samples. Based on the knowledge of the secondary phases, and their effect on magnetic properties,
almost all the anomalies in literature for the physical properties as well as the instances/observations
of chemical instability, have been accounted for. Furthermore, we have argued that a similar phase
separation is likely to occur in thin films as well, since the magnetic moments and secondary phases
observed in thin films fit well to our results. Thus, we have gained an understanding of the solidifi-
cation and solid-state phase transformations in Co2Cr1−xFexAl, which has helped us to elucidate
on the varied data in the literature coherently.
In order to develop a recipe to obtain a phase-pure sample in a scenario with spinodal decompo-
sition, Co2CrAl was taken as a test case for further analysis of the immiscibility. Two approaches
along different variables, namely temperature and composition, were explored. In the first case,
spinodally decomposed FZ-grown Co2CrAl samples were annealed at different temperatures. We
observed that annealing does not help to remove the secondary phase due to the large extent of the
immiscibility and the stability of the secondary phase. On the other hand, substitution of Cr with Al
in Co2CrAl was explored so as to move out of the miscibility gap. Off-stoichiometric Co2Cr1−xAl1+x
compositions were grown using FZ technique, and a clear trend was observed in the reduction of
the secondary phase with substitution of Cr with Al. Co2Cr0.4Al1.6 was found to be homogeneous
and phase-pure as the phase transformation via spinodal decomposition could be avoided. Based on
the analysis of both the annealing and off-stoichiometry, we have been able to develop a tentative
pseudo-binary phase diagram highlighting the extent of miscibility gap.
We adapted the scheme of off-stoichiometry for the Co2Cr0.6Fe0.4Al quaternary composition and a
homogeneous phase-pure off-stoichiometric Co2Cr0.4Fe0.4Al1.2 sample was successfully grown using
the FZ technique. Furthermore, the physical properties, especially the magnetization, matched well
with theory, which is unprecedented in the Co2Cr1−xFexAl system. Band structure calculations
showed that the new composition is still a half-metallic ferromagnet as well as it retains all the
interesting features of the Co2Cr0.6Fe0.4Al composition. Thus, we have developed a new potential
half-metallic ferromagnet which does not suffer from intrinsic material issues and is promising for
potential applications.
In the second part of the thesis, the Co2FeAl1−xSix system was investigated, which, unlike the
Co2Cr1−xFexAl system, exists as a solid solution along the whole series. However, the lack of pre-
dicted half-metallic ferromagnetism, both in bulk samples as well as thin films, has been attributed
to the challenge of obtaining a fully L21-ordered sample, and due to which even the observed mag-
netoresistance is considerably lower than the ideal value for a half-metallic ferromagnet. Therefore,
the thrust has been to improve the ordering in the material for which the understanding of the
order-disorder transitions is pertinent and highly desirable, but are still under debate. In order
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to study the ordering phenomena in Co2FeAl0.5Si0.5, we employed neutron diffraction studies, in
contrast to indirect techniques such as calorimetry, commonly used in literature.
Firstly, we demonstrated using room temperature neutron diffraction that the popular annealing
procedures employed in the community are not effective towards achieving a high L21 order. The
samples are prone to the formation of antiphase domains which lead to selective peak broadening in
the diffraction data. Subsequent high temperature neutron diffraction experiments offered insight in
the order-disorder transformation in Co2FeAl0.5Si0.5. The L21-B2 structural transition was found
to be quite broad, and the transition was spread over ∼100 K, contrary to what is understood in
literature.
Line profile analysis of the high temperature data offered a closer look at the evolution of L21 order
and the corresponding order-disorder transition, as well as highlighted the evolution of antiphase
domains and the corresponding reduction in selective peak broadening after the in situ measurement,
where the sample was effectively slow-cooled. Line profile analysis also helped us to develop a better
understanding of evolution of antiphase domains and domain boundaries in conjunction with the
ordering phenomena.
Based on the in situ diffraction experiments, corresponding laboratory experiments were performed
where the sample was slowly cooled after annealing at 1400 K. Similar to the in situ neutron
diffraction, no selective peak broadening was observed. Moreover, the significantly higher L21 order
in the slow-cooled sample was confirmed using nuclear magnetic resonance. In the magnetization
data at low temperatures, smearing out of the saturation field in M(H) data was observed and was
analysed in the context of the magnetization dynamics of magnetic domains, pinned at the antiphase
domain boundaries. High temperature magnetization data on the slow-cooled sample, showed two
Curie temperatures, in contrast to the as-cast sample, which we argue are due to the well defined L21
and B2 antiphase domains after slow cooling. However, the calorimetry data on the same sample
showed only two signals corresponding to the broad order-disorder transition and the TC at higher
temperature, respectively. The TC at the lower temperature is understood to be overlapped with
the broad signal due to ordering.
In the end, we discussed the various annealing parameters in the light of understanding from the
in situ neutron diffraction. We highlighted certain relevant disadvantages of quenching of the sample,
namely freezing-in of defects from high temperatures as well as generation of additional defects
and disorder due to thermal shock. We infer that these effects can be avoided with slow-cooling,
and as we have already shown in our results, it leads to large distinct antiphase domains, thereby
leading to an improved L21 order in the sample. The high annealing temperature well above the
ordering regime was also found to be advantageous towards obtaining a higher L21 order in the
sample. Finally, an optimized annealing procedure has been designed to obtain an improved L21
order, which we believe may be applicable to other similar systems, keeping in mind that the material
does not undergo any phase transformations at low temperatures.
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We believe we have made significant strides towards understanding the interplay between the
intrinsic attributes in Heusler compounds, and the physical properties that evolve extrinsically.
Developing the awareness about the transformations in the Co2Cr1−xFexAl system has helped us
to coherently explain the inconsistent reports in literature, both in terms of the material issues
and physical properties. A detailed investigation of the phase dynamics under different variables
has helped us to progress to a new, propitious half-metallic ferromagnet, namely Co2Cr0.4Fe0.4Al1.2.
The present work has also considerably advanced our knowledge and understanding of the ordering
phenomena in Co2FeAl0.5Si0.5 through a combination of high temperature neutron diffraction and
laboratory annealing experiments. A detailed analysis of the diffraction data has brought forth the
aspect of antiphase domains and their close relationship with the evolution of order in the material.
We have been able to significantly enhance the L21 order in the material, and demonstrated the
advantages of an alternate annealing profile involving slow cooling. The higher ordering in the
material would allow us to further enhance the physical properties such as magnetoresistance.
Through this work on the material properties of the Co2Cr1−xFexAl and Co2FeAl1−xSix systems,
we have made a significant step towards experimental realization of half-metallic ferromagnetism at
elevated temperatures.
Outlook
Regarding the Co2Cr1−xFexAl system, although the off-stoichiometric sample is very promising,
no measurements have been performed as yet to gain further insight about the spin polarization
of the sample. We have performed the X-ray magnetic circular dichroism (XMCD) on the off-
stoichiometric Co2Cr0.4Fe0.4Al1.2 sample, and the data is presently under analysis. We hope to
extract the element-specific moments as well as quantitatively comment on the changes from the
stoichiometric sample. Quadratic magneto-optical Kerr effect (QMOKE) measurements are also
under way, which should also hint towards the spin polarization in the sample. Moreover, we hope
that the fascinating observations of the present study will motivate the thin film community to grow
the off-stoichiometric Co2Cr0.4Fe0.4Al1.2 composition, especially regarding detailed measurements
of the magnetoresistance and spin polarization.
Although we have gained a deeper insight in the ordering phenomena in Co2FeAl0.5Si0.5, the
analysis, we believe, can be further improved. First and foremost, efforts are being made to do
a successful Rietveld refinement of the neutron diffraction data taking into account the magnetic
structure and microstructural effects. Refinement would allow us to calculate the L21 order as well as
size of antiphase domains taking the magnetic contributions into account. Efforts are also being made
to prepare high quality TEM samples through conventional route to obtain topographically smooth
sample so that the morphology and distribution of antiphase domains in the slow-cooled sample may
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be visualized. Regarding the mechanism of antiphase domain evolution, high temperature positron
annihilation experiments may be performed to understand the evolution of the vacancies. Once the
sample after neutron diffraction measurements is deactivated in the near future, a detailed analysis
of the sample is planned, specially towards confirmation of texture and the extent of L21 order.
Additionally, quite a few aspects regarding the ordering phenomena need to be verified and there
are several questions left unanswered. In order to confirm the regime of order-disorder transition,
high temperature synchrotron X-ray measurements are being planned on the same sample on which
neutron experiment was performed, in order to complement the neutron diffraction measurements.
High resolution calorimetric measurements are planned as well, with the aim to observe the changes
in the calorimetric signals of the order-disorder transition and the two magnetic transitions upon
thermal cycling.
There are certain aspects related to the order-disorder that we have not been able to address in
this work. We have not been able to comment on the convolution of the magnetic and structural
ordering in the material. Furthermore, we have not delved into the kinetics of the order-disorder
transition, which may throw more light on the ordering mechanism in the material. Study of the
kinetics of order-disorder in quaternary systems is interesting as not much literature is available on
this topic. However, dedicated experiments at synchrotron and neutron sources are needed for this
purpose.
As a concluding remark, we strongly believe that the learnings from this work, from the point of
view of phase separation and its avoidance, as well as attainment of the high degree order in the
aforementioned quaternary Heusler compounds, may be directly extended to other similar systems






A Rietveld refinement of X-ray diffraction
data
Figure A.1: X-ray diffraction pattern with refinement for as-cast Co2Cr1−xFexAl samples.
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Appendix A Rietveld refinement of X-ray diffraction data
Figure A.2: X-ray diffraction pattern with refinement for as-cast and Floating Zone (FZ)-grown
off-stoichiometric Co2Cr1−xAl1+x samples.
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Appendix A Rietveld refinement of X-ray diffraction data
Figure A.3: X-ray diffraction pattern with refinement for as-cast and prior-annealed Co2FeAl0.5Si0.5
samples.
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B Background measurements for high
temperature neutron diffraction
Figure B.1: Background measurements for high temperature neutron diffraction setup (data plot-
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An ode to PhD
The nuclei with spins
Or martensitic twins
Without a single crystal
Would there be any win




Though thou are magnetic
Please half be metallic
Like diamonds we polish
Structures like magic
Orient with the laue
Much fun with xray




A2, B2, some DO3
Or spinodal, may even be?
So many ways of imaging
Of quenching post aging
In neutrons annealing
That swiss of a feeling
On the zone that is floating
That oxide of a coating
Some Slater some Pauling
In search of my calling
A lot has been learnt and lot was to see
Great times I had in this beautiful city
Much thanks to all, and coffee and tea
Has come to an end finally, my PhD
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